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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1.  In particular the different approval criteria needed for the 
different types of ISO documents should be noted.  This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.  Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity 
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical 
Barriers to Trade (TBT) see the following URL:  Foreword - Supplementary information.

The committee responsible for this document is ISO/TC 22, Road vehicles, Subcommittee SC 32, Electrical 
and electronic components and general system aspects.

This third edition cancels and replaces the second edition (ISO  7637–3:2007), which has been 
technically revised.

ISO 7637 consists of the following parts, under the general title Road vehicles — Electrical disturbances 
from conduction and coupling:

—	 Part 1: Definitions and general considerations

—	 Part 2: Electrical transient conduction along supply lines only

—	 Part  3: Electrical transient transmission by capacitive and inductive coupling via lines other than 
supply lines

The following parts are under preparation:

—	 Part 4: Electrical transient conduction along shielded high voltage supply lines only

—	 Part 5: Enhanced definitions and verification methods for harmonization of pulse generators according 
to ISO 7637‑2 [Technical Report]

Annex A forms an integral part of this part of ISO 7637.

Annex B and Annex C are informative.
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Introduction

The fast transient pulse test uses bursts composed of a number of fast transient pulses, which are 
coupled into lines (I/O lines in particular) of electronic equipment. The fast rise time, the repetition 
rate and the low energy of the fast transient bursts are significant to the test.

The slow transient pulse test applies a number of single pulses, as used for conducted transient pulse 
test, to the DUT.
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Road vehicles — Electrical disturbances from conduction 
and coupling —

Part 3: 
Electrical transient transmission by capacitive and 
inductive coupling via lines other than supply lines

1	 Scope

This part of ISO 7637 defines bench test methods to evaluate the immunity of devices under test (DUTs) 
to transient pulses coupled to lines other than supply lines. The test pulses simulate both fast and slow 
transient disturbances caused by the switching of inductive loads and relay contact bounce.

The following three test methods are described in this part of ISO 7637:

—	 capacitive coupling clamp (CCC) method;

—	 direct capacitive coupling (DCC) method;

—	 inductive coupling clamp (ICC) method.

This part of ISO 7637 applies to road vehicles fitted with nominal 12 V or 24 V electrical systems.

For transient pulses immunity, Annex  B provides recommended test severity levels in line with the 
functional performance status classification (FPSC) principle described in ISO 7637-1.

2	 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

ISO 7637-1, Road vehicles — Electrical disturbances from conduction and coupling — Part 1: Definitions 
and general considerations

ISO 7637-2, Road vehicles — Electrical disturbances from conduction and coupling — Part 2: Electrical 
transient conduction along supply lines only

ISO  11452-4, Road vehicles  — Component test methods for electrical disturbances from narrowband 
radiated electromagnetic energy — Part 4: Harness excitation methods

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 7637-1 apply.

INTERNATIONAL STANDARD� ISO 7637-3:2016(E)
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4	 Test methods

4.1	 General

This Clause describes bench test methods for testing the immunity of electrical system components 
or devices under test (DUTs) against coupled transient pulses. These tests shall be performed in the 
laboratory.

The defined transient pulses represent the characteristics of most of the known transient pulses which 
may occur in the vehicle.

Some transient pulse tests may be omitted if a device, depending on its function or its configuration, 
is not subjected to comparable transient pulses in the vehicle. It is part of the vehicle manufacturer’s 
responsibility to define the transient pulse tests needed for specific components.

A test plan shall be written to define the following:

—	 the test methods to be used;

—	 the transient pulses tests to be applied;

—	 the transient pulses levels;

—	 the number of transient pulses to be applied;

—	 the DUT operating modes;

—	 the wiring harness (test versus production);

—	 the leads to be included in the capacitive coupling clamp, if used;

—	 the leads to be tested using the direct coupling capacitor method, if used;

—	 the capacitance values to be used, if the direct coupling capacitor method is used for specific 
communication lines;

—	 the leads to be included in the inductive coupling clamp, if used; and

—	 the type of inductive coupling clamp, if the inductive coupling method is used.

Suggested transient pulse test severity levels for the evaluation of immunity of DUTs can be chosen 
from Table B.1 and Table B.2.

The transient pulse test severity levels should be mutually agreed upon between the vehicle 
manufacturer and the supplier prior to the test.

The applicability of the three different test methods is indicated in Table 1.

It is sufficient to select one test method for slow transient pulses and one test method for fast 
transient pulses.

Table 1 — Test method applicability

Transient pulses type CCC method DCC method ICC method
Slow transient pulses 2a 

(5.3.2)
Not applicable Applicable Applicable

Fast transient pulses 3a and 
3b (5.3.3)

Applicable Applicable Not applicable
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4.2	 Standard test conditions

Standard test conditions shall be according to ISO 7637-1 for the following:

—	 test temperature;

—	 supply voltage.

Unless otherwise defined in this part of ISO 7637, the tolerance on test severity levels is +









10

0
%.

4.3	 Ground plane

The ground plane shall be made of 0,5 mm thick (minimum) copper, brass or galvanized steel.

Unless otherwise specified in the test plan, the minimum width of the ground plane shall be 1 000 mm, 
or underneath the entire setup width (excluding power supply and transient pulse generator) plus 
200 mm, whichever is larger.

Unless otherwise specified in the test plan, the minimum length of the ground plane shall be 2 000 mm, 
or underneath the entire setup length (excluding power supply and transient pulse generator) plus 
200 mm, whichever is larger.

4.4	 General test setup conditions

The DUT is arranged and connected according to its requirements. The DUT should be connected to the 
original operating devices (loads, sensors, etc.) using the test setup described in 4.5.4, 4.6.4 and 4.7.4, 
unless otherwise agreed between the vehicle manufacturer and the supplier.

If the actual DUT operating signal sources are not available, they may be simulated.

The DUT shall be placed on a non-conductive, low relative permittivity material (εr ≤ 1,4), at (50 ± 5) mm 
above the ground plane. If the DUT is locally grounded (maximum length of 200 mm), then the DUT’s 
ground supply line shall be connected to the ground plane as defined in the test plan.

Grounding of the DUT case to the ground plane shall reflect the vehicle installation and shall be defined 
in the test plan.

All harnesses shall be placed on a non-conductive, low relative permittivity (dielectric-constant) 
material (εr ≤ 1,4), at (50 ± 5) mm above the ground plane.

Unless otherwise specified in the test plan, all loads, sensors, etc. grounds (lines, metallic cases) are 
connected to the ground plane using the shortest possible length.

To minimize extraneous capacitive coupling to the DUT, it is advisable that the minimum distance 
between the DUT and all other conductive structures, such as walls of a shielded enclosure (with the 
exception of the ground plane underneath the test setup), should be more than 0,5 m.

4.5	 CCC method

4.5.1	 General

The CCC method is suitable for coupling the fast transient pulses, particularly for DUTs with a moderate 
or large number of leads to be tested. It will not couple the slow transient pulses.

4.5.2	 Generator verification

The transient pulse parameters (see Figure 10 and Figure 11) shall be verified prior to the test according 
to ISO 7637-2. Verification shall be performed with the 50 Ω load condition only.

﻿

© ISO 2016 – All rights reserved� 3

Full document details: BS ISO 7637-3:2016

http://dx.doi.org/10.3403/00255512U
http://dx.doi.org/10.3403/30174646U
http://avadocuments2026.com/doc/bs-iso-7637-3-2016
http://avadocuments2026.com/doc/bs-iso-7637-3-2016

