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National foreword

This British Standard is the UK implementation of ISO 7743:2008. It
supersedes BS ISO 7743:2004 which 1s withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/22, Physical testing of rubber.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard Amendments/corrigenda issued since publication
was published under the

authority of the Standards
Policy and Strategy Date Comments
Committee on 31 July 2008
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 7743 was prepared by Technical Committee ISO/TC 45, Rubber and rubber products, Subcommittee
SC 2, Testing and analysis.

This third edition cancels and replaces the second edition (ISO 7743:2004), Clause 13 and Annex A of which
have been technically revised and the references to 1ISO 471, ISO 3383, ISO 4648 and 1SO 4661-1 replaced
by ISO 23529. In addition, the tensile-testing machine used is now a class 1 machine rather than the class 0,5
machine previously specified.
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Introduction

Knowledge of compression stress-strain properties is important in the design of, for instance, bridge bearings,
anti-vibration mountings and O-rings. Measurement of compression stress-strain behaviour is also used for
the quality control of small O-rings and other small products (i.e. under 2 mm thickness) where hardness
cannot easily be measured. Compression tests are also used to detect the presence of porosity in products

such as pipe sealing rings.
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