
Full document 
BRITISH STANDARD
 BS ISO 
7975:2006
Passenger cars — 
Braking in a turn — 
Open-loop test method
ICS 43.100
���������	�
����
����������������������������������������������	�����


details: BS ISO 7975:2006

http://www.avadocuments.com/doc/bs-iso-7975-2006
http://www.avadocuments.com/doc/bs-iso-7975-2006


BS ISO 7975:2006

F

This British Standard was 
published under the authority 
of the Standards Policy and 
Strategy Committee  
on 31 July 2008

© BSI 2008
ISBN 978 0 580 54482 8
ull document details: BS ISO 7975:2
National foreword

This British Standard is the UK implementation of ISO 7975:2006. It 
supersedes BS AU 205:1986 which is withdrawn.
The UK participation in its preparation was entrusted to Technical Committee 
AUE/15, Safety related to vehicles.
A list of organizations represented on this committee can be obtained on 
request to its secretary.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity from 
legal obligations. 
Amendments/corrigenda issued since publication

Date Comments
006

http://dx.doi.org/10.3403/00153531
http://www.avadocuments.com/doc/bs-iso-7975-2006
http://www.avadocuments.com/doc/bs-iso-7975-2006


 

  

 

Reference number
ISO 7975:2006(E)

 

 

 

INTERNATIONAL 
STANDARD 

ISO
7975

Third edition
2006-04-01

Passenger cars — Braking in a turn — 
Open-loop test method 

Voitures particulières — Freinage en virage — Méthode d'essai en 
boucle ouverte 

 

BS ISO 7975:2006

Full document details: BS ISO 7975:2006

http://dx.doi.org/10.3403/30116288U
http://dx.doi.org/10.3403/30116288U
http://www.avadocuments.com/doc/bs-iso-7975-2006
http://www.avadocuments.com/doc/bs-iso-7975-2006


ii  
 

Full document details: BS ISO 7975:2006

http://www.avadocuments.com/doc/bs-iso-7975-2006
http://www.avadocuments.com/doc/bs-iso-7975-2006


 iii

Contents Page 

Foreword............................................................................................................................................................ iv 
Introduction ........................................................................................................................................................ v 
1 Scope ..................................................................................................................................................... 1 
2 Normative references ........................................................................................................................... 1 
3 Terms and definitions........................................................................................................................... 1 
4 Principle................................................................................................................................................. 1 
5 Variables ................................................................................................................................................ 2 
5.1 Reference system ................................................................................................................................. 2 
5.2 Variables to be measured .................................................................................................................... 2 
6 Measuring equipment........................................................................................................................... 2 
6.1 Description ............................................................................................................................................ 2 
6.2 Transducers and their installation ...................................................................................................... 3 
6.3 Data processing .................................................................................................................................... 3 
7 Test conditions ..................................................................................................................................... 3 
7.1 General data .......................................................................................................................................... 3 
8 Test methods......................................................................................................................................... 3 
8.1 Run-in program for newly installed brakes (pads/shoes) ................................................................ 3 
8.2 Warm-up ................................................................................................................................................ 4 
8.3 Brake temperature ................................................................................................................................ 4 
8.4 Initial driving condition ........................................................................................................................ 4 
8.5 Performance of the braking procedure .............................................................................................. 4 
8.6 General test description....................................................................................................................... 5 
9 Data evaluation and presentation of results ...................................................................................... 5 
9.1 General................................................................................................................................................... 5 
9.2 Time histories........................................................................................................................................ 5 
9.3 Braking action ....................................................................................................................................... 5 
9.4 Evaluation of characteristic values..................................................................................................... 7 
Annex A (normative)  Presentation of results ................................................................................................ 11 
Bibliography ..................................................................................................................................................... 22 
 

BS ISO 7975:2006

Full document details: BS ISO 7975:2006

http://www.avadocuments.com/doc/bs-iso-7975-2006
http://www.avadocuments.com/doc/bs-iso-7975-2006


iv  
 

Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 7975 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 9, Vehicle 
dynamics and road-holding ability. 

This third edition cancels and replaces the second edition (ISO 7975:1996), which has been technically 
revised. 
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Introduction 

The dynamic behaviour of a road vehicle is a most important part of active vehicle safety. Any given vehicle, 
together with its driver and the prevailing environment, forms a unique closed-loop system. The task of 
evaluating the dynamic behaviour is therefore very difficult, because of the significant interaction of these 
driver-vehicle-environment elements, each in itself complex. A complete and accurate description of the 
behaviour of the road vehicle must necessarily involve information obtained from a number of tests of different 
types. 

Since the braking in turn test procedures quantify only one small part of the complete vehicle handling 
characteristics, the results of these tests can only be considered significant for a correspondingly small part of 
the overall dynamic behaviour. 

Moreover, insufficient knowledge is available concerning the relationship between overall vehicle dynamic 
properties and accident avoidance. A substantial amount of work is needed to acquire sufficient and reliable 
data on the correlation between accident avoidance and vehicle dynamic properties in general and the results 
of these tests in particular. Therefore, it is not possible to use these procedures and test results for regulation 
purposes. 

Test conditions and tyres have a strong influence on test results. Therefore, only vehicle dynamic properties 
obtained under identical test and tyre conditions are comparable to one another. 
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Passenger cars — Braking in a turn — Open-loop test method 

1 Scope 

This International Standard specifies an open-loop test procedure to examine the effect of braking on course 
holding and directional behaviour of a vehicle. Specifically, the method determines how the steady-state 
circular response of a vehicle is altered by a braking action only. This International Standard applies to 
passenger cars as defined in ISO 3833 and to light trucks. 

The open-loop manoeuvre specified in this test method is not representative of real driving conditions, but is 
useful to obtain measures of vehicle braking behaviour resulting from control inputs under closely controlled 
test conditions. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 3833, Road vehicles — Types — Terms and definitions 

ISO 4138, Passengers cars — Steady-state circular driving behaviour — Open-loop test methods 

ISO 8855, Road vehicles — Vehicle dynamics and road-holding ability — Vocabulary 

ISO 15037-1:1998 1), Road vehicles — Vehicle dynamics test methods — Part 1: General conditions for 
passenger cars 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 8855 and the general conditions 
given in ISO 15037-1 apply. 

4 Principle 

The purpose of this test is to examine the effect of braking on course holding and directional behaviour of a 
vehicle. Specifically, the method determines how the steady-state circular response of a vehicle is altered by 
braking action only. 

The initial conditions are defined by constant longitudinal velocity and by a circle with a given radius, as 
specified by the constant-radius test method of ISO 4138. The steering-wheel angle required for the 
steady-state circular run shall be constantly maintained during the entire test. During the test, the driver input 
and the vehicle response are measured and recorded. From the recorded signals, characteristic values are 
calculated. 

                                                      

1) To be revised. 
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5 Variables 

5.1 Reference system 

The reference system specified in ISO 15037-1 shall apply. 

5.2 Variables to be measured 

The following variables shall be determined: 

⎯ moment of brake application (t0); 

⎯ steering-wheel angle (δH); 

⎯ lateral acceleration (aY); 

⎯ longitudinal acceleration (aX) 

⎯ longitudinal velocity (vX); 

⎯ yaw velocity (dψ /dt); and 

⎯ sideslip angle (β) and/or lateral velocity (vY). 

NOTE Strictly speaking, test results based on lateral acceleration should not be used for comparison of the 
performance of different vehicles. This is because lateral acceleration is measured at right angles to the intermediate 
X-axis and not perpendicular to the vehicle path. To overcome this difficulty, lateral acceleration can be corrected for 
vehicle sideslip angle, which gives the centripetal acceleration. However, the extent of this correction is not likely to 
exceed a few percent and may generally be neglected. 

It is recommended that the following variables be determined: 

⎯ pressure at master cylinder output or in the brake circuit which activates at least one of the front wheel 
brakes (pB); and 

⎯ wheel rotation speed (ω1 − ω4). 

The variables are defined in ISO 8855 except for stopping distance and the moment of brake application, t0, 
which is the instant at which the brake pedal is operated. The actuation of the brake pedal may be determined 
by the use of a contact switch mounted directly on the brake pedal or a sensor for the brake pedal force which 
set a trigger signal when the brake pedal force exceeds 10 N. 

6 Measuring equipment 

6.1 Description 

Table 1 of ISO 15037-1:1998 shall apply with the following additions: 

Table 1 — Variables, typical operating ranges and recommended maximum errors 

Variable 
Typical 

operating 
range 

Recommended maximum error 
of the combined 

transducer/recorder system 

Moment of brake application — 0,05 s 

Pressure of braking system 30 MPa a ± 0,3 MPa 

Wheel rotation speed 0 s−1 to 200 s−1 ± 2 s−1 
a 1 MPa = 10 bar = 106 N/m2. 
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