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This British Standard is the UK implementation of ISO 8057:2024.

The UK participation in its preparation was entrusted to Technical
Committee PRI/42, Fibre reinforced thermosetting plastics
and prepregs.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.
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Compliance with a British Standard cannot confer immunity from
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This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 29 February 2024.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 61, Plastics, Subcommittee SC 13, Composites
and reinforcement fibres.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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International Standard ISO 8057:2024(en)

Determination of galvanic corrosion rate for assembled forms
of carbon fibre reinforced plastics (CFRPs) and protection-
coated metal — Electrochemical tests in neutral sodium
chloride solution

1 Scope

1.1 This document specifies the electrochemical test for determining galvanic corrosion rate of CFRPs and
metal assemblies with protection-coating, subjected to the corrosive environment of electrolyte diffusion
through the coating. It specifies the apparatus, the test solutions, and the procedure to be used in conducting
the electrochemical tests for

a) the assessment of the Fick's diffusion parameter for protective coating on metallic materials, and

b) the estimation of the galvanic corrosion rates with the conversion of ISO 21746 coating-free sample
data.

1.2 The following are intended situations of implementing an electrochemical test based on this document:

a) when interested parties estimate the galvanic corrosion rate of bonded joints relating engineering
metals with protection-coating and CFRPs of the potential drastically nobler than those of most metals,
utilizing the resources of ISO 17475;

b) when expanding CFRP-metal bonded joints applications using coatings to the fields of corrosion-
sensitive environments caused by electrolytes.

1.3 Itis not the intent of this document to fulfil the need for:

— omitting relevant field tests for the applications in corrosive environment;

— superimposing test data for specific applications for the range of relevant data;

— comparative testing as a means of ranking different protections with respect to corrosion rates;

— ignoring the field hazards such as erosion, abrasion, and ultraviolet irradiation.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 2808, Paints and varnishes — Determination of film thickness

ISO 17475, Corrosion of metals and alloys — Electrochemical test methods — Guidelines for conducting
potentiostatic and potentiodynamic polarization measurements

ISO 21746, Composites and metal assemblies — Galvanic corrosion tests of carbon fibre reinforced plastics
(CFRPs) related bonded or fastened structures in artificial atmospheres — Salt spray tests
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