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Aerospace — Nuts, hexagonal,
plain, normal height, normal
across flats, with MdJ threads,
classifications: 600 MPa (at
ambient temperature)/120 °C,
600 MPa (at ambient
temperature)/235 °C, 900 MPa
(at ambient temperature)/
425 °C, 1 100 MPa (at ambient
temperature)/235 °C,

1 100 MPa (at ambient
temperature)/315 °C,

1 100 MPa (at ambient
temperature)/650 °C,

1 210 MPa (at ambient
temperature)/730 °C,

1 250 MPa (at ambient
temperature)/235 °C and

1 550 MPa (at ambient
temperature)/600 °C —
Dimensions

ICS 49.030.30

ST AN e
British Standards

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Full document details: BS ISO 8279:2008


http://www.avadocuments.com/doc/bs-iso-8279-2008
http://www.avadocuments.com/doc/bs-iso-8279-2008

BS ISO 8279:2008

National foreword

This British Standard is the UK implementation of ISO 8279:2008. It
supersedes BS A317:1997 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
ACE/12, Aerospace fasteners and fastening systems.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments/corrigenda issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Date Comments

on 30 September 2008
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Aerospace — Nuts, hexagonal, plain,
normal height, normal across flats, with
MJ threads, classifications: 600 MPa (at
ambient temperature)/120 °C, 600 MPa (at
ambient temperature)/235 °C, 900 MPa (at
ambient temperature)/425 °C, 1 100 MPa
(at ambient temperature)/235 °C,

1 100 MPa (at ambient

temperature)/315 °C, 1 100 MPa (at
ambient temperature)/650 °C, 1 210 MPa
(at ambient temperature)/730 °C,

1 250 MPa (at ambient

temperature)/235 °C and 1 550 MPa

(at ambient temperature)/600 °C —
Dimensions

Aéronautique et espace — Ecrous hexagonaux ordinaires, hauteur
normale, surplats normaux, a filetages MJ, classifications: 600 MPa
(a température ambiante)/120 °C, 600 MPa (a température
ambiante)/235 °C, 900 MPa (a température ambiante)/425 °C,

1 100 MPa (a température ambiante)/235 °C, 1 100 MPa

(a température ambiante)/315 °C, 1 100 MPa (a température
ambiante)/650 °C, 1 210 MPa (a température ambiante)/730 °C,

1 250 MPa (a température ambiante)/235 °C et 1 550 MPa

(a température ambiante)/600 °C — Dimensions
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