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National foreword

This British Standard reproduces verbatim ISO 8697:1999 and implements it as the
UK national standard.

The UK participation in its preparation was entrusted by Technical Committee
PTI/12, Petroleum measurement and sampling, to Subcommittee PTI/12/3, Bulk
cargo transfer, which has the responsibility to:

Ð aid enquirers to understand the text;

Ð present to the responsible international/European committee any enquiries
on the interpretation, or proposals for change, and keep the UK interests
informed;

Ð monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this subcommittee can be obtained on request
to its secretary.

Cross-references

The British Standards which implement international publications referred to in this
document may be found in the BSI Standards Catalogue under the section entitled
ªInternational Standards Correspondence Indexº, or by using the ªFindº facility of
the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page,
pages ii to iv, pages 1 to 11 and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard ISO 8697 was prepared by Technical Committee ISO/TC 28, Petroleum products and
lubricants, Subcommittee 6, Bulk cargo transfer, accountability, inspection and reconciliation.

This International Standard takes into account and supersedes ISO/TR 8338:1988, Crude petroleum oil — Transfer
accountability — Method for estimation on ships of total quantity remaining on board (ROB), which is withdrawn.

Annex A of this International Standard is for information only.
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Introduction

This International Standard is intended to encourage uniformity of measurement, accounting and reporting
procedures of “On Board Quantity” (OBQ) and the quantity “Remaining on Board” (ROB).

All safety precautions should be in accordance with the International Safety Guide for Oil Tankers and Terminals
(ISGOTT) [4] and regulations specified by the vessel or terminal operator and any statutory authorities who may be
concerned.

The inclusion of clingage, hydrocarbon vapours, and the contents of associated pipeline and pumps as part of OBQ
and ROB, have been considered. However, methods for the calculation of those quantities are not sufficiently
accurate to justify their inclusion in the assessment of OBQ or ROB.
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