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National foreword

This British Standard reproduces verbatim ISO 8764-1:1999 and implements it as the
UK national standard.

The UK participation in its preparation was entrusted by Technical Committee
MTE/15, Hand tools, to Subcommittee MTE/15/13, Spanners, screwdrivers, pliers
and nippers, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any enquiries
on the interpretation, or proposals for change, and keep the UK interests
informed,;

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this subcommittee can be obtained on request
to its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled “International Standards Correspondence Index”, or by using the
“Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page,
pages ii to iv, pages 1 to 21 and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.

Amendments issued since publication
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard ISO 8764-1 was prepared by Technical Committee ISO/TC 29, Small tools, Subcommittee
SC 10, Assembly tools for screws and nuts, pliers and nippers.

This second edition cancels and replaces the first edition (ISO 8764-1:1992) in which information on points and
gauges for type PZ points has been technically revised.

ISO 8764 consists of the following parts, under the general titte Assembly tools for screws and nut — Screwdrivers
for cross-recessed head screws:

Part 1: Driver points
Part 2: General requirements, lengths of blades and marking of hand-operated screwdrivers

Annexes A and B of this part of ISO 8764 are for information only.

Documents

Document Sharing Hulﬁi

Full document details: BS ISO 8764-1:1999


http://www.avadocuments.com/doc/bs-iso-8764-1-1999
http://www.avadocuments.com/doc/bs-iso-8764-1-1999

ISO 8764-1:1999(E)

Introduction

The revision of the pictorial representation established in this part of ISO 8764, both of the point and of the gauge of
type PZ, was necessary in order to achieve the best possible representation and to eliminate different
interpretations.
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INTERNATIONAL STANDARD ISO 8764-1:1999(E)

Assembly tools for screws and nuts — Screwdrivers for
cross-recessed head screws —

Part 1:
Driver points

1 Scope

This part of ISO 8764 specifies the shapes and dimensions, the technical requirements and torque test methods for
the points of hand drivers and of machine-operated bits for cross-recessed head screws.

This part of ISO 8764 specifies two types of driver points as follows:
type PH for type H recesses;
type PZ for type Z recesses.

H and Z type recesses are specified in ISO 4757.

General requirements, lengths of blades and marking of hand-operated screwdrivers are given in ISO 8764-2.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO 8764. For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 8764 are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated
references, the lates edition of the normative document referred to applies. Members of ISO and IEC maintain
registers of currently valid International Standards.

ISO 4757:1983, Cross recesses for screws.

ISO 8764-2:1992, Screwdrivers for cross-recessed head screws — Part 2: General requirements, lengths of blades
and marking of hand-operated screwdrivers.
3 Shapes and dimensions

The shapes and dimensions of the points shall conform with the requirements given in Figure 1 and Table 1 for
type PH and Figure 2 and Table 2 for type PZ.

The axis of the point shall be concentric with the axis of the tool.

When a plated finish is used, the dimensions shall be met after plating.
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Dimensions in millimetres
[a

19° max.

o — —_— PP

0
26°30" -0°30°

a8 Length of straight part
b Blending of flutes dependent on method of manufacture
C  Flutes equally spaced at 90
d For point No. 0, see detail below
€ Section Y-Y: true flute angle measured at right angles to straight part of length
- Point No. 0

Figure 1 — Type PH points
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Figure 2 — Type PZ points
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