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National foreword

This British Standard reproduces verbatim ISO 9276-2:2001 and implements
it as the UK national standard.

The UK participation in its preparation was entrusted by Technical Committee
LBI/37, Sieves, screens and particle sizing, to Subcommittee LBI/37/4, Sizing
by methods other than sieving, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standard which implement international publications referred to
in this document may be found in the BSI Standards Catalogue under the
section entitled ‘International Standards Correspondance Index’, or by using
the ‘Find’ facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the ISO title page,
pages ii to v, a blank page, pages 1 to 12, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this part of ISO 9276 may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard 1ISO 9276-2 was prepared by Technical Committee 1ISO/TC 24, Sieves, sieving and other
sizing methods, Subcommittee SC 4, Sizing by methods other than sieving.

ISO 9276 consists of the following parts, under the general title Representation of results of particle size analysis:
— Part 1: Graphical representation

— Part 2: Calculation of average particle sizes/diameters and moments from particle size distributions

— Part 3: Calculation of means and moments of particle size distributions

— Part 4: Characterization of a classification process.

— Part 5: Validation of calculations relating to particle size analyses using the logarithmic normal probability
distribution
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Introduction

In particle size analysis, particulate matter is often characterized based on representative samples of the population
with the final aim of linking the size information with some other important physical property such as strength,
flowability, solubility, etc. In general, a correlation between the physical property and the size of the particles, the
so-called property function, can be obtained if an average particle size has been derived or calculated from the
measured distribution of sizes.

A unique definition of the average size, x; ., is given in this part of ISO 9276, using the so-called moments, M, of
a size distribution. Apart from average sizes, moments are also used in the calculation of volume related surface
area, the spread and other statistical measures of a particle size distribution.
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