
Full document 
BRITISH STANDARD
 BS ISO 
9588:2007
Metallic and other 
inorganic coatings — 
Post-coating 
treatments of iron or 
steel to reduce the risk 
of hydrogen 
embrittlement
ICS 25.220.20; 25.220.40
���������	�
����
����������������������������������������������	�����


details: BS ISO 9588:2007

http://www.avadocuments.com/doc/bs-iso-9588-2007
http://www.avadocuments.com/doc/bs-iso-9588-2007


BS ISO 9588:2007

F

This British Standard was 
published under the authority 
of the Standards Policy and 
Strategy Committee 
on 31 October 2008

© BSI 2008
ISBN 978 0 580 60513 0
ull document details: BS ISO 9588:
National foreword

This British Standard is the UK implementation of ISO 9588:2007. It 
supersedes BS ISO 9588:1999 which is withdrawn.
The UK participation in its preparation was entrusted to Technical Committee 
STI/33, Electrodeposited and related coatings.
A list of organizations represented on this committee can be obtained on 
request to its secretary.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity from 
legal obligations.
Amendments/corrigenda issued since publication
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