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National foreword

This British Standard is the UK implementation of ISO 9650-1:2022.

It supersedes BS ISO 9650-1:2005 and BS ISO 9650-2:2005, which

are withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee GME/33, Small craft.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 13716 3
ICS 47.080

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2022.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS ISO 9650-1:2022


https://doi.org/10.3403/BSISO9650?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/BSISO9650?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/BSISO9650?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-iso-9650-1-2022
http://www.avadocuments.com/doc/bs-iso-9650-1-2022

Full document details: BS ISO 9650-1:2022

BS IS0 9650-1:2022
INTERNATIONAL ISO

STANDARD 9650-1

Second edition
2022-05-06

Small craft — Inflatable liferafts —

Part 1:
Type 1 and type 2

Petits navires — Radeaux de survie gonflables —

Partie 1: Type 1 et type 2

= Reference number
—/ \N— ISO 9650-1:2022(E)

ISO Documents

= — Document Sharing Hub
e © IS0 2022


https://doi.org/10.3403/BSISO9650?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-iso-9650-1-2022
http://www.avadocuments.com/doc/bs-iso-9650-1-2022

BS IS0 9650-1:2022

IS0 9650-1:2022(E)

COPYRIGHT PROTECTED DOCUMENT

© IS0 2022, Published in Switzerland
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized otherwise in any form
or by any means, electronic or mechanical, including photocopying, or posting on the internet or an intranet, without prior
written permission. Permission can be requested from either ISO at the address below or ISO’s member body in the country of
the requester.

ISO copyright office

Ch. de Blandonnet 8 « CP 401

CH-1214 Vernier, Geneva, Switzerland

Tel. +41 22 749 01 11

Fax +41 22 749 09 47

copyright@iso.org

WWw.iso.org Documents

.. Document Sharing Hub
11 © IS0 2022 - All rights reserved

Full document details: BS ISO 9650-1:2022


https://doi.org/10.3403/BSISO9650?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-iso-9650-1-2022
http://www.avadocuments.com/doc/bs-iso-9650-1-2022

BS IS0 9650-1:2022

IS0 9650-1:2022
Contents Page
FFOT@WOTM ........oooccceesse 8525585858585 iv
IIMETOAUICEIONL. ..ot vi
1 S0P ... 1
2 Normative references
3 Terms and definitions
4 General provisions.....
4.1 General.......ccccov.
4.2 Types of liferaft
5 REQUUEI@INIEIITS ..o
5.1 GENETAL TEQUITEITIEIITS ....oosoreeeeeeeeeeeeeeee et
5.2 Detailed TOQUITEIMEIITS. ..o
521 Deployment......n
522 Inflation ...
5.2.3  BUOYANCY ..o
5.2.4  Stability and performance at sea.......
5.2.5  Solidity, watertightness, materials
5.2.6  HADITADIIIEY 1o
5.2.7  VISIDIILY T0 TE@SCUETS ....oooioieiriceeeieeissisesss s
5.2.8  Fittings and equipment...........cccoccuevee
5.2.9 Instructions and marking
5.2.10 Packaging..
6 T@STIILG ...
6.1 LT3 1<) - OSSOSO
6.2 Launching (drop) test
6.3 Inflation tests UNAer LEMPETATUIE. ...t
0.3, GEIIETAL ..o
6.3.2 Ambient-temperature test
6.3.3  High-temperature test............cc.cc...
6.3.4 Low-temperature test.............
6.4 Testing of stabilization means ...,
6.5 Righting test ...
6.6 BOATTINE TES T reeeeeeeeeee
6.7 Towing test with sea anchor deployed.......... e
6.8 PreSSUIe TSt ..o
6.8.1 Buoyancy chambers and canopy support..
6.8.2 Inflatable floor (if fitted) ...
6.9 Canopy watertightness test. ...
6.10 Visual inspection of the protective outer container
6.11 Visual inspection of the lIferaft. ...
6.12  EQUIPIMIEIIT oottt
6.13  Pressure relief valve test
6.14 Lights and batteries test
6.15  IMOOTIIE OULE EEST. ..ot
6.16  Float fTEE DUOYANICY TEST .. ..ooi oot
7 SEIVICIIIG ...k 22
BIDLEOZTAPIY . ... 23
Documents
] Document Sharin%Hub
© IS0 2022 - All rights reserved 1

Full document details: BS ISO 9650-1:2022


https://doi.org/10.3403/BSISO9650?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-iso-9650-1-2022
http://www.avadocuments.com/doc/bs-iso-9650-1-2022

BS IS0 9650-1:2022

IS0 9650-1:2022

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO’s adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 188, Small craft.

This second edition of ISO 9650-1 cancels and replaces ISO 9650-1:2005 and ISO 9650-2:2005, which
have been technically revised.

The main changes are as follows:

— IS0 9650-1 and ISO 9650-2 have been merged;

— the Scope has been modified to align with meteorological conditions;
— the types and groups of liferafts have been rationalized (see 4.2);

— anew float free launching status has been added (see 5.2.1.1.2), with requirements added in 5.2.9,
and test requirements added in 6.1 and 6.16;

— areference standard for gas inflation systems has been added (see 5.2.2.2);

— requirements for the initial inflation system have been added (see 5.2.2.2);

— the requirements for the canopy have been modified (see 5.2.6.2);

— the requirements for boarding systems have been modified (see 5.2.8.2.1);

— the reference standard for sea anchors has been updated (see 5.2.8.2.2);

— requirements for marking products have been increased (see 5.2.9);

— atesting schedule for prototypes, manufacturing and servicing has been added (see Clause 6);
— the testing requirements have been modified (see Clause 6);

— terminology of painter/towing line has been reviewed throughout the document.
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Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document is intended for inflatable liferafts for small craft used for leisure activities. It does
not apply to liferafts required for ships under the International Convention for the Safety of Life at
Sea (SOLAS), 1974[3]. A liferaft manufactured and maintained in accordance with this document
should provide:

— areasonably safe refuge for a shipwrecked person awaiting rescue;

— a reasonable service lifetime, provided the user meets the manufacturer’s clearly specified
recommendations on stowage and maintenance.

Conformity to this document does not imply that a liferaft will be suitable in all circumstances.

Users are responsible for selecting a liferaft appropriate to the intended circumstances of use.
Liferaft manufacturers and vendors should inform potential purchasers of the properties of the
product, including possible choices (e.g. different equipment packs), limits on normal usage, and
recommendations on stowage and maintenance.

The tests in this document have been designed to simulate reality as closely as possible. Conformity to a
test does not guarantee similar performance in service. For example, conformity to the re-righting tests
does not guarantee that a liferaft can be righted at sea by an exhausted person in all circumstances.
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INTERNATIONAL STANDARD ISO 9650-1:2022

Small craft — Inflatable liferafts —

Part 1:
Type 1 and type 2

1 Scope

This document specifies the minimum requirements for design, performance and marking, and gives
the test methods for inflatable liferafts of type 1 and type 2:

— having a carrying capacity of 4 persons to 16 persons;
— intended for small craft of a hull length of up to 24 m;
— intended for launching overboard from a height not exceeding 6 m.

NOTE Type 1 and type 2 liferafts are defined in 4.2.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 12402 (all parts), Personal flotation devices

[SO 15738:2019, Ships and marine technology — Maritime safety — Gas inflation systems for inflatable
life-saving appliances

[SO 17339, Ships and marine technology — Life saving and fire protection — Sea anchors for survival craft
and rescue boats

International Maritime Organization (IMO) SOLAS 83, Chapter III, Resolution A.658(16), Annex 2
IMO. SOLAS International Life-Saving Appliance (LSA) Code

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1

operating pressure

pressure determined by the designed reseat pressure of the relief valves, except that, if the actual reseat
pressure of the relief valves, determined by testing, exceeds the designed reseat pressure by more than
15 %, the higher figure is used
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3.2

full load

load of the number of persons corresponding to the carrying capacity (3.7) of the liferaft, each weighing
82,5 kg, seated at their normal place, or, unless otherwise specified, load of the number of uniformly
distributed equivalent masses weighing 82,5 kg (e.g. bags of sand) and all required equipment

Note 1 to entry: See 5.2.3.2 and 5.2.3.3 for the carrying capacity.

3.3

buoyancy chamber

buoyancy compartment

inflatable compartment (3.5) contributing to the buoyancy of the liferaft

34
small craft
recreational boat, and other watercraft using similar equipment, of up to 24 m length of hull (Ly)

[SOURCE: ISO 8666:2020, 3.15, modified — “small craft” has replaced “craft” as the preferred term.]

3.5
inflatable compartment
compartment that inflates to provide insulation, buoyancy or structure

3.6
calm water
water conditions at or below meteorological condition Beaufort force 3

3.7

carrying capacity
number of persons that a liferaft is permitted to accommodate

4 General provisions
4.1 General

4.1.1 Aninflatable liferaft is comprised of:
— astructure;

— aninflation system;

— fittings;

— equipment;

— instructions;

— aprotective outer container.

4.1.2 The structure of a liferaft is comprised of:
— atleast two independent buoyancy chambers;
— afloor;

— acanopy and a canopy support;

— stabilization means.

4.1.3 The inflation system is comprised of:
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