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National foreword

This British Standard reproduces verbatim ISO/IEC 10030:1995 and implements 
it as the UK national standard. It supersedes BS ISO/IEC 10030:1991 which is 
withdrawn.
This British Standard is published under the direction of the Information 
Systems Technology Assembly whose Technical Committee IST/6 has the 
responsibility to:

— aid enquirers to understand the text;
— present to the responsible international committee any enquiries on 
interpretation, or proposals for change, and keep UK interests informed;
— monitor related international and European developments and promulgate 
them in the UK.

NOTE International and European Standards, as well as overseas standards, are available from 
Customer Services, BSI, 389 Chiswick High Road, London W4 4AL.

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the ISO/IEC title page, pages ii to iv, pages 1 to 31 and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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Foreword

ISO (the International Organization for Standardization) and IEC 
(the International Electrotechnical Commission) form the specialized system for 
worldwide standardization. National bodies that are members of ISO or IEC 
participate in the development of International Standards through technical 
committees established by the respective organization to deal with particular 
fields of technical activity. ISO and IEC technical committees collaborate in 
fields of mutual interest. Other international organizations, governmental and 
non-governmental, in liaison with ISO and IEC, also take part in the work.
In the field of information technology, ISO and IEC have established a joint 
technical committee, ISO/IEC JTC 1. Draft International Standards adopted by 
the joint technical committee are circulated to national bodies for voting. 
Publication as an International Standard requires approval by at least 75 % of 
the national bodies casting a vote.
International Standard ISO/IEC 10030 was prepared by Joint Technical 
Committee ISO/IEC JTC 1, Information technology, Subcommittee SC 6, 
Telecommunications and information exchange between systems.
This second edition cancels and replaces the first edition (ISO 10030:1990), 
which has been technically revised. It is a consolidation of Amendments 2 and 3 
as well as Technical Corrigenda 1 and 2.
Annex A and Annex B form an integral part of this International Standard. 
Annex C is for information only.
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Introduction
This International Standard is one of a number of 
standards concerned with Network Layer Routeing 
Protocols. An overall framework for routeing is 
described in ISO/IEC TR 9575. This International 
Standard specifically relates to that part of the 
framework which deals with Single Subnetwork 
Routeing.
This International Standard is related to
ISO/IEC 8878 which specifies the use of X.25 to 
provide the ISO connection-mode Network Service. 
This Protocol provides solutions for the following 
practical problems:

a) How do End Systems discover the reachability 
of Intermediate Systems that can route NPDUs 
to destinations on subnetworks other than the 
one(s) to which the End System is directly 
connected?
b) How do End Systems discover the reachability 
of other End Systems on the same subnetwork 
(when direct examination of the destination 
NSAP address does not provide information 
about the destination subnetwork address)?
c) How does a Subnetwork Address Resolution 
Entity discover the reachability of End Systems 
on the subnetwork to which it is directly 
connected?
d) How does an end System, which has not been 
pre-configured with its own Network Address, 
request the temporary assignment of a Network 
Entity Title (NET) and thus, derive the necessary 
Network Address(es), from a SNARE located on a 
common subnetwork?
e) How do Intermediate systems discover the 
reachability of End Systems on the same 
subnetwork (when direct examination of the 
NSAP destination address does not provide 
information about the destination subnetwork 
address)?

The Protocol assumes that:
a) Routeing to a specified subnetwork point of 
attachment (SNPA) address on the same 
subnetwork is carried out satisfactorily by the 
subnetwork itself.
b) The subnetwork is not, however, capable of 
routeing on a global basis using the NSAP 
address alone to achieve communication with a 
requested destination.
c) End Systems and Intermediate Systems using 
this protocol require to know at least one SNPA 
address that can be used to access a SNARE.

The protocol is designed to:
a) minimize the amount of a priori state 
information needed by End Systems before they 
can begin to communicate with other End 
Systems;
b) minimize the amount of memory needed to 
store routeing information in End Systems; and
c) minimize the computational complexity of End 
Systems routeing algorithms.

This Protocol performs similar functions to the ones 
specified in ISO 9542. However, the characteristics 
of environments operating ISO/IEC 8208
(X.25/PLP) and the actual functionality of
ISO/IEC 8208 (X.25/PLP) in itself invalidate the 
operation of ISO 9542 as follows:

a) In general non-broadcast environments, the 
Configuration subset of ISO 9542 is inadequate.
b) In broadcast environments operating
ISO/IEC 8208 (X.25/PLP), the Redirection subset 
of ISO 9542 is invalidated.

Therefore, this Protocol is developed to perform all 
the aforementioned functions in harmony with the 
operation of ISO/IEC 8208 (X.25/PLP).

1 Scope
This International Standard defines a protocol for 
the exchange of routeing information between an 
End System and a Subnetwork Address Resolution 
Entity, and between an Intermediate System and a 
Subnetwork Address Resolution Entity.
This International Standard is applicable to:

a) End Systems which operate according to the 
main body of ISO/IEC 8878 to provide and 
support the OSI Connection-mode Network 
Service using ISO/IEC 8208.
b) Subnetwork Address Resolution Entities 
which operate ISO/IEC 8208.
NOTE The Subnetwork Address Resolution Entity defined 
in this International Standard may be associated with relay 
functions as defined in ISO/IEC 10028 and ISO/IEC 10177.

c) Intermediate systems which operate
ISO/IEC 8208.

End Systems which provide and support the OSI 
CONS using the fast select 1980 procedures or the 
alternative 1980 procedures in Annex A of
ISO/IEC 8878 are outside the scope of this 
International Standard.
This International Standard does not specify any 
protocol elements nor algorithms for facilitating 
routeing and relaying among SNAREs. Such 
functions are intentionally outside the scope of this 
International Standard.
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To evaluate conformance of a particular 
implementation, it is necessary to have a statement 
of which capabilities and options have been 
implemented. Such a statement is called Protocol 
Implementation Conformance Statement (PICS), as 
defined in ISO/IEC 9646-1. This International 
Standard provides the PICS proforma in compliance 
with the relevant requirements, and in accordance 
with the relevant guidance, given in ISO 9646-7.

2 Normative references
The following standards contain provisions which, 
through reference in the text, constitute provisions 
of this International Standard. At the time of 
publication, the editions indicated were valid. All 
standards are subject to revision, and parties to 
agreements based on this International Standard 
are encouraged to investigate the possibility of 
applying the most recent editions of the standards 
indicated below. Members of IEC and ISO maintain 
registers of currently valid International Standards.
ISO/IEC 7498-1:1994, Information technology — 
Open Systems Interconnection — Basic Reference 
Model — Part 1: The Basic Model. 
ISO/IEC 8208:1990, Information technology — Data 
communications — X.25 Packet Layer Protocol for 
Data Terminal Equipment. 
ISO/IEC 8208:1990/Amd. 3:1991, Information 
technology — Data communications — X.25 Packet 
Layer Protocol for Data Terminal Equipment — 
Amendment 3: Conformance requirements. 
ISO/IEC 8348:1993, Information technology — 
Open Systems Interconnection — Network Service 
Definition. 
ISO 8648:1988, Information processing systems — 
Open Systems Interconnection — Internal 
organization of the Network Layer. 
ISO 8802-2:1989, Information processing systems — 
Local area networks — Part 2: Logical link control. 
ISO/IEC 8878:1992, Information technology — 
Telecommunications and information exchange 
between systems — Use of X.25 to provide the OSI 
Connection-mode Network Service. 
ISO/IEC 8880-1:1990, Information technology — 
Telecommunications and information exchange 
between systems — Protocol combinations to provide 
and support the OSI Network Service — 
Part 1: General principles. 

ISO/IEC 8880-2:1992, Information technology — 
Telecommunications and information exchange 
between systems — Protocol combinations to provide 
and support the OSI Network Service — 
Part 2: Provision and support of the
connection-mode Network Service. 
ISO/IEC 8881:1989, Information processing 
systems — Data communications — Use of the X.25 
packet level protocol in local area networks. 
ISO/IEC 8886:1992, Information technology — 
Telecommunications and information exchange 
between systems — Data link service definition for 
Open Systems Interconnection. 
ISO 9542:1988, Information processing systems — 
Telecommunications and information exchange 
between systems — End system to Intermediate 
system routeing exchange protocol for use in 
conjunction with the Protocol for providing the 
connectionless-mode network service (ISO 8473). 
ISO/IEC TR 9575:1990, Information technology — 
Telecommunications and information exchange 
between systems — OSI Routeing Framework. 
ISO/IEC TR 9577:1993, Information technology — 
Telecommunications and information exchange 
between systems — Protocol identification in the 
network layer. 
ISO/IEC 9646-1:1994, Information technology — 
Open Systems Interconnection — Conformance 
testing methodology and framework — 
Part 1: General concepts. 
ISO/IEC 9646-7:—, Information technology — Open 
Systems Interconnection — Conformance testing 
methodology and framework — 
Part 7: Implementation conformance statements1). 
ISO/IEC 10028:1993, Information technology — 
Telecommunications and information exchange 
between systems — Definition of the relaying 
functions of a Network layer intermediate system. 
ISO/IEC 10039:1991, Information technology — 
Open Systems Interconnection — Local area 
networks — Medium Access Control (MAC) service 
definition. 
ISO/IEC 10177:1993, Information technology — 
Telecommunications and information exchange 
between systems — Provision of the connection-mode 
Network internal layer service by intermediate 
systems using ISO/IEC 8208, the X.25 Packet Layer 
Protocol. 
ISO/IEC TR 10178:1992, Information technology — 
Telecommunications and information exchange 
between systems — The structure and coding of 
Logical Link Control addresses in Local Area 
Networks. 

1) To be published.
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3 Definitions
3.1 Reference Model Definitions

This International Standard makes use of the 
following terms defined in ISO/IEC 7498-1:

a) Network Layer
b) Network Service Access Point
c) Network Service Access Point address
d) Network Entity
e) Routeing
f) Network Protocol
g) Network Relay
h) Network Protocol Data Unit

3.2 Network Layer Architecture Definitions

This International Standard makes use of the 
following terms defined in ISO 8648:

a) Subnetwork
b) End System
c) Intermediate System
d) Subnetwork Service
e) Subnetwork Access Protocol

3.3 Network Layer Addressing Definitions

This International Standard makes use of the 
following terms defined in ISO/IEC 8348:

a) Network Entity Titles
b) Subnetwork address
c) Subnetwork Point of Attachment

3.4 Local Area Network Definitions

This International Standard makes use of the 
following terms defined in ISO 8802-2:

a) Multicast address
b) Broadcast address

3.5 Additional Definitions

For the purposes of the International Standard, the 
following definitions apply:

3.5.1 
configuration information

information about the collection of End Systems and 
Intermediate Systems attached to a subnetwork 
defined in terms of the system types, Network 
Addresses present, Network Entity Titles present, 
and the correspondence between systems, SNPA 
addresses, and potential routes

3.5.2 
redirection information

information supplied when a Call Request fails to 
achieve establishment of a Network Connection, 
indicating an SNPA which could be used to establish 
such a connection

3.5.3 
subnetwork address resolution entity

supplier of information concerning routeing within 
a single subnetwork

3.6 PICS Definitions

This International Standard makes use of the 
following terms defined in ISO/IEC 9646-7

a) Protocol Implementation Conformance 
Statement (PICS)
b) PICS proforma

4 Abbreviations
4.1 Systems

4.2 Protocol Data Units

NOTE The name of the PDU should not be construed as 
implying a definition of the PDU’s function. For example an ECQ 
PDU can be transmitted by an IS.

DTE Data Terminal Equipment
ES End System
IS Intermediate System
SNARE Subnetwork Address Resolution Entity

ECQ PDU End/Intermediate System 
Configuration Query Protocol Data Unit

ENC PDU End/Intermediate System Notification 
Complete Protocol Data Unit

ERA PDU End System Request Address Protocol 
Data Unit

ESC PDU End/Intermediate System Connect 
Protocol Data Unit

ESH PDU End/Intermediate System Hello 
Protocol Data Unit

RD PDU Redirect Protocol Data Unit
SAA PDU SNARE Assign Address Protocol Data 

Unit
SCC PDU SNARE Configuration Complete 

Protocol Data Unit
SCR PDU SNARE Configuration Response 

Protocol Data Unit
SHL PDU SNARE Hello Protocol Data Unit
SNC PDU SNARE Notification complete Protocol 

Data Unit
SRH PDU SNARE Request Hello Protocol Data 

Unit
SRN PDU SNARE Received Notification Protocol 

Data Unit
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4.3 Miscellaneous

5 Overview of the Protocol
The protocol specified in this International 
Standard comprises two subsets:

a) The Configuration Information subset
b) The Redirection Information subset

The functions of the Configuration Information 
subset are:

a) To enable ESs to notify a SNARE of the 
existence and reachability of their Network 
Addresses (NAs).
b) To enable ESs to discover, for certain remote 
NAs, the SNPA addresses of systems on the 
subnetwork via which communications may 
potentially be routed.
c) To enable ESs to obtain their own Network 
Addresses without manual intervention
d) To enable ISs to obtain, for NAs identifying 
NSAPs located within End Systems directly 
attached to the same subnetwork, the SNPA 
address of these systems.

The function of the Redirection Information subset 
is to enable ESs which are attempting to establish a 
connection to be directed to a specific appropriate 
SNPA address via which the connection should be 
routed and to permit ISs which are attempting to 
establish a connection to an ES on the subnetwork 
to be directed to the appropriate SNPA address via 
which the connection can be established.
The two subsets are complementary in that the 
information obtained from the Redirection 
Information subset implicitly carries associated 
Configuration Information, and in that the 
information obtained from the Configuration 
Information subset may be used to derive a suitable 
SNPA address and so avoid the need for use of the 
Redirection Information subset. The choice of which 
subset to use to obtain Routeing Information for any 
individual instance of communication is a local ES 
or IS decision, which may be different for different 
instances of communication and may be varied 
freely during ES or IS operation without impacting 
the ability to interwork.

5.1 The SNARE Function

A SNARE is an entity which collects configuration 
information from ESs, and which distributes 
configuration and redirection information to them.
The SNARE also distributes configuration and 
redirection information to the ISs.
NOTE A SNARE may also interact with Intermediate Systems 
for the purpose of collecting configuration information but the 
details of such interactions are outside the scope of this 
International Standard.
The function of a SNARE may be carried out by one or more ESs 
or ISs attached to the subnetwork. Where the subnetwork is one 
which itself acts on the X.25 protocol, it is also possible that some 
or all of the SNARE operations may be performed by functions 
integrated with the subnetwork itself.
In order for an ES (or IS) to use this protocol, it requires 
knowledge of at least one SNPA address which can be used to 
access a SNARE. In general, this address is pre-configured in the 
ESs (or ISs). Annex A describes techniques which may be used in 
certain circumstances to avoid the need for such
pre-configuration.

5.2 Overview of Configuration Information

The protocol exchanges which constitute the 
Configuration Information subset begin with the ES 
establishing an X.25 connection to a SNARE by 
issuing an X.25 Call Request. The first octet of the 
call user data contains a protocol identifier 
indicating the protocol defined in this International 
Standard. When the SNARE accepts the call, the ES 
may then transmit to the SNARE details of its 
Network Addresses. Once the information 
concerning all of its Network Addresses is 
transmitted the ES explicitly notifies the SNARE 
that the notification is complete so that the SNARE 
can ensure that all the information received is 
secure to the extent required for its use. Optionally, 
following acceptance of the call by the SNARE, a 
non-configured End System may request a NET for 
itself. Once it obtains this information it may derive 
additional Network addresses for subsequent 
interactions with other End Systems. However, it is 
not necessary or even permitted for an End System 
to use a NET obtained in this manner indefinitely. 
The ES may also request information about remote 
Network Addresses. For each requested Network 
Address the SNARE supplies details of the SNPA or 
SNPAs on the subnetwork via which the Network 
Address can be reached, and the associated 
potential Quality of Service. Having received 
information about one Network Address, the ES can 
request information about another. When it has all 
the information it requires, the ES clears the call.

BCD Binary Coded Decimal
LLC Logical Link Control
MAC Medium Access Control
NA Network Address
NPDU Network Protocol Data Unit
QOS Quality of Service
SNPA Subnetwork Point of Attachment
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