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Foreword 

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical 
Commission) form the specialized system for worldwide standardization. National bodies that are members of 
ISO or IEC participate in the development of International Standards through technical committees 
established by the respective organization to deal with particular fields of technical activity. ISO and IEC 
technical committees collaborate in fields of mutual interest. Other international organizations, governmental 
and non-governmental, in liaison with ISO and IEC, also take part in the work. In the field of information 
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of the joint technical committee is to prepare International Standards. Draft International 
Standards adopted by the joint technical committee are circulated to national bodies for voting. Publication as 
an International Standard requires approval by at least 75 % of the national bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO and IEC shall not be held responsible for identifying any or all such patent rights. 

ISO/IEC 13249-3 was prepared by Joint Technical Committee ISO/IEC JTC 1, Information technology, 
Subcommittee SC 32, Data management and interchange. 

This third edition cancels and replaces the second edition (ISO/IEC 13249-3:2003), which has been 
technically revised. 

ISO/IEC 13249 consists of the following parts, under the general title Information technology — Database 
languages — SQL multimedia and application packages: 

⎯ Part 1: Framework 

⎯ Part 2: Full-Text 

⎯ Part 3: Spatial 

⎯ Part 5: Still image 

⎯ Part 6: Data mining 

⎯ Part 7: History 
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Introduction 
The purpose of ISO/IEC 13249 is to define multimedia and application specific types and their 
associated routines using the user-defined features in ISO/IEC 9075. 

This document is based on the content of ISO/IEC International Standard Database Language (SQL). 

The organization of this part of ISO/IEC 13249 is as follows.

Clause 1, "Scope", specifies the scope of this part of ISO/IEC 13249. 

Clause 2, "Normative references", identifies additional standards that, through reference in this part of 
ISO/IEC 13249, constitute provisions of this part of ISO/IEC 13249. 

Clause 3, "Terms, definitions, notations and conventions", defines the notations and conventions 
used in this part of ISO/IEC 13249. 

Clause 4, "Concepts", presents concepts used in the definition of this part of ISO/IEC 13249. 

Clause 5, "Geometry Types", defines the geometry supertype. 

Clause 6, "Point Types", defines primitive 0-dimensional geometry types. 

Clause 7, "Curve Types", defines primitive 1-dimensional geometry types. 

Clause 8, "Surface Types", defines primitive 2-dimensional geometry types. 

Clause 9, "Geometry Collection Types", defines the geometry collection types. 

Clause 10, "Topology-Geometry", defines node, edge, and face topology-geometry primitives. 

Clause 11, "Topology-Network", defines node and link topology-network primitives. 

Clause 12, "General Routines", defines the routines to determine shortest path in directed or undirected 
graphs. 

Clause 13, "Spatial Reference System Type", defines the user-defined type to manage spatial reference 
systems. 

Clause 14, "Angle and Direction Types", defines the angles and direction types. 

Clause 15, "Support Routines", defines supporting functions and procedures used by this part of 
ISO/IEC 13249. 

Clause 16, "SQL/MM Spatial Information Schema" defines the SQL/MM Spatial Information Schema. 

Clause 17, "SQL/MM Spatial Definition Schema" defines the SQL/MM Spatial Definition Schema. 

Clause 18, "Status Codes", defines the SQLSTATE codes used in this part of ISO/IEC 13249. 

Clause 19, "Conformance", defines the criteria for conformance to this part of ISO/IEC 13249. 

Annex A, "Implementation-defined elements", is an informative annex. It lists those features for which the 
body of this part of ISO/IEC 13249 states that the syntax or meaning or effect on the database is partly or 
wholly implementation-defined, and describes the defining information that an implementer shall provide 
in each case. 

Annex B, "Implementation-dependent elements", is an informative annex. It lists those features for which 
the body of this part of ISO/IEC 13249 states explicitly that the meaning or effect on the database is 
implementation-dependent. 

Annex C, “Deprecated features", is an informative annex. It lists features that the responsible Technical 
Committee intend will not appear in a future revised version of this part of ISO/IEC 13249. 

Annex D, “Incompatibilities with ISO/IEC 13249-3:2003”, is an informative annex. It lists incompatibilities 
with the previous version of ISO/IEC 13249-3. 

Annex E, "Geometry Type Hierarchy", is an informative annex. It visually describes the inheritance 
relationship between user-defined types in this part of ISO/IEC 13249. 

Bibliography is a list of selective reading relating to this part of ISO/IEC 13249. 
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 xiii 

In the text of this part of ISO/IEC 13249, in Clause 5, "Geometry Types", through Clause 17, "SQL/MM 
Spatial Definition Schema", subclauses begin on a new page.  Any resulting blank space is not 
significant. 
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This part of ISO/IEC 13249

 

a) introduces the Spatial part of ISO/IEC 13249, 

 

b) gives the references necessary for this part of ISO/IEC 13249, 

 

c) defines notations and conventions specific to this part of ISO/IEC 13249, 

 

d) defines concepts specific to this part of ISO/IEC 13249, 

 

e) defines spatial user-defined types and their associated routines. 

The spatial user-defined types defined in this part of ISO/IEC 13249 adhere to the following. 

 

— A spatial user-defined type is generic to spatial data handling. It addresses the need to store, manage 
and retrieve information based on aspects of spatial data such as geometry, location and topology. 

 

— A spatial user-defined type does not redefine the database language SQL directly or in combination 
with another spatial data type. 

Implementations of this part of ISO/IEC 13249 may exist in environments that also support geographic 
information, decision support, data mining and data warehousing systems. 

Application areas addressed by implementations of this part of ISO/IEC 13249 include, but are not 
restricted to, automated mapping, desktop mapping, facilities management, geoengineering, graphics, 
location based services, multimedia and resource management applications. 
 

Information technology — Database languages —
SQL multimedia and application packages — 

Part 3: 
Spatial 

1 Scope 
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2 Normative references 
The following referenced documents are indispensable for the application of this document.  For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

2.1 ISO/IEC JTC 1 standards 
ISO/IEC 13249-1, Information technology — Database languages — SQL multimedia and application 
packages — Part 1: Framework

2.2 ISO standards 
ISO 19107, Geographic information — Spatial schema 

ISO 19111, Geographic information — Spatial referencing by coordinates

ISO 19136, Geographic information — Geography Markup Language

2.3 IEC standards 
IEC 60559:1989, Binary floating-point arithmetic for microprocessor systems
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3 Terms, definitions, notations and conventions 

3.1 Terms and definitions 

3.1.1 Terms defined in ISO/IEC 13249-1 

For the purposes of this document, the terms and definitions given in ISO/IEC 13249-1 apply. 

3.1.2 Terms defined in this part of ISO/IEC 13249 

For the purposes of this document, the following terms and definitions apply. 

3.1.2.1 
0-dimensional geometry 
geometry with a geometric dimension of 0 (zero) 

3.1.2.2 
1-dimensional geometry 
geometry with a geometric dimension of 1 (one) 

3.1.2.3 
2-dimensional geometry 
geometry with a geometric dimension of 2 

3.1.2.4 
angle 
inclination to each other of two intersecting lines (which may be measured by the arc of a circle 
intercepted between the two lines forming the angle, the center of the circle being the point of 
intersection)
 
NOTE       The value of an angle can be expressed in degrees, in degrees, minutes, and seconds, in radians, or in
gradians.

3.1.2.5 
azimuth 
representation of a geographic heading that is given by a rotation measured clockwise either from True 
North (North azimuth) or True South (South azimuth), having a value greater than or equal to 0 (zero) and 
less than 360 degrees (or 2pi radians, or 400 gradians) 

3.1.2.6 
bearing 
representation of a geographic heading that is given by a rotation measured from True North or True 
South towards East or West and is specified with three parts: the prefix is either 'N' or 'S' for North 
or South; an angle in the range of 0 (zero) to 90 degrees, 0 to pi/2 radians, or 0 to 100 gradians; and a 
suffix of 'E' or 'W' for East or West 
 
EXAMPLE       A direction of Northeast is defined as the bearing N 45 E, where 45 is in degrees. A bearing of S 30 E 
is 30 degrees measured counterclockwise from due South and is equivalent to a North azimuth of 150 degrees.

3.1.2.7 
boundary of a curve 
empty set if the curve is closed, otherwise the set containing the start and end points of the curve 

3.1.2.8 
boundary of a point 
empty set 

3.1.2.9 
boundary of a surface 
set of curves that delineate the edge of the surface, including interior and exterior rings 

3.1.2.10 
closed curve 
curve such that its start point is equal to its end point 
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3.1.2.11 
closure 
topological function to cause an open point-set to include its boundary making the point-set 
topologically closed 

3.1.2.12 
degree 
unit of measurement for angles such that there are 360 degrees in a circle 

3.1.2.13 
degrees, minutes, and seconds representation (of an angle) 
way of documenting the value of an angle comprised of a whole number of degrees, a whole number of 
minutes (between 0 and 59), and a decimal number of seconds (greater than or equal to zero and less 
than 60), e.g., 180 00 00.0 for an angle of pi radians. For angles less than zero, only the degrees part is 
negative, however the positive minutes and seconds values are interpreted as increasing the negative-
ness of the angle. An angle of –180 30 00.0 is less than –pi radians 

3.1.2.14 
dimension 
geometric dimension 

3.1.2.15 
directed link 
directed topological object that represents an association between a link and one of its orientations 

3.1.2.16 
direction 
position of one place relative to another without reference to the distance between them and usually 
indicated as an angular distance, measured in degrees of arc, usually from the direction of True North or 
South 

3.1.2.17 
distance between two geometries 
minimum of the distances between all pairs of points composed of one point from each of the two 
geometries 

EXAMPLE     Let g1 and g2 be two geometries: 
        dist(g1, g2) = Min ( { distance between p and q | p ∈ g1 ∧ q ∈ g2 } ). 

3.1.2.18 
distance between two points 
minimum of the lengths of all curves connecting two points 

3.1.2.19 
geometry 
shape and geographic location of a feature 

3.1.2.20 
GML 
Geography Markup Language as defined in ISO 19136 

3.1.2.21 
GML representation 
XML element that is valid against an XML element definition in the Geometry Schemas as defined in 
ISO 19136 

3.1.2.22 
gradian 
unit of measurement for angles such that there are 400 gradians in a circle 

3.1.2.23 
heading 
geographic direction that is measured as a rotation from some reference direction 
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3.1.2.24 
heal 
topological operation which amalgamates two edges (or links) into one by deleting their common node or 
which amalgamates two faces into one by deleting their common edge 
NOTE     Heal is the reverse operation of split.  When healing two successive edges (or links), the connecting node is 
deleted and a single edge (or link) replaces the original two.  When healing two adjacent faces, their common edge is 
deleted and a single face replaces the original two. 

3.1.2.25 
intersection (of two geometries) 
set of points that are common to both geometries 

3.1.2.26 
isolated edge 
edge which is not part of the boundary of any face and is not connected to any other edge 

3.1.2.27 
isolated link 
link which is not connected to any other link 

3.1.2.28 
linear ring 
linestring that is closed and simple 

3.1.2.29 
linestring 
curve with linear interpolation between control points 

3.1.2.30 
link 
one-dimensional topological primitive that represents a relationship between two nodes 

3.1.2.31 
logical network 
network which contains connectivity information but no geometric information 

3.1.2.32 
minute 
unit of measurement for angles such that there are 60 minutes in a degree 

3.1.2.33 
mod 2 union rule 
only elements that occur an odd number of times in a multiset are in the result set 
NOTE For example, by applying the mod 2 union rule to the multiset: A = { 10, 20, 20, 30, 30, 30, 40, 40, 40,  40}, 
the result is the set: R = { 10, 30 }.  In this example, R contains element 10 and 30 because these elements occur 
an odd number of times in A.  Elements 20 and 40 are not in R because they occur an even number of times in A. 

3.1.2.34 
network 
set of nodes and links 

3.1.2.35 
non-closed curve 
curve such that its start point is not equal to its end point 

3.1.2.36 
non-universal face 
any face other than the universal face 

3.1.2.37 
North azimuth 
azimuthal heading whose rotation is measured clockwise from True North 
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3.1.2.38 
pi 
real number mathematical constant that represents the circumference of a circle with unit diameter; it is
transcendental and cannot be represented exactly in any algebraic form, so the precision is 
implementation-defined 

3.1.2.39 
planar graph 
graph can be drawn in a plane without graph edges crossing 

3.1.2.40 
polygon 
surface that is defined using linear rings to define its boundary 

3.1.2.41 
point set 
representation of a geometry as a finite set or infinite set of points 

NOTE 3  Mathematical set intersection (∩), set union (∪) and set difference (—) operations work on point sets. 

3.1.2.42 
radian 
unit of measurement for angles such that there are 2pi radians in a circle 

3.1.2.43 
ring 
curve that is closed and simple 

3.1.2.44 
rotation 
angle with a specific sense, which may be either clockwise or counterclockwise 

3.1.2.45 
second 
unit of measurement for angles such that there are 60 seconds in a minute 

3.1.2.46 
South azimuth 
azimuthal heading whose rotation is measured clockwise from True South 

3.1.2.47 
spatial network 
network which contains both connectivity and geometric information 

3.1.2.48 
spatially equals 
test for equivalence between geometry values; if the point sets of two geometry values are equal, then 
the geometries are spatially equal 

3.1.2.49 
split 
topological operation which creates two edges (or links) from one by inserting a node or which creates 
two faces from one by inserting an edge. 
NOTE     Split is the reverse operation of heal. 

3.1.2.50 
topologically closed 
characteristic of a geometry type that every value includes its own boundary 

3.1.2.51 
topologically consistent 
topology which exhibits the following characteristics: 

 1) all topological complexes are fully decomposed into their topological primitives; 

 2) no two nodes exist at the same position in space;

 3) a node exists at the beginning and end of every edge;
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 4) no edge has a geometry which crosses the geometry of a node; 

 5) no edge has a geometry which crosses, overlaps, or is contained within the geometry of another 
edge;

 6) all edge geometries are simple;

 7) all edge geometries have a start point equal to the geometry of their start node;

 8) all edge geometries have a end point equal to the geometry of their end node;

 9) no face has a geometry which overlaps the geometry of another face; 

 10) no face has a geometry within the geometry of another face; 

 11) a universal face exists; 

 12) a valid ST_Surface geometry can be constructed for all faces except the universal face; 

 13) all geometries for the topology have the same spatial reference system 

3.1.2.52 
topology-geometry 
model assuming full planar topology, comprised of nodes, edges and faces  

3.1.2.53 
topology-network 
model for linear applications including node and link topological primitives 

3.1.2.54 
True North 
geographic reference direction towards the Earth's geographic North pole 

3.1.2.55 
True South 
geographic reference direction towards the Earth's geographic South pole 

3.1.2.56 
unit of measure 
defined quantity in which dimensioned parameters are expressed 

3.1.2.57 
universal face 
face containing everything else in a topology-geometry that is exterior to all other faces in that topology-
geometry 

3.1.2.58 
XML element 
element as defined by ISO 19136 
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3.1.3 Terms defined in ISO 19107 

For the purposes of this document, the following terms defined in ISO 19107 apply. 

 a) boundary 

 b) buffer 

 c) computational topology 

 d) connected 

 e) connected node 

 f) convex hull of a geometric object 

 g) coordinate 

 h) coordinate dimension 

 i) coordinate reference system 

 j) coordinate system 

 k) curve 

 l) directed edge 

 m) directed face 

 n) directed topological object 

 o) edge 

 p) end node 

 q) end point 

 r) exterior 

 s) face 

 t) geometric complex 

 u) geometric dimension 

 v) geometric object 

 w) geometric primitive 

 x) homomorphism 

 y) interior 

 z) isolated node 

 aa) isomorphism 

 ab) node 

 ac) point 

 ad) start node 

 ae) start point 

 af) surface 

 ag) topological complex 

 ah) topological object 

 ai) topological primitive 
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3.1.4 Terms defined in ISO 19111 

For the purposes of this document, the following terms defined in ISO 19111 apply. 

 a) datum 

 b) ellipsoid 

 c) flattening 

 d) geodetic coordinate system, ellipsoidal coordinate system 

 e) meridian 

 f) prime meridian, zero meridian 

 g) projected coordinate system 

 h) semi-major axis 

 i) semi-minor axis 
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3.2 Notations 

3.2.1 Notations provided in ISO/IEC 13249-1 

For the purposes of this document, the notations given in ISO/IEC 13249-1 apply. 

3.2.2 Notations provided in this part of ISO/IEC 13249 

This part of ISO/IEC 13249 uses the prefix 'ST_' for user-defined type, attribute, SQL-invoked routine 
table and view names. 

This part of ISO/IEC 13249 uses the prefix 'ST_Private' for names of certain attributes.  The use of 
'ST_Private' indicates that the attribute is not for public use. 

This part of ISO/IEC 13249 uses the symbols in Table 1 — Symbols. 

Table 1 — Symbols 

Symbols Meaning 

∅ empty set 

∩ Intersection 

∪ union 

— difference 

∈ is a member of 

∉ is not a member of 

⊂ is a proper subset of 

⊆ is a subset of 

⇔ if and only if 

⇒ implies 

∀ for all 

{ x | ... } set of all x such that ... 

∧ and 

∨ or 

¬ not 

3.3 Conventions 
For the purposes of this document, the conventions given in ISO/IEC 13249-1 apply. 
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4 Concepts 

4.1 Concepts provided in ISO/IEC 13249-1 
For the purposes of this document, the following concepts defined in ISO/IEC 13249-1 apply. 

4.2 Geometry Types 
The following geometry types are defined: ST_Geometry, ST_Point, ST_Curve, ST_LineString, 
ST_CircularString, ST_CompoundCurve, ST_Surface, ST_CurvePolygon, ST_Polygon, 
ST_GeomCollection, ST_MultiPoint, ST_MultiCurve, ST_MultiLineString, ST_MultiSurface, and 
ST_MultiPolygon.  ST_Geometry and its subtype family constitute the geometry type hierarchy, which is 
visually described in Annex E, "Geometry Type Hierarchy". 

ST_Geometry, ST_Curve, and ST_Surface are not instantiable types.  No constructor functions are 
defined for these types. 

ST_Point, ST_LineString, ST_CircularString, ST_CompoundCurve, ST_CurvePolygon, ST_Polygon, 
ST_GeomCollection, ST_MultiPoint, ST_MultiCurve, ST_MultiLineString, ST_MultiSurface, and 
ST_MultiPolygon are instantiable and have constructor functions. 

Any geometry type can be used as the type for a column.  Declaring a column to be of a particular type 
implies that any value of the type or of any of its subtypes can be stored in the column. 

4.2.1 ST_Geometry 

The ST_Geometry type is the maximal supertype of the geometry type hierarchy.  The ST_Geometry type 
is not instantiable.  The instantiable subtypes of the ST_Geometry type are 0-dimensional geometry, 1-
dimensional geometry, and 2-dimensional geometry types that exist in two-dimensional coordinate space 
(R2), three-dimensional coordinate space (R3) or four-dimensional coordinate space (R4).  ST_Geometry 
values in R2 have points with x and y coordinate values.  ST_Geometry values in R3 have points 
exclusively with x y and z coordinate values or exclusively with x, y and m coordinate values.  
ST_Geometry values in R4 have points with x, y, z and m coordinate values. 

The z coordinate is a coordinate of a point typically, but not necessarily, considered to represent altitude.  
The m coordinate is a coordinate of a point representing arbitrary measurement.  ST_Geometry values 
that have the m coordinate value are key to supporting linear networking applications such as street 
routing, transportation, pipeline, telecommunications network, and utility management. 

All instantiable types are defined so that all values are topologically closed (all ST_Geometry values 
include their boundary). 

All locations in a geometry value are in the same spatial reference system. 

In all routines, the geometric calculations are done in the spatial reference system of the first 
ST_Geometry value in the parameter list.  If a routine returns an ST_Geometry value, then that value is in 
the spatial reference system of the first ST_Geometry value in the parameter list.  Similarly, if the routine 
returns a measurement value such as length or area, then those values are returned in the spatial 
reference system of the first ST_Geometry value in the parameter list. 

An implementation may define additional subtypes in the hierarchy that are outside the scope of this part 
of ISO/IEC 13249.  An implementation shall preserve the subtype relationships between geometry types.  
Given two types A and B where B is an immediate subtype of A, an implementation may introduce 
another type T between types A and B, as an immediate supertype of A, or as an immediate subtype of 
B. 

4.2.1.1 Methods on ST_Geometry 

 1) ST_Dimension: returns the dimension of an ST_Geometry value.  The dimension of an ST_Geometry 
value is less than or equal to the coordinate dimension. 

 2) ST_CoordDim: returns the coordinate dimension of an ST_Geometry value.  The coordinate 
dimension shall be the same as the coordinate dimension of the spatial reference system for the 
ST_Geometry value. 

 3) ST_GeometryType: returns the type of the ST_Geometry value as a CHARACTER VARYING value. 
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 4) ST_SRID: observes and mutates the spatial reference system identifier of an ST_Geometry value. 

 5) ST_Transform: returns the ST_Geometry value in the specified spatial reference system. 

 6) ST_IsEmpty: tests if an ST_Geometry value corresponds to the empty set. 

 7) ST_IsSimple: tests if an ST_Geometry value has no anomalous geometric points, such as self 
intersection or self tangency.  Subtypes of ST_Geometry will define the specific conditions that cause 
a value to be classified as simple. 

 8) ST_IsValid: tests if an ST_Geometry value is well formed. 

 9) ST_Is3D: tests whether an ST_Geometry value has z coordinates. 

 10) ST_IsMeasured:  tests whether an ST_Geometry value has m coordinate values. 

 11) ST_LocateAlong: returns a derived geometry value that match the specified m coordinate value.  See 
Subclause 4.2.1.7, "Measures on ST_Geometry" for more details. 

 12) ST_LocateBetween: returns a derived geometry value that matches the specified range of m 
coordinate values inclusively.  See Subclause 4.2.1.7, "Measures on ST_Geometry" for more details. 

 13) ST_Boundary: returns the boundary of an ST_Geometry value. 

 14) ST_Envelope: returns the bounding rectangle of an ST_Geometry value. 

 15) ST_ConvexHull: returns the convex hull of an ST_Geometry value. 

 16) ST_Buffer: returns the ST_Geometry value that represents all points whose distance from any point 
of an ST_Geometry value is less than or equal to a specified distance. 

 17) ST_Intersection: returns the ST_Geometry value that represents the point set intersection of two 
ST_Geometry values. 

  Given two geometries a and b, ST_Intersection is defined as: 

  a.ST_Intersection(b) ⇔ Closure(a ∩ b) 

 18) ST_Union: returns the ST_Geometry value that represents the point set union of two ST_Geometry 
values. 

  Given two geometries a and b, ST_Union is defined as: 

  a.ST_Union(b) ⇔ Closure(a ∪ b) 

 19) ST_Difference: returns the ST_Geometry value that represents the point set difference of two 
ST_Geometry values. 

  Given two geometries a and b, ST_Difference is defined as: 

  a.ST_Difference(b) ⇔ Closure(a — b) 

 20) ST_SymDifference: returns the ST_Geometry value that represents the point set symmetric 
difference of two ST_Geometry values. 

  Given two geometries a and b, ST_SymDifference is defined as: 

  a.ST_SymDifference(b) ⇔ Closure(a — b) ∪ Closure(b — a) ⇔ 
a.ST_Difference(b).ST_Union(b.ST_Difference(a)) 

 21) ST_Distance: returns the distance between two geometries. 

 22) ST_WKTToSQL: returns the ST_Geometry value for the specified well-known text representation. 

 23) ST_AsText: returns the well-known text representation for the specified ST_Geometry value. 

 24) ST_WKBToSQL: returns the ST_Geometry value for the specified well-known binary representation. 

 25) ST_AsBinary: returns the well-known binary representation for the specified ST_Geometry value. 

 26) ST_GMLToSQL: returns the ST_Geometry value for the specified GML representation. 

 27) ST_AsGML: returns the GML representation for the specified ST_Geometry value. 
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4.2.1.2 Functions on ST_Geometry 

 1) ST_GeomFromText: returns an ST_Geometry value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the well-known text representation of an ST_Geometry. 

 2) ST_GeomFromWKB: returns an ST_Geometry value, which is transformed from a BINARY LARGE 
OBJECT value that represents the well-known binary representation of an ST_Geometry. 

 3) ST_GeomFromGML: returns an ST_Geometry value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the GML representation of an ST_Geometry. 

4.2.1.3 Ordering on ST_Geometry 

 1) ST_OrderingEquals: is the equals only ordering definition for the ST_Geometry type. 

4.2.1.4 SQL Transforms on ST_Geometry 

 1) ST_WellKnownText: is the SQL Transform group that transforms an ST_Geometry value to and from 
a well-known text representation in a CHARACTER LARGE OBJECT value. 

 2) ST_WellKnownBinary: is the SQL Transform group that transforms an ST_Geometry value to and 
from a well-known binary representation in a BINARY LARGE OBJECT value. 

 3) ST_GML: is the SQL Transform group that transforms an ST_Geometry value to and from a GML 
representation in a CHARACTER LARGE OBJECT value. 

4.2.1.5 Casts on ST_Geometry 

The ST_Geometry type supports data conversion of a value from a source value (SV) of data type (SDT) 
to a target data type (TDT).  SDT and TDT are instantiable subtypes of ST_Geometry.  The supported 
types are described in Table 4 — Supported Casts.  The SDT and TDT codes are data type codes (DT) 
defined in Table 2 — Data Type Codes.  The cast codes used in Table 4 — Supported Casts are defined 
in Table 3 — Cast Codes. 

Table 2 — Data Type Codes 

DT Data Type 

P ST_Point 

C ST_Curve 

LS  ST_LineString 

CS ST_CircularString 

CC ST_CompoundCurve 

S ST_Surface 

CP ST_CurvePolygon 

PY ST_Polygon 

GC ST_GeomCollection 

MP ST_MultiPoint 

MC ST_MultiCurve 

MLS ST_MultiLineString 

MS ST_MultiSurface 

MPY ST_MultiPolygon 
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Table 3 — Cast Codes 

Cast Code Description 

Y The cast from the source type to the target type is supported 

E  If the value is an empty set, then the cast from the source type 
to the target type is supported. 

1-DT If the value is an empty set or the value contains 1 element of 
type DT, then the cast from the source type to the target type 
is supported.  The DT codes are defined in Table 2 — Data 
Type Codes. 

n-DT If the value is an empty set or the value contains 1 or more 
elements of type DT, then the cast from the source type to the 
target type is supported. The DT codes are defined in Table 2 
— Data Type Codes. 

 
Table 4 — Supported Casts 

CAST(SV AS TDT) 
  TDT 

SDT 
 

P 
 

LS 
 

CS 
 

CC 
 

CP 
 

PY 
 

GC 
 

MP 
 

MC 
 

MLS 
 

MS 
 

MPY 
P Y E E E E E Y Y E E E E 

LS  E Y E Y E E Y E Y Y E E 
CS E Y Y Y E E Y E Y Y E E 
CC E Y 1-CS Y E E Y E Y Y E E 
CP E E E E Y Y Y E E E Y Y 
PY E E E E Y Y Y E E E Y Y 
GC 1-P 1-C 1-CS 1-C 1-CP 1-CP Y n-P n-C n-C n-S n-S 
MP 1-P E E E E E Y Y E E E E 
MC E 1-C 1-CS 1-C E E Y E Y Y E E 
MLS E 1-C E 1-C E E Y E Y Y E E 
MS E E E E 1-CP 1-CP Y E E E Y Y 

MPY E E E E 1-PY 1-PY Y E E E Y Y 

4.2.1.6 Use of Z and M coordinate values 

An ST_Point value may include a z coordinate value.  The z coordinate value traditionally represents the 
third dimension (i.e. 3D).  In a Geographic Information System (GIS) this may be height above or below 
sea level.  For example: A map might have a point identifying the position of a mountain peak by its 
location on the earth, with the x and y coordinate values, and the height of the mountain, with the z 
coordinate value. 

An ST_Point value may include an m coordinate value.  The m coordinate value allows the application 
environment to associate some measure with the point values.  For example: A stream network may be 
modeled as a multilinestring value with the m coordinate values measuring the distance from the mouth of 
the stream.  ST_LocateBetween may be used to find all the parts of the stream that are between 10 and 
12 kilometers from the mouth.  There are no constraints on the m coordinate values in an ST_Geometry 
(e.g. the m coordinate values do not have to be continually increasing along an ST_LineString value). 

Observer methods return ST_Point values that include z and m coordinate values  when they are present.  
Spatial operations will not consider z or m values in calculations (e.g. ST_Equals, ST_Length) or in the 
generation of new geometry values (eg. ST_Intersection). 

4.2.1.7 Measures on ST_Geometry 

The ST_LocateAlong and ST_LocateBetween methods derive geometry values from the given geometry 
that match a measure M or a specific range of measures from the start measure, SM, to the end 
measure, EM.  The ST_LocateAlong method is a variation of the ST_LocateBetween method where the 
SM and EM are equal to M. 

4.2.1.7.1 Empty Sets 

A null value is returned when ST_LocateAlong or ST_LocateBetween are invoked on an empty set. 
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4.2.1.7.2 Geometry values without m coordinate values. 

An empty set of type ST_Point is returned for geometry values without m coordinate values. 

4.2.1.7.3 0-dimensional geometry values 

Only points in the 0-dimensional geometry values with m coordinate values between SM and EM 
inclusively are returned as a multipoint value.  If no matching m coordinate values are found, then an 
empty set of type ST_Point is returned. 

For example: 

 a) If ST_LocateAlong is invoked with an M value of 4 on an ST_MultiPoint value with well-known 
text representation: 

  multipoint m(1 0 4, 1 1 1, 1 2 2, 3 1 4,  5 3 4) 

  then the result is the following ST_MultiPoint value with well-known text representation: 

  multipoint m(1 0 4, 3 1 4,  5 3 4) 

 b) If ST_LocateBetween is invoked with an SM value of 2 and an EM value of 4 on an ST_MultiPoint 
value with well-known text representation: 

  multipoint m(1 0 4, 1 1 1, 1 2 2, 3 1 4,  5 3 5, 9 5 3, 7 6 7) 

  then the result is the following ST_MultiPoint value with well-known text representation: 

  multipoint m(1 0 4, 1 2 2, 3 1 4,  9 5 3) 

 c) If ST_LocateBetween is invoked with an SM value of 1 and an EM value of 4 on an ST_Point 
value with well-known text representation: 

  point m(7 6 7) 

  then the result is the following ST_Point value with well-known text representation: 

  point m empty 

 d) If ST_LocateBetween is invoked with an SM value of 7 and an EM value of 7 on an ST_Point 
value with well-known text representation: 

  point m(7 6 7) 

  then the result is the following ST_MultiPoint value with well-known text representation: 

  multipoint m(7 6 7) 

4.2.1.7.4 1-dimensional geometry value 

Interpolation is used to determine any points on the 1-dimensional geometry with an m coordinate value 
between SM and EM inclusively.  The implementation-defined interpolation algorithm is used to estimate 
values between measured values, usually using a mathematical function.  For example, given a measure 
of 6 and a 2-point linestring where the m coordinate value of the start point is 4 and the m coordinate 
value of the end point is 8, since 6 is halfway between 4 and 8, the interpolation algorithm would be a 
point on the linestring halfway between the start and end points.  The interpolation is within a line 
segment and not across line segments in an ST_Curve.  The interpolation is within an ST_Curve element 
and not across ST_Curve elements in an ST_MultiCurve. 

The results are produced in a geometry collection.  If there are consecutive points in the 1-dimensional 
geometry with an m coordinate value between SM and EM inclusively, then a curve value element is 
added to the geometry collection to represent the curve elements between these consecutive points. Any 
disconnected points in the 1-dimensional geometry value with m coordinate values between SM and EM 
inclusively are also added to the geometry collection. If no matching m coordinate values are found, then 
an empty set of type ST_Point is returned. 

For example: 

 a) If ST_LocateAlong is invoked with an M value of 4 on an ST_LineString value with well-known 
text representation: 

  linestring m(1 0 0, 3 1 4,  5 3 4, 5 5 1, 5 6 4, 7 8 4, 9 9 0) 
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  then the result is the following ST_MultiLineString value with well-known text representation: 

  multilinestring m((3 1 4, 5 3 4), (5 6 4, 7 8 4)) 

 b) If ST_LocateBetween is invoked with an SM value of 2 and an EM value of 4 on an 
ST_LineString value with well-known text representation: 

  linestring m(1 0 0, 1 1 1, 1 2 2, 3 1 3,  5 3 4, 9 5 5, 7 6 6) 

  then the result is the following ST_MultiLineString value with well-known text representation: 

  multilinestring m((1 2 2, 3 1 3,  5 3 4)) 

 c) If ST_LocateBetween is invoked with an SM value of 6 and an EM value of 9 on an 
ST_LineString value with well-known text representation: 

  linestring m(1 0 0, 1 1 1, 1 2 2, 3 1 3,  5 3 4, 9 5 5, 7 6 6) 

  then the result is the following ST_MultiPoint value with well-known text representation: 

  multipoint m(7 6 6) 

 d) If ST_LocateBetween is invoked with an SM value of 1 and an EM value of 2 on an 
ST_LineString value with a well-known text representation: 

  linestring m(0 0 1, 2 2 3, 4 4 2) 

  then the result is the following ST_GeomCollection value with well-known text representation: 

  geometrycollection m(linestring m(0 0 1, 1 1 2), point m(4 4 2)) 

 e) If ST_LocateBetween is invoked with an SM value of 2 and an EM value of 4 on an 
ST_MultiLineString value with well-known text representation: 

  multilinestring m((1 0 0, 1 1 1, 1 2 2, 3 1 3),  (4 5 3, 5 3 4, 9 5 5, 7 6 6)) 

  then the result is the following ST_MultiLineString value with well-known text representation: 

  multilinestring m((1 2 2, 3 1 3),(4 5 3, 5 3 4)) 

 f) If ST_LocateBetween is invoked with an SM value of 1 and an EM value of 3 on an 
ST_LineString value with well-known text representation: 

  linestring m(0 0 0, 2 2 2, 4 4 4) 

  then the result is the following ST_MultiLineString value with well-known text representation: 

  multilinestring m((1 1 1, 2 2 2, 3 3 3)) 

 g) If ST_LocateBetween is invoked with an SM value of 7 and an EM value of 9 on an 
ST_MultiLineString value with well-known text representation: 

  multilinestring m((1 0 0, 1 1 1, 1 2 2, 3 1 3),  (4 5 3, 5 3 4, 9 5 5, 7 6 6)) 

  then the result is the following ST_Point value with well-known text representation: 

  point m empty 

4.2.1.7.5 2-dimensional geometry value 

The computation for 2-dimensioinal geometries is implementation-defined. 

4.2.2 Spatial Relationships using ST_Geometry 

The spatial relationships are methods that are used to test for the existence of a specified topological 
spatial relationship between two ST_Geometry values.  The basic approach to comparing two 
ST_Geometry values is to make pair-wise tests of the intersections between the interiors, boundaries and 
exteriors of the two ST_Geometry values and to classify the relationship between the two ST_Geometry 
values based on the entries in the resulting intersection matrix. 
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The concepts of interior, boundary and exterior are well defined in general topology.  These concepts can 
be applied in defining spatial relationships between 2-dimensional geometry values in n-dimensional 
coordinate space (Rn) where n is greater than 1 (one).  In order to apply the concepts of interior, boundary 
and exterior to 0-dimensional geometry and 1-dimensional geometry values in Rn, a combinatorial 
topology approach is applied.  This approach is based on the accepted definitions of the boundaries, 
interiors and exteriors for simplicial complexes and yields the following results. 

The boundary of an ST_Geometry value is a set of ST_Geometry values of the next lower dimension.  
The boundary of an ST_Point value or an ST_MultiPoint value is the empty set.  The boundary of a non-
closed ST_Curve consists of the start and end ST_Point values; the boundary of a closed ST_Curve 
value is the empty set.  The boundary of an ST_MultiCurve consists of those ST_Point values that are in 
the boundaries of an odd number of its element ST_Curve values.  The boundary of an ST_Polygon 
value consists of its set of linear rings.  The boundary of an ST_MultiPolygon value consists of the set of 
linear rings of its ST_Polygon values.  The boundary of an arbitrary collection of geometries whose 
interiors are disjoint consists of geometries drawn from the boundaries of the element geometries by 
application of the mod 2 union rule. 

The domain of ST_Geometry values considered consists of those values that are topologically closed.  
The interior of an ST_Geometry value consists of those points that are left when the boundary points are 
removed.  The exterior of an ST_Geometry value consists of points not in the interior or boundary. 

4.2.2.1 The Dimensionally Extended 9 Intersection Model 

Given an ST_Geometry value g, let Interior(g), Boundary(g) and Exterior(g) represent the interior, 
boundary and exterior of g, respectively.  The intersection of any two of Interior(g), Boundary(g) and 
Exterior(g) can result in a set of ST_Geometry values, x, of mixed dimension.  For example, the 
intersection of the boundaries of two ST_Polygon values may consist of an ST_Point value and an 
ST_LineString value.  Let x.ST_Dimension() return the maximum dimension (-1, 0, 1, or 2) of x, with a 
value of -1 corresponding to the dimension of the empty set (∅).  A dimensionally extended nine 
intersection matrix (DE-9IM) is specified in Table 5 — DE-9IM. 

Table 5 — DE-9IM 

 Interior Boundary Exterior 

Interior (Interior(a) ∩ Interior(b)). 
ST_Dimension() 

(Interior(a) ∩ Boundary(b)). 
ST_Dimension() 

(Interior(a) ∩ Exterior(b)). 
ST_Dimension() 

Boundary (Boundary(a) ∩ Interior(b)). 
ST_Dimension() 

(Boundary(a) ∩ Boundary(b)). 
ST_Dimension() 

(Boundary(a) ∩ Exterior(b)). 
ST_Dimension() 

Exterior (Exterior(a) ∩ Interior(b)). 
ST_Dimension() 

(Exterior(a) ∩ Boundary(b)). 
ST_Dimension() 

(Exterior(a) ∩ Exterior(b)). 
ST_Dimension() 

For topologically closed input geometries computing the dimension of the intersection of the interior, 
boundary and exterior sets does not have as a prerequisite the explicit computation and representation of 
these sets.  For example, to compute if the interiors of two ST_Polygon values intersect and to ascertain 
the dimension of this intersection, it is not necessary to explicitly represent the interior of the two polygons 
(which are topologically open sets) as separate ST_Geometry values. 

In most cases the dimension of the intersection value at a cell is highly constrained given the type of the 
two ST_Geometry values.  For example, in the case of comparing an ST_LineString value with an 
ST_Polygon: the only possible values for the Interior-Interior cell are drawn from { -1, 1 }.  In the case of 
comparing an ST_Polygon with an ST_Polygon, the only possible values for the Interior-Interior cell are 
drawn from { -1, 2 }.  In such cases, no work beyond detecting the intersection is required. 

A spatial relationship predicate can be formulated on ST_Geometry values that takes as input a pattern 
matrix representing the set of acceptable values for the DE-9IM for the two geometries.  If the spatial 
relationship between the two ST_Geometry values corresponds to one of the acceptable values as 
represented by the pattern matrix, then the predicate returns 1 (one).  Otherwise, 0 (zero). 

The pattern matrix consists of a set of 9 pattern-values, one for each cell in the matrix.  Let p be a pattern 
value.  The possible values of p are { T, F, 0, 1, 2, * } and their meanings for any cell where x is the 
intersection set for the cell are: 
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 a) if p = T, then x.ST_Dimension() ∈ { 0, 1, 2 }, i.e. x ≠∅ 

 b) if p = F, then x.ST_Dimension() = -1, i.e. x = ∅ 

 c) if p = 0, then x.ST_Dimension() = 0 (zero) 

 d) if p = 1, then x.ST_Dimension() = 1 (one) 

 e) if p = 2, then x.ST_Dimension() = 2 

 f) if p = *, then x.ST_Dimension() ∈ { -1, 0, 1, 2 }, i.e. any value 

The pattern matrix can be represented as a <character string literal> with cardinality 9 representing the 
DE-9IM in row major order.  See Subclause 5.3, "<literal>" in Part 2 of ISO/IEC 9075 for the definition of 
<character string literal>. 

4.2.2.2 Common Spatial Relationships based on the DE-9IM 

The ST_Relate method based on the pattern matrix enables a large number of spatial relationships to be 
tested and fine-tuned to the particular relationship being tested.  However it is a low level building block 
and does not have a corresponding natural language equivalent.  For this reason, commonly used spatial 
relationships have been specified: ST_Disjoint, ST_Intersects, ST_Touches, ST_Crosses, ST_Within, 
ST_Contains and ST_Overlaps.  These spatial relationships have the following properties: 

 1) They are mutually exclusive. 

 2) They provide a complete covering of all topological cases. 

 3) They apply to spatial relationships between two geometries of either the same or different dimension. 

 4) Each predicate can be expressed in terms of a corresponding set of DE-9IM patterns. 

 5) Any realizable DE-9IM can be expressed as a Boolean expression over the 7 predicates, given the 
ST_Boundary method on the ST_Geometry type and the ST_StartPoint() and ST_EndPoint() method 
on the ST_Curve type. 

4.2.2.3 Spatial Methods using ST_Geometry 

 1) ST_Equals: tests if an ST_Geometry value is spatially equal to another ST_Geometry value.  This 
test is for equivalence between two, possibly quite different, representations.  The test may be limited 
by the resolution of the spatial reference system or the accuracy of the data.  An implementation-
defined tolerance may be provided such that two points are considered equal if the distance between 
the points is less that the tolerance. 

  Given two geometries a and b, ST_Equals is defined as: 

  a.ST_Equals(b) ⇔ 
(a — b) ∪ (b — a) = ∅  ⇔ 
a.ST_SymDifference(b).ST_IsEmpty() 

 2) ST_Relate: tests if an ST_Geometry value is spatially related to another ST_Geometry value by 
testing for intersections between the interior, boundary and exterior of the two ST_Geometry values 
as specified by the intersection matrix. 

 3) ST_Disjoint: tests if an ST_Geometry value is spatially disjoint from another ST_Geometry value. 

  Given two geometries a and b, ST_Disjoint is defined as: 

  a.ST_Disjoint(b) ⇔ 
a ∩ b = ∅ 

  Expressed in terms of the DE-9IM: 

  a.ST_Disjoint(b) ⇔ 
(Interior(a) ∩ Interior(b) = ∅) ∧ 
 (Interior(a) ∩ Boundary(b) = ∅) ∧ 
 (Boundary(a) ∩ Interior(b) = ∅) ∧ 
 (Boundary(a) ∩ Boundary(b) = ∅) ⇔ 
a.ST_Relate(b, 'FF*FF****') 

Case: 
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  Given two geometries a and b, ST_Intersects is defined as: 

  a.ST_Intersects(b) ⇔ 
Case a.ST_Disjoint(b) when 0 then 1 when 1 then 0 else NULL end 

 5) ST_Touches: tests if an ST_Geometry value spatially touches another ST_Geometry value. 

  Given two geometries a and b, ST_Touches is defined as: 

  Case: 

 a) If a.ST_Dimension() = 0 (zero) and b.ST_Dimension() = 0 (zero), then the null value 

 b) Otherwise, a.ST_Touches(b) ⇔ (Interior(a) ∩ Interior(b) = ∅) ∧ (a ∩ b) ≠ ∅ 

  Expressed in terms of the DE-9IM: 

  Case: 

 a) If a.ST_Dimension() = 0 (zero) and b.ST_Dimension() = 0 (zero), then the null value 

 b) Otherwise: 

  a.ST_Touches(b) ⇔  
(Interior(a) ∩ Interior(b) = ∅) ∧  
 ((Boundary(a) ∩ Interior(b) ≠ ∅) ∨ 
  (Interior(a) ∩ Boundary(b) ≠ ∅) ∨ 
  (Boundary(a) ∩ Boundary(b) ≠ ∅)) ⇔ 
Case a.ST_Relate(b, 'FT*******') = 1 OR 
 a.ST_Relate(b, 'F**T*****') = 1 OR 
 a.ST_Relate(b, 'F***T****') = 1 when TRUE then 1 when FALSE then 0 else NULL end 

 6) ST_Crosses: tests if an ST_Geometry value spatially crosses another ST_Geometry value. 

  Given two geometries a and b, ST_Crosses is defined as: 

  Case: 

 a) If a.ST_Dimension() = 2 or b.ST_Dimension() = 0 (zero), then the null value 

 b) Otherwise: 

  a.ST_Crosses(b) ⇔ 
((Interior(a) ∩ Interior(b)).ST_Dimension() <  
 max(Interior(a).ST_Dimension(), Interior(b).ST_Dimension())) ∧ (a ∩ b ≠ a) ∧ (a ∩ b ≠ b) 

  Expressed in terms of the DE-9IM: 

  Case: 

 a) If a.ST_Dimension() = 2 or b.ST_Dimension() = 0 (zero), then the null value 

 b) If (a.ST_Dimension() = 0 (zero) and b.ST_Dimension() = 1 (one)) or 
 (a.ST_Dimension() = 0 (zero) and b.ST_Dimension() = 2) or 
 (a.ST_Dimension() = 1 (one) and b.ST_Dimension() = 2), then: 

  a.ST_Crosses(b) ⇔ 
(Interior(a) ∩ Interior(b) ≠ ∅) ∧ (Interior(a) ∩ Exterior(b) ≠ ∅) ⇔ 
a.ST_Relate(b, 'T*T******') 

 c) If a.ST_Dimension() = 1 (one) and b.ST_Dimension() = 1 (one), then: 

  a.ST_Crosses(b) ⇔ 
(Interior(a) ∩ Interior(b)).ST_Dimension() = 0 (zero) ⇔ 
a.ST_Relate(b, '0********') 

 7) ST_Within: tests if an ST_Geometry value is spatially within another ST_Geometry value. 

  Given two geometries a and b, ST_Within is defined as: 

  a.ST_Within(b) ⇔ (a ∩ b = a) ∧ (Interior(a) ∩ Exterior(b) = ∅) 

 

 4) ST_Intersects: tests if an ST_Geometry value spatially intersects another ST_Geometry value: 
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  a.ST_Within(b) ⇔ 
(Interior(a) ∩ Interior(b) ≠ ∅) ∧ 
 (Interior(a) ∩ Exterior(b) = ∅) ∧ (Boundary(a) ∩ Exterior(b) = ∅) ⇔ 
a.ST_Relate(b, 'T*F**F***') 

 8) ST_Contains: tests if an ST_Geometry value spatially contains another ST_Geometry value. 

  Given two geometries a and b, ST_Contains is defined as: 

  a.ST_Contains(b) ⇔ b.ST_Within(a) 

 9) ST_Overlaps: tests if an ST_Geometry value spatially overlaps another ST_Geometry value. 

  Given two geometries a and b, ST_Overlaps is defined as: 

  Case: 

 a) If (a.ST_Dimension() = 0 (zero) and b.ST_Dimension() = 0 (zero)) or 
 (a.ST_Dimension() = 1 (one) and b.ST_Dimension() = 1 (one)) or 
 (a.ST_Dimension() = 2 and b.ST_Dimension() = 2), then: 

  a.ST_Overlaps(b) ⇔ 
(Interior(a).ST_Dimension() = Interior(b).ST_Dimension() =  
 (Interior(a) ∩ Interior(b)).ST_Dimension()) ∧ (a ∩ b ≠ a) ∧ (a ∩ b ≠ b) 

 b) Otherwise, the null value 

  Expressed in terms of the DE-9IM: 

  Case: 

 a) If (a.ST_Dimension() = 0 (zero) and b.ST_Dimension() = 0 (zero)) or 
 (a.ST_Dimension() = 2 and b.ST_Dimension() = 2), then: 

  a.ST_Overlaps(b) ⇔ 
(Interior(a) ∩ Interior(b) ≠ ∅) ∧ 
 (Interior(a) ∩ Exterior(b) ≠ ∅) ∧ 
 (Exterior(a) ∩ Interior(b) ≠ ∅) ⇔ 
a.ST_Relate(b, 'T*T***T**') 

 b) If a.ST_Dimension() = 1 (one) and b.ST_Dimension() = 1 (one), then: 

  a.ST_Overlaps(b) ⇔  
((Interior(a) ∩ Interior(b)).ST_Dimension() = 1 (one)) ∧  
 (Interior(a) ∩ Exterior(b) ≠ ∅) ∧ (Exterior(a) ∩ Interior(b) ≠ ∅) ⇔ 
a.ST_Relate(b, '1*T***T**') 

 c) Otherwise, the null value 

4.2.2.4 GML Support for ST_Geometry 

An ST_Geometry value may be represented as an XML element in the GML representation.  This support 
does not include support for an XML document using any or all of the XML schemas defined in GML.  The 
provided routines may be used to create ST_Geometry values from specific XML elements from the 
Geometry Schemas and to generate XML elements from ST_Geometry values.  The mapping is defined 
in Table 14 — Mapping between ST_Geometry values and GML representation. 

4.2.3 ST_Point 

The ST_Point type is a subtype of ST_Geometry.  The ST_Point type is instantiable.  An ST_Point value 
is a 0-dimensional geometry and represents a single location.  An ST_Point has an x coordinate value, a 
y coordinate value, an optional z coordinate value, and an optional m coordinate value.  The boundary of 
an ST_Point value is the empty set.  ST_Point values are simple. 

4.2.3.1 Methods on ST_Point 

 1) ST_Point: returns an ST_Point value constructed from either: 

 a) the well-known text representation of an ST_Point value; 

 Expressed in terms of the DE-9IM: 
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 b) the well-known binary representation of an ST_Point value; 

 c) the GML representation of an ST_Point value; 

 d) the specified coordinate values. 

 2) ST_X: observes and mutates the x coordinate value of an ST_Point value. 

 3) ST_Y: observes and mutates the y coordinate value of an ST_Point value. 

 4) ST_Z: observes and mutates the z coordinate value of an ST_Point value. 

 5) ST_M: observes and mutates the m coordinate value of an ST_Point value. 

 6) ST_ExplicitPoint: returns the coordinate values as a DOUBLE PRECISION ARRAY value. 

4.2.3.2 Functions on ST_Point 

 1) ST_PointFromText: returns an ST_Point value, which is transformed from a CHARACTER LARGE 
OBJECT value that represents the well-known text representation of an ST_Point. 

 2) ST_PointFromWKB: returns an ST_Point value, which is transformed from a BINARY LARGE 
OBJECT value that represents the well-known binary representation of an ST_Point. 

 3) ST_PointFromGML: returns an ST_Point value, which is transformed from a CHARACTER LARGE 
OBJECT value that represents the GML representation of an ST_Point value. 

4.2.4 ST_Curve 

The ST_Curve type is a subtype of ST_Geometry.  The ST_ Curve type is not instantiable.  An ST_Curve 
value is a 1-dimensional geometry usually stored as a sequence of points.  The subtype of ST_Curve 
specifies the form of the interpolation between points. 

Topologically, an ST_Curve value is a 1-dimensional geometry that is the homomorphic image of a real, 
closed interval. An ST_Curve value is not simple if any interior point has the same location as another 
interior point or a point in the boundary. 

An ST_Curve value is closed if its start point is equal to its end point.  The boundary of a closed 
ST_Curve value is the empty set.  An ST_Curve value that is simple and closed is called a ring.   The 
boundary of a non-closed ST_Curve value consists of its start point and its end point.  An ST_Curve 
value is defined to be topologically closed. 

4.2.4.1 Methods on ST_Curve 

 1) ST_Length: returns the length of an ST_Curve value. 

 2) ST_StartPoint: returns the ST_Point value that is the start point of an ST_Curve value. 

 3) ST_EndPoint: returns the ST_Point value that is the end point of an ST_Curve value. 

 4) ST_IsClosed: tests if an ST_Curve value is closed. 

 5) ST_IsRing: tests if an ST_Curve value is a ring. 

 6) ST_CurveToLine: returns the ST_LineString value approximating the ST_Curve value. 

4.2.5 ST_LineString 

The ST_LineString type is a subtype of ST_Curve.  The ST_LineString type is instantiable.  An 
ST_LineString value has linear interpolation between ST_Point values.  Each consecutive pair of 
ST_Point values defines a line segment.  A line is an ST_LineString value with exactly two points.  A 
linear ring is an ST_LineString value that is both closed and simple. 

4.2.5.1 Methods on ST_LineString 

 1) ST_LineString: returns an ST_LineString value constructed from either: 

 a) the well-known text representation of an ST_LineString value; 

 b)  the well-known binary representation of an ST_LineString value; 

 c)  the GML representation of an ST_LineString value; 
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 d) the specified ST_Point values. 

 2) ST_Points: observes and mutates the ST_Point collection in the ST_LineString value. 

 3) ST_NumPoints: returns the cardinality of the ST_Point collection in the ST_LineString value. 

 4) ST_PointN: returns the specified element in the ST_Point collection in the ST_LineString value. 

4.2.5.2 Functions on ST_LineString 

 1) ST_LineFromText: returns an ST_LineString value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the well-known text representation of an ST_LineString. 

 2) ST_LineFromWKB: returns an ST_LineString value, which is transformed from a BINARY LARGE 
OBJECT value that represents the well-known binary representation of an ST_LineString. 

 3) ST_LineFromGML: returns an ST_LineString value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the GML representation of an ST_LineString value. 

4.2.6 ST_CircularString 

The ST_CircularString type is a subtype of ST_Curve.  The ST_CircularString type is instantiable.  An 
ST_CircularString value has circular interpolation between ST_Point values.  This subtype of ST_Curve 
consists of one or more circular arc segments connected end to end.  The first three points define the first 
segment.  The first point is the start point of the arc.  The second point is any intermediate point on the 
arc other than the start or end point.  The third point is the end point of the arc.  Subsequent segments 
are defined by their intermediate and end points only, as the start point is implicitly defined as the 
previous segment’s end point.  In the special case where a segment is a complete circle, that is, the start 
and end points are coincident, then the intermediate point shall be the midpoint of the segment. 

Let CHORD1 be the line connecting the start point of a circular arc segment and the intermediate point on 
the segment.  Let CHORD2 be the line connecting the intermediate point with the end point of this arc 
segment.  The center of the circular arc segment is located at the intersection of the perpendicular 
bisectors of CHORD1 and CHORD2.  In the case where the segment is a circle, then the center is located 
instead at the midpoint of the line connecting the start point with the intermediate point. 

Let distance R be the radius of the circular arc segment, equal to the distance from the center of the 
circular arc segment to the start, intermediate, or end points. 

The circular arc segment is the locus of points a distance R from the center of the arc, beginning at the 
start point and ending at the end point of the circular arc segment. 

If the start, intermediate, and end points of an arc segment are collinear, then the resultant arc segment 
degenerates to a straight line for which center and radius are not defined.  In this case, the circular arc 
segment is the locus of points defined by the straight line connecting the start and end points. 

An ST_CircularString value with exactly three points is a circular arc.  A circular ring is an 
ST_CircularString value that is both closed and simple. 

4.2.6.1 Methods on ST_CircularString 

 1) ST_CircularString: returns an ST_CircularString value constructed from either: 

 a) the well-known text representation of an ST_CircularString value; 

 b) the well-known binary representation of an ST_CircularString value; 

 c) the GML representation of an ST_CircularString value; 

 d) the specified ST_Point values. 

 2) ST_Points: observes and mutates the ST_Point collection in the ST_CircularString value. 

 3) ST_NumPoints: returns the cardinality of the ST_Point collection in the ST_CircularString value. 

 4) ST_PointN: returns the specified element in the ST_Point collection in the ST_CircularString value. 

 5) ST_MidPointRep: returns the array of points which identify an ST_CircularString value including start, 
mid, and end points for each curve segment.  
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4.2.6.2 Functions on ST_CircularString 

 1) ST_CircularFromTxt: returns an ST_CircularString value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the well-known text representation of an ST_CircularString. 

 2) ST_CircularFromWKB: returns an ST_CircularString value, which is transformed from a BINARY 
LARGE OBJECT value that represents the well-known binary representation of an ST_CircularString. 

 3) ST_CircularFromGML: returns an ST_CircularString value, which is transformed from a 
CHARACTER LARGE OBJECT value that represents the GML representation of an 
ST_CircularString. 

4.2.7 ST_CompoundCurve 

The ST_CompoundCurve type is a subtype of ST_Curve.  The ST_CompoundCurve type is instantiable.  
The general notion of a compound curve is a sequence of contiguous curves such that adjacent curves 
are joined at their end points.  The end point of each curve shall be equal to the start point of the next 
curve in the list. 

4.2.7.1 Methods on ST_CompoundCurve 

 1) ST_CompoundCurve: returns an ST_CompoundCurve value constructed from either: 

 a) the well-known text representation of an ST_CompoundCurve value; 

 b) the well-known binary representation of an ST_CompoundCurve value; 

 c) the GML representation of an ST_CompoundCurve value; 

 c) the specified ST_Curve values. 

 2) ST_Curves: observes and mutates the ST_Curve collection in the ST_CompoundCurve value. 

 3) ST_NumCurves: returns the cardinality of the ST_Curve collection in the ST_CompoundCurve value. 

 4) ST_CurveN: returns the specified element in the ST_Curve collection in the ST_CompoundCurve 
value. 

4.2.7.2 Functions on ST_CompoundCurve 

 1) ST_CompoundFromTxt: returns an ST_CompoundCurve value, which is transformed from a 
CHARACTER LARGE OBJECT value that represents the well-known text representation of an 
ST_CompoundCurve. 

 2) ST_CompoundFromWKB: returns an ST_CompoundCurve value, which is transformed from a 
BINARY LARGE OBJECT value that represents the well-known binary representation of an 
ST_CompoundCurve. 

 3) ST_CompoundFromGML: returns an ST_CompoundCurve value, which is transformed from a 
CHARACTER LARGE OBJECT value that represents the GML representation of an 
ST_CompoundCurve value. 

4.2.8 ST_Surface 

The ST_Surface type is a subtype of ST_Geometry.  The ST_Surface type is not instantiable.  An 
ST_Surface value is a 2-dimensional geometry defined as a simple surface consisting of a single patch 
whose boundary is specified by one exterior ring and zero or more interior rings.  Simple surfaces in 
three-dimensional coordinate space are isomorphic to planar surfaces.  Polyhedral surfaces are formed 
by stitching together simple surfaces along their boundaries, Polyhedral surfaces in three-dimensional 
coordinate space may not be planar. 

The boundary of a simple surface is the set of closed curves corresponding to its exterior and interior 
rings. 

4.2.8.1 Methods on ST_Surface 

 1) ST_Area: returns the area of an ST_Surface value. 

 2) ST_Perimeter: returns the length of the boundary of an ST_Surface value. 

 3) ST_Centroid: returns the ST_Point value that is the mathematical centroid of the ST_Surface value. 
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 4) ST_PointOnSurface: returns the ST_Point value that is guaranteed to intersect the ST_Surface value. 

 5) ST_IsWorld: test if the exterior of the ST_Surface value is the empty set. 

4.2.9 ST_CurvePolygon 

The ST_CurvePolygon type is a subtype of ST_Surface.  The ST_CurvePolygon type is instantiable.  An 
ST_CurvePolygon value is a planar surface, defined by one exterior boundary and zero or more interior 
boundaries.  Each interior boundary defines a hole in the ST_CurvePolygon value. 

ST_CurvePolygon values are topologically closed.  The boundary of an ST_CurvePolygon consists of an 
exterior ring and zero or more interior rings.  No two rings in the boundary cross.  The rings in the 
boundary of an ST_CurvePolygon value may intersect at a point.  An ST_CurvePolygon shall not have 
cut lines, spikes or punctures.  The interior of every ST_CurvePolygon is a connected point set.  The 
exterior of an ST_CurvePolygon with one or more holes is not connected.  Each hole defines a 
disconnected component of the exterior. 

ST_CurvePolygon values are simple. 

4.2.9.1 Methods on ST_CurvePolygon 

 1) ST_CurvePolygon: returns an ST_CurvePolygon value constructed from either: 

 a) the well-known text representation of an ST_CurvePolygon value; 

 b) the well-known binary representation  of an ST_CurvePolygon value; 

 c) the GML representation  of an ST_CurvePolygon value; 

 d) the specified ST_Curve values. 

 2) ST_ExteriorRing: observes and mutates the exterior ring of an ST_CurvePolygon value. 

 3) ST_InteriorRings: observes and mutates the collection of interior rings of an ST_CurvePolygon value. 

 4) ST_NumInteriorRing: returns the cardinality of the collection of interior rings of an ST_CurvePolygon 
value. 

 5) ST_InteriorRingN: returns the specified element in the collection of interior rings of an 
ST_CurvePolygon value. 

 6) ST_CurvePolyToPoly: returns an ST_Polygon value approximating the ST_CurvePolygon value. 

4.2.9.2 Functions on ST_CurvePolygon 

 1) ST_CPolyFromText: returns an ST_CurvePolygon value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the well-known text representation of an ST_CurvePolygon. 

 2) ST_CPolyFromWKB: returns an ST_CurvePolygon value, which is transformed from a BINARY 
LARGE OBJECT value that represents the well-known binary representation of an ST_CurvePolygon. 

 3) ST_CPolyFromGML: returns an ST_CurvePolygon value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the GML representation of an ST_CurvePolygon value. 

4.2.10 ST_Polygon 

The ST_Polygon type is a subtype of ST_CurvePolygon whose boundary is defined by linear rings.  The 
ST_Polygon type is instantiable. 

4.2.10.1 Methods on ST_Polygon 

 1) ST_Polygon: returns an ST_Polygon value constructed from either: 

 a) the well-known text representation of an ST_Polygon value; 

 b) the well-known binary representation of an ST_Polygon value; 

 c) the GML representation of an ST_Polygon value; 

 d) the specified ST_LineString values. 
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4.2.10.2 Functions on ST_Polygon 

 1) ST_PolyFromText: returns an ST_Polygon value, which is transformed from a CHARACTER LARGE 
OBJECT value that represents the well-known text representation of an ST_Polygon. 

 2) ST_PolyFromWKB: returns an ST_Polygon value, which is transformed from a BINARY LARGE 
OBJECT value that represents the well-known binary representation of an ST_Polygon. 

 3) ST_PolyFromGML: returns an ST_Polygon value, which is transformed from a CHARACTER LARGE 
OBJECT value that represents the GML representation of an ST_Polygon value. 

 4) ST_BdPolyFromText: returns an ST_Polygon value, which is built from a well-known text 
representation of an ST_MultiLineString. 

 5) ST_BdPolyFromWKB: returns an ST_Polygon value, which is built from a well-known binary 
representation of an ST_MultiLineString. 

4.2.11 ST_GeomCollection 

The ST_GeomCollection type is a subtype of ST_Geometry.  The ST_GeomCollection type is 
instantiable.  An ST_GeomCollection is a collection of zero or more ST_Geometry values. 

All the elements in an ST_GeomCollection are in the same spatial reference system.  This is also the 
spatial reference system for the ST_GeomCollection value. 

The ST_GeomCollection type places no other constraints on its elements.  Subtypes of 
ST_GeomCollection may restrict membership based on dimension or place other constraints on the 
degree of spatial overlap between elements. 

4.2.11.1 Methods on ST_GeomCollection 

 1) ST_GeomCollection: returns an ST_GeomCollection value constructed from either: 

 a) the well-known text representation of an ST_GeomCollection value; 

 b) the well-known binary representation of an ST_GeomCollection value; 

 c) the GML representation of an ST_GeomCollection value; 

 d) the specified ST_Geometry values. 

 2) ST_Geometries: observes and mutates the ST_Geometry collection in the ST_GeomCollection value. 

 3) ST_NumGeometries: returns the cardinality of the ST_Geometry collection in the ST_GeomCollection 
value. 

 4) ST_GeometryN: returns the specified element in the ST_Geometry collection in the 
ST_GeomCollection value. 

4.2.11.2 Functions on ST_GeomCollection 

 1) ST_GeomCollFromTxt: returns an ST_GeomCollection value, which is transformed from a 
CHARACTER LARGE OBJECT value that represents the well-known text representation of an 
ST_GeomCollection. 

 2) ST_GeomCollFromWKB: returns an ST_GeomCollection value, which is transformed from a BINARY 
LARGE OBJECT value that represents the well-known binary representation of an 
ST_GeomCollection. 

 3) ST_GeomCollFromGML: returns an ST_GeomCollection value, which is transformed from a 
CHARACTER LARGE OBJECT value that represents the GML representation of an 
ST_GeomCollection value. 

4.2.12 ST_MultiPoint 

The ST_MultiPoint type is a subtype of ST_GeomCollection.  The ST_MultiPoint type is instantiable.  An 
ST_MultiPoint value is a 0-dimensional geometry.  The elements of an ST_MultiPoint value are restricted 
to ST_Point values.  The ST_Point values are not connected or ordered.  An ST_MultiPoint value is 
simple if and only if no two ST_Point values in the ST_MultiPoint value are equal.  The boundary of an 
ST_MultiPoint is the empty set. 
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4.2.12.1 Methods on ST_MultiPoint 

 1) ST_MultiPoint returns an ST_MultiPoint value constructed from either: 

 a) the well-known text representation of an ST_MultiPoint value; 

 b) the well-known binary representation of an ST_MultiPoint value; 

 c) the GML representation of an ST_MultiPoint value; 

 d) the specified ST_Point values. 

4.2.12.2 Functions on ST_MultiPoint 

 1) ST_MPointFromText: returns an ST_MultiPoint value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the well-known text representation of an ST_MultiPoint. 

 2) ST_MPointFromWKB: returns an ST_MultiPoint value, which is transformed from a BINARY LARGE 
OBJECT value that represents the well-known binary representation of an ST_MultiPoint. 

 3) ST_MPointFromGML: returns an ST_MultiPoint value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the GML representation of an ST_MultiPoint value. 

4.2.13 ST_MultiCurve 

The ST_MultiCurve type is a subtype of ST_GeomCollection.  The ST_MultiCurve type may be 
instantiable.  An ST_MultiCurve is a 1-dimensional geometry.  The elements of an ST_MultiCurve value 
are restricted to ST_Curve values. 

An ST_MultiCurve is simple if and only if all of its elements are simple and the only intersections between 
any two elements occur at points that are in the boundaries of both elements.  The boundary of an 
ST_MultiCurve is obtained by applying the mod 2 union rule: an ST_Point value is in the boundary of an 
ST_MultiCurve if it is in the boundaries of an odd number of elements of the ST_MultiCurve value. 

An ST_MultiCurve value is closed if all of its elements are closed.  The boundary of a closed 
ST_MultiCurve is the empty set.  An ST_MultiCurve value is defined to be topologically closed. 

4.2.13.1 Methods on ST_MultiCurve 

 1) ST_MultiCurve: returns an ST_MultiCurve value constructed from either: 

 a) the well-known text representation of an ST_MultiCurve value; 

 b) the well-known binary representation of an ST_MultiCurve value; 

 c) the GML representation of an ST_MultiCurve value; 

 d) the specified ST_Curve values. 

 2) ST_IsClosed: tests if an ST_MultiCurve value is closed. 

 3) ST_Length: returns the length of an ST_MultiCurve value. 

4.2.13.2 Functions on ST_MultiCurve 

 1) ST_MCurveFromText: returns an ST_MultiCurve value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the well-known text representation of an ST_MultiCurve. 

 2) ST_MCurveFromWKB: returns an ST_MultiCurve value, which is transformed from a BINARY 
LARGE OBJECT value that represents the well-known binary representation of an ST_MultiCurve. 

 3) ST_MCurveFromGML: returns an ST_MultiCurve value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the GML representation of an ST_MultiCurve value. 

4.2.14 ST_MultiLineString 

The ST_MultiLineString type is a subtype of ST_MultiCurve.  The ST_MultiLineString type is instantiable.  
The elements of an ST_MultiLineString value are restricted to ST_LineString values. 
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 a) the well-known text representation of an ST_MultiLineString value; 

 b) the well-known binary representation of an ST_MultiLineString value; 

 c) the GML representation of an ST_MultiLineString value; 

 d) the specified ST_LineString values. 

4.2.14.2 Functions on ST_MultiLineString  

1) ST_MLineFromText: returns an ST_MultiLineString value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the well-known text representation of an ST_MultiLineString.  

2) ST_MLineFromWKB: returns an ST_MultiLineString value, which is transformed from a BINARY 
LARGE OBJECT value that represents the well-known binary representation of an 
ST_MultiLineString.  

3) ST_MLineFromGML: returns an ST_MultiLineString value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the GML representation of an ST_MultiLineString value. 

4.2.15 ST_MultiSurface 

The ST_MultiSurface type is a subtype of ST_GeomCollection.  The ST_MultiSurface type may be 
instantiable.  An ST_MultiSurface is a 2-dimensional geometry.  The elements of an ST_MultiSurface 
value are restricted to ST_Surface values.  The interiors of any two ST_Surface values in an 
ST_MultiSurface shall not intersect.  The boundaries of any two elements in an ST_MultiSurface may 
intersect at a finite number of ST_Point values. 

ST_MultiSurface values are simple. 

4.2.15.1 Methods on ST_MultiSurface  

1) ST_MultiSurface: returns an ST_MultiSurface value constructed from either: 

 a) the well-known text representation of an ST_MultiSurface value; 

 b) the well-known binary representation of an ST_MultiSurface value; 

 c) the GML representation of an ST_MultiSurface value; 

 d) the specified ST_Surface values.  

2) ST_Area: returns the area of an ST_MultiSurface value.  

3) ST_Perimeter: returns the length of the perimeter of an ST_MultiSurface value.  

4) ST_Centroid: returns the ST_Point value that is the mathematical centroid of the ST_MultiSurface 
value.  

5) ST_PointOnSurface: returns the ST_Point value that is guaranteed to intersect the ST_MultiSurface 
value. 

4.2.15.2 Functions on ST_MultiSurface  

1) ST_MSurfaceFromTxt: returns an ST_MultiSurface value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the well-known text representation of an ST_MultiSurface. 

 2) ST_MSurfaceFromWKB: returns an ST_MultiSurface value, which is transformed from a BINARY 
LARGE OBJECT value that represents the well-known binary representation of an ST_MultiSurface.  

3) ST_MSurfaceFromGML: returns an ST_MultiSurface value, which is transformed from a 
CHARACTER LARGE OBJECT value that represents the GML representation of an ST_MultiSurface 
value. 

4.2.16 ST_MultiPolygon 

The ST_MultiPolygon type is a subtype of ST_MultiSurface.  The ST_MultiPolygon type is instantiable.  
The elements of an ST_MultiPolygon value are restricted to ST_Polygon values.  The interiors of any two 
ST_Polygon values that are elements of an ST_MultiPolygon shall not intersect.  The boundaries of any 
two ST_Polygon values that are elements of an ST_MultiPolygon may touch at only a finite number of 
points. 

1) ST_MultiLineString: returns an ST_MultiLineString value constructed from either: 
4.2.14.1 Methods on ST_MultiLineString 

BS ISO/IEC 13249-3:2006

Full document details: BS ISO/IEC 13249-3:2006

http://www.avadocuments.com/doc/bs-iso-iec-13249-3-2006
http://www.avadocuments.com/doc/bs-iso-iec-13249-3-2006


28  

An ST_MultiPolygon value shall not have cut lines, spikes or punctures.  An ST_MultiPolygon value is a 
topologically closed point set.  The interior of an ST_MultiPolygon value with more than one ST_Polygon 
value is not a connected point set.  The number of disconnected components of the interior of an 
ST_MultiPolygon is equal to the number of ST_Polygon values in the ST_MultiPolygon.  The boundary of 
an ST_MultiPolygon value is a set of linear rings corresponding to the boundaries of the ST_Polygon 
elements. 

4.2.16.1 Methods on ST_MultiPolygon 

 1) ST_MultiPolygon: returns an ST_MultiPolygon value constructed from either: 

 a) the well-known text representation of an ST_MultiPolygon value; 

 b) the well-known binary representation of an ST_MultiPolygon value; 

 c) the GML representation of an ST_MultiPolygon value; 

 d) the specified ST_Polygon values. 

4.2.16.2 Functions on ST_MultiPolygon 

 1) ST_MPolyFromText: returns an ST_MultiPolygon value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the well-known text representation of an ST_MultiPolygon. 

 2) ST_MPolyFromWKB: returns an ST_MultiPolygon value, which is transformed from a BINARY 
LARGE OBJECT value that represents the well-known binary representation of an ST_MultiPolygon. 

 3) ST_MPolyFromGML: returns an ST_MultiPolygon value, which is transformed from a CHARACTER 
LARGE OBJECT value that represents the GML representation of an ST_MultiPolygon value. 

 4) ST_BdMPolyFromText: returns an ST_MultiPolygon value, which is built from a well-known text 
representation of an ST_MultiLineString. 

 5) ST_BdMPolyFromWKB: returns an ST_MultiPolygon value, which is built from a well-known binary 
representation of an ST_MultiLineString. 

4.3 Topology-Geometry 
A topology-geometry (Topo-Geo) is a model assuming full planar topology, comprised of nodes, edges, 
and faces.  Multiple, independent topology-geometries can be defined for different geographic areas or 
for different, overlapping sets of features in the same geographic area, as for land parcels and wetlands.  
Topology-geometries are distinguished by unique names.  This topology-geometry name is specified 
herein as <topology-name>.  A separate SQL-schema is used for each topology-geometry and is named 
<topology-name>. 

The following views are defined for each <topology-name> SQL-schema: <topology-name>.ST_NODE, 
<topology-name>.ST_EDGE, and <topology-name>.ST_FACE. 

The rows in these views define topological primitives of type node, edge, and face, respectively for the 
Topo-Geo called <topology-name>.  Nodes and edges have associated ST_Geometry value.  Faces may 
have a minimum bounding rectangle geometry for spatial indexing.  All geometry values for a given Topo-
Geo shall have the same spatial reference system. 

Each topological primitive has an ID, unique within the respective view, which allows the primitive to be 
referenced from another (e.g., feature or Topo-Geo) view. 

The views provide the minimum information required to maintain a full planar topology.  Support for 
additional information such as how these topological primitives are assigned to features or how real world 
attributes are assigned to topological primitives (e.g., edge weights) is not specified. 

The ST_TOPO_GEO schema provides a suggested model of the base tables required to support the  
<topology-name> views.  According to this model, all nodes from all topology-geometries reside in a 
single node base table, distinguished by a TOPOLOGY column containing <topology-name> values.  
Similarly, all edges reside in a single edge base table, and all faces reside in a single face base table, 
both with a distinguishing TOPOLOGY column. 
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4.3.1 <topology-name>.ST_NODE 

The <topology-name>.ST_NODE view contains the node type of topological primitives (ST_Node) 
contained in the <topology-name> topology-geometry.  An ST_Node has a known not nullable, unique 
node ID of type integer and a known not nullable geometry of type ST_Point.  If ST_Node is an isolated 
node, it has a containing face, identified by a <topology-name>.ST_FACE.ID. 

4.3.1.1 Routines on <topology-name>.ST_NODE only 

 1) ST_AddIsoNode: for the provided topology-name, optional face ID, and ST_Point geometry, inserts a 
row into the <topology-name>.ST_NODE view corresponding to an isolated node, returning the 
generated unique integer node ID.  If a face ID is provided, the ST_Point geometry shall be within the 
geometry of the face or an exception is raised. If another node in the <topology-name>.ST_NODE 
view exists at the ST_Point location or if the geometry of an existing edge crosses the ST_Point 
location, an exception is raised. 

 2) ST_MoveIsoNode: for the provided topology-name, node ID, and ST_Point geometry, updates the 
existing ST_Point geometry value. If the node is a connected node or if another node in the 
<topology-name>.ST_NODE view exists at the new location or it the geometry of an existing edge 
crosses the new ST_Point location, an exception is raised. 

 3) ST_RemIsoNode: deletes the row for the isolated node identified by the provided topology-name and 
node ID.  If the node is a connected node, an exception is raised. 

4.3.2 <topology-name>.ST_EDGE 

The <topology-name>.ST_EDGE view contains the edge type of topological primitives (ST_Edge) 
contained in the <topology-name> Topology-geometry.  An ST_Edge has a unique edge ID of type 
integer; node ID’s of type integer for the start and end nodes; edge ID’s of type integer for the next left 
face and next right face edges; face ID’s of type integer for the left and right faces; and a geometry of 
type ST_Curve.  All values are known not nullable.  An isolated edge will have its containing face as both 
its left and right faces; the next right face edge will have an ID equal to the edge ID of the isolated edge 
and the next left face edge will have the negative of the isolated edge’s ID. 

Start and end node ID’s are immutable.  To change the start or end node of an edge, the edge shall be 
removed and a new one shall be created. 

4.3.2.1 Routines on <topology-name>.ST_EDGE only 

 1) ST_AddIsoEdge: for the provided topology-name, start and end node IDs, and ST_Curve geometry, 
inserts a row into the <topology-name>.ST_EDGE view, returning the generated unique integer edge 
ID.  The next right face edge is set equal to the new edge ID and the next left face edge is set equal 
to the negative of this value.  The left and right face IDs are set equal to the containing face ID of the 
start and end node. 

  An exception is raised for any of the following conditions: 

 a) if the start and end node IDs do not correspond to existing isolated nodes, 

 b) if the start and end node containing face IDs are not equal, 

 c) if the ST_Point geometry of the start node does not equal the ST_StartPoint of the ST_Curve 
geometry of the edge, 

 d) if the ST_Point geometry of the end node does not equal the ST_EndPoint of the ST_Curve 
geometry of the edge, 

 e) if the ST_Curve geometry is not within the geometry of the containing face of the start and end 
nodes, 

 f) if the ST_Curve geometry intersects the ST_Point geometry of any isolated node other than the 
start and end node, 

 g) if the ST_Curve geometry intersects the ST_Curve geometry of any other edge in the <topology-
name>.ST_EDGE view, or 

 h) if the ST_Curve geometry is not simple. 
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 2) ST_GetFaceEdges: for the provided topology-name and face ID, returns a table containing the 
integer edge IDs for the edges which bound the face, in counterclockwise order.  Edge IDs will be 
negated in the query result if the face is right of the edge when looking in the direction of the edge 
from start to end node. 

 3) ST_ChangeEdgeGeom: for the provided topology-name, edge ID, and existing ST_Curve geometry, 
updates the ST_Curve geometry value. 

 An exception is raised for any of the following conditions: 

 a) if the ST_StartPoint of the new ST_Curve geometry is not equal to the ST_StartPoint of the 
existing ST_Curve geometry, 

 b) if the ST_EndPoint of the new ST_Curve geometry is not equal to the ST_EndPoint of the 
existing ST_Curve geometry, 

 c) if the interior of the new ST_Curve geometry intersects the ST_Point geometry of any isolated 
node in the <topology-name>.ST_NODE view, 

 d) if the interior of the new ST_Curve geometry intersects the ST_Curve geometry of any other edge 
in the <topology-name>.ST_EDGE view, or 

 e) if the ST_Curve geometry is not simple. 

 4) ST_RemIsoEdge: deletes the row for the isolated edge identified by the provided topology-name and 
edge ID.  The start and end nodes are not removed from the <topology-name>.ST_NODE view.  If 
the edge is a not an isolated edge, an exception is raised. 

4.3.2.2 Routines on <topology-name>.ST_NODE and <topology-name>.ST_EDGE 

 1) ST_NewEdgesSplit: splits an edge by creating a new node along an existing edge, deleting the 
original edge and replacing it with two new edges.  For the provided topology-name, edge ID, and 
ST_Point geometry, 

 a) inserts a row into the <topology-name>.ST_NODE view, with geometry equal to the input 
ST_Point value, 

 b) returns the generated unique integer node ID, 

 c) deletes the row in the <topology-name>.ST_EDGE view for the edge identified by the provided 
topology-name and edge ID, and 

 d) inserts two rows into the <topology-name>.ST_EDGE view for the two new resultant edges, 
deriving appropriate node, edge, and face values from the deleted edge, 

 e) creates ST_Curve geometries for the two new edges by splitting the geometry of the split edge at 
the ST_Point location, 

 f) makes any necessary updates to the next left and right face edge IDs for any edges incident on 
the start and end nodes of the edge being split. 

  To determine the two new edge IDs, query the <topology-name>.ST_EDGE view for edges with a 
start or end node equal to the returned node ID.  Both new edges have the same direction as the 
edge being split.  An exception is raised for any of the following conditions: 

 a) if the edge identified by the edge ID does not exist in the <topology-name>.ST_EDGE view, 

 b) if the ST_Point geometry is not within the ST_Curve geometry of the identified edge, or 

 c) if a node already exists in the <topology-name>.ST_NODE view at the input ST_Point geometry 
location. 

 2) ST_ModEdgeSplit: splits an edge by creating a new node along an existing edge, modifying the 
original edge and adding a new edge.  For the provided topology-name, edge ID, and ST_Point 
geometry, 

 a) inserts a row into the <topology-name>.ST_NODE view, with geometry equal to the input 
ST_Point value, 

 b) returns the generated unique integer node ID, 
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 c) modifies the row in the <topology-name>.ST_EDGE view for the edge identified by the provided 
topology-name and edge ID, deriving appropriate node, edge, and face values from the original 
edge and new node,  

 d) inserts a new row into the <topology-name>.ST_EDGE view for the other new resultant edge, 
deriving appropriate node, edge, and face values from the original edge and new node, 

 e) creates ST_Curve geometries for the new and modified edges by splitting the geometry of the 
original edge at the ST_Point location, 

 f) makes any necessary updates to the next left and right face edge IDs for any edges incident on 
the start and end nodes of the edge being split. 

  To determine the new edge ID, query the <topology-name>.ST_EDGE view for the edge with a start 
node equal to the returned node ID.  The new and modified edges have the same direction as the 
original edge.  An exception is raised for any of the following conditions: 

 a) if the edge identified by the edge ID does not exist in the <topology-name>.ST_EDGE view, 

 b) if the ST_Point geometry is not within the ST_Curve geometry of the identified edge, or 

 c) if a node already exists in the <topology-name>.ST_NODE view at the input ST_Point geometry 
location. 

 3) ST_NewEdgeHeal: heals two edges by deleting the node connecting them, deleting both edges, and 
replacing them with a new edge whose direction is the same as the first edge provided.  For the 
provided topology-name and two edge IDs, 

 a) deletes the row in the <topology-name>.ST_NODE view corresponding to the node shared by the 
two identified edges, 

 b) deletes the two rows in the <topology-name>.ST_EDGE view identified by the input edge IDs, 

 c) inserts a new row into the <topology-name>.ST_EDGE view for the resultant edge, deriving 
appropriate node, edge, and face values from the deleted edges, 

 d) creates an ST_Curve geometry for the new edge from the geometries of the two deleted edges, 

 e) returns the generated unique integer edge ID for the new edge, and 

 f) makes any necessary updates to the next left and right face edge IDs for any edges incident on 
the start and end nodes of the edges being healed. 

  The direction of the new edge shall be the same as the direction of the first supplied edge. An 
exception is raised for any of the following conditions: 

 a) if either edge identified by the edge IDs does not exist in the <topology-name>.ST_EDGE view, 

 b) if the two edges do not share a common node, or 

 c) if additional edges also share the common node. 

 4) ST_ModEdgeHeal: heals two edges by deleting the node connecting them, modifying the first edge 
provided, and deleting the second edge.  For the provided topology-name and two edge IDs, 

 a) deletes the row in the <topology-name>.ST_NODE view corresponding to the node shared by the 
two identified edges, 

 b) deletes the row in the <topology-name>.ST_EDGE view identified by the second input edge ID, 

 c) modifies the values in the row in the <topology-name>.ST_EDGE view for the other edge, 
deriving appropriate node, edge, and face values from the original edges, 

 d) creates an ST_Curve geometry for the modified edge from the geometries of the two original 
edges, 

 e) makes any necessary updates to the next left and right face edge IDs for any edges incident on 
the start and end nodes of the edges being healed. 

  An exception is raised for any of the following conditions: 

 a) if either edge identified by the edge IDs does not exist in the <topology-name>.ST_EDGE view, 
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 b) if the two edges do not share a common node, or 

 c) if additional edges also share the common node. 

4.3.3 <topology-name>.ST_FACE 

The <topology-name>.ST_FACE view contains the face type of topological primitives (ST_Face) 
contained in the <topology-name> Topology-geometry.  An ST_Face has a known not nullable, unique 
face ID of type integer and a possibly nullable MBR (minimum bounding rectangle) geometry of type 
ST_Polygon. 

The <topology-name>.ST_FACE view contains a row for the universal face.   The universal face contains 
everything else in the topology exterior to all other faces.  This face has a face ID = 0 (zero).  There is no 
geometry associated with the universal face. 

4.3.3.1 Routines on <topology-name>.ST_EDGE and <topology-name>.ST_FACE 

 1) ST_AddEdgeNewFaces: adds a new edge and, if in doing so it splits a face, deletes the original face 
and replaces it with two new faces.  For the provided topology-name, start and end node IDs, and 
ST_Curve geometry, 

 a) inserts a row into the <topology-name>.ST_EDGE view, with start and end nodes as specified, 
automatically determined next edges and left and right faces, and geometry equal to the input 
ST_Curve value, 

 b) returns the generated unique integer edge ID, and 

 c) if the new edge splits a face, then 

 i) deletes the row in the <topology-name>.ST_FACE view corresponding to the face being split, 

 ii) automatically generates two new unique integer face IDs, 

 iii) inserts two rows into the <topology-name>.ST_FACE view for the two new resultant faces, 

 iv) creates ST_Polygon MBR geometries for the two new faces, and 

 v) updates the appropriate next left and right face edge IDs and left and right face IDs for edges 
bounding the face being split. 

  To determine the two new face IDs, query the <topology-name>.ST_EDGE view for the left and right 
faces for the edge with the returned edge ID.  An exception is raised for any of the following 
conditions: 

 a) if either the start or end nodes identified do not exist in the <topology-name>.ST_NODE view, 

 b) if the ST_StartPoint of the new ST_Curve geometry is not equal to the ST_Point value of the start 
node geometry, 

 c) if the ST_EndPoint of the new ST_Curve geometry is not equal to the ST_Point value of the end 
node geometry, 

 d) if the interior of the new ST_Curve geometry intersects the ST_Point geometry of any isolated 
node in the <topology-name>.ST_NODE view, 

 e) if the interior of the new ST_Curve geometry intersects the ST_Curve geometry of any other edge 
in the <topology-name>.ST_EDGE view,  

 f) if an edge already exists in the <topology-name>.ST_EDGE view with the same terminal nodes 
and geometry, or 

 g) if the ST_Curve geometry is not simple. 

 2) ST_AddEdgeModFace: adds a new edge and if in doing so it splits a face, modifies the original face 
and adds a new face.  For the provided topology-name, start and end node IDs, and ST_Curve 
geometry, 

 a) inserts a row into the <topology-name>.ST_EDGE view, with start and end nodes as specified, 
automatically determined next edges and left and right faces, and geometry equal to the input 
ST_Curve value, 

 b) returns the generated unique integer edge ID, and 
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 c) if the new edge splits a face, then 

 i) modifies the ST_Polygon MBR geometry in the <topology-name>.ST_FACE view for the face 
being split, 

 ii) inserts a new row into the <topology-name>.ST_FACE view for the other new resultant face, 

 iii) creates an ST_Polygon MBR geometry for the new face, and 

 iv) updates the appropriate next left and right face edge IDs and left and right face IDs for edges 
bounding the face being split. 

  To determine the new and modified face IDs, query the <topology-name>.ST_EDGE view for the left 
and right faces for the edge with the returned edge ID.  An exception is raised for any of the following 
conditions: 

 a) if either the start or end nodes identified do not exist in the <topology-name>.ST_NODE view, 

 b) if the ST_StartPoint of the new ST_Curve geometry is not equal to the ST_Point value of the start 
node geometry, 

 c) if the ST_EndPoint of the new ST_Curve geometry is not equal to the ST_Point value of the end 
node geometry, 

 d) if the interior of the new ST_Curve geometry intersects the ST_Point geometry of any isolated 
node in the <topology-name>.ST_NODE view, 

 e) if the interior of the new ST_Curve geometry intersects the ST_Curve geometry of any other edge 
in the <topology-name>.ST_EDGE view, 

 f) if an edge already exists in the <topology-name>.ST_EDGE view with the same terminal nodes 
and geometry, or 

 g) if the ST_Curve geometry is not simple. 

 3) ST_RemEdgeNewFace: removes an edge and, if the removed edge separated two faces, deletes the 
original faces and replaces them with one new face.  For the provided topology-name and edge ID, 

 a) deletes the row in the <topology-name>.ST_EDGE view identified by the edge ID, and 

 b) if the edge removal results in the healing of two faces, then 

 i) deletes the two rows in the <topology-name>.ST_FACE view corresponding to the faces 
being healed, 

 ii) inserts a new row into the <topology-name>.ST_FACE view for the new resultant face, 

 iii) creates an ST_Polygon MBR geometry for the new face, 

 iv) returns the generated unique integer face ID, and 

 v) updates the appropriate next left and right face edge IDs and left and right face IDs for edges 
bounding the faces being healed. 

  The start and end nodes of the deleted edge remain in the <topology-name>.ST_NODE view. An 
exception is raised if the edge identified by the edge ID does not exist in the <topology-
name>.ST_EDGE view. 

 4) ST_RemEdgeModFace: removes an edge and, if the removed edge separated two faces, heals the 
two faces by modifying one of the faces and deleting the other.  For the provided topology-name and 
edge ID, 

 a) deletes the row in the <topology-name>.ST_EDGE view identified by the edge ID, and 

 b) if the edge removal results in the healing of two faces, then 

 i) deletes the row in the <topology-name>.ST_FACE view corresponding to one of the faces 
being healed, 

 ii) creates a new ST_Polygon MBR geometry for the modified face, 

 iii) updates the appropriate next left and right face edge IDs and left and right face IDs for edges 
bounding the faces being healed. 
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  The choice of which face to modify and which to delete is implementation-dependent.  

  The start and end nodes of the deleted edge remain in the <topology-name>.ST_NODE view. An 
exception is raised if the edge identified by the edge ID does not exist in the <topology-
name>.ST_EDGE view. 

 5) ST_GetFaceGeometry: for the provided topology-name and face ID, returns the exact geometry of 
the face: 

 a) determines the edges in the <topology-name>.ST_Edge view which bound the face identified by 
the face ID  

 b) retrieves the ST_Curve geometries from the <topology-name>.ST_Edge view for each of these 
edges 

 c) returns a valid ST_Surface geometry value constructed from the edge geometries, if possible, or 
else an empty set of type ST_Surface. 

  An exception is raised if the face identified by the face ID does not exist in the <topology-
name>.ST_FACE view, or if it is the universal face. 

4.3.3.2 Routines on <topology-name>.ST_NODE, <topology-name>.ST_EDGE and <topology-
name>.ST_FACE 

 1) ST_InitTopoGeo: for the provided topology-name, creates the <topology-name> schema, the 
ST_NODE, ST_EDGE, and ST_FACE views for this schema, and a row in the ST_FACE view 
contains the universal face.  An exception is raised if a schema already exists with that name. 

 2) ST_CreateTopoGeo: for the provided topology-name, and ST_GeomCollection, populates the 
<topology-name>.ST_NODE, <topology-name>.ST_EDGE, and <topology-name>.ST_FACE views 
from the geometry values in the ST_GeomCollection.  An exception is raised if any of these three 
views do not already exist or if they already contain any rows other than one for the universal face. 

 3) ST_ValidateTopoGeo: for the provided topology-name, returns a table containing possible topological 
inconsistencies. 

4.4 Topology-Network 
A topology-network (Topo-Net) is a model for linear applications including node and link topological 
primitives.  Multiple, independent topology-networks can be defined for different geographic areas or for 
different, overlapping sets of features in the same geographic area, as for road and rail networks.  
Topology-networks are distinguished by unique names.  This topology-network name is specified herein 
as <network-name>.  A separate SQL-schema is used for each topology-network and is named 
<network-name>. 

The following views are defined for each <network-name> SQL-schema: <network-name>.ST_NODE and 
<network-name>.ST_LINK. 

The rows in these views define network primitives of type node and link, respectively for the Topo-Net 
called <network-name>.  These network primitives may have associated ST_Geometry values.  All 
geometry values for a given Topo-Net shall have the same spatial reference system. 

Each topological primitive has an ID, unique within the respective view, which allows the primitive to be 
referenced from another (e.g., feature or Topo-Net) view. 

The views provide the minimum information required to maintain a linear network.  Support for additional 
information such as how these topological primitives are assigned to features or how real world attributes 
are assigned to topological primitives (e.g., link weights) is not specified. 

The ST_TOPO_NET schema provides a suggested model of the base tables required to support the  
<network-name> views.  According to this model, all nodes from all topology-networks reside in a single 
node base table, distinguished by a NETWORK column containing <network-name> values.  Similarly, all 
links reside in a single link base table with a distinguishing NETWORK column. 
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