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National foreword

This British Standard reproduces verbatim ISO/IEC 13714:1995 and implements
it as the UK national standard.

This British Standard is published under the direction of the Information
Systems Technology Assembly, whose Technical Committee IST/18 has the
responsibility to:

— aid enquirers to understand the text;

— present to the responsible international committee any enquiries on
interpretation, or proposals for change, and keep UK interests informed;

— monitor related international and European developments and promulgate
them in the UK.

NOTE International and European Standards, as well as overseas standards, are available from
Customer Services, BSI, 389 Chiswick High Road, London W4 4AL.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the ISO/IEC title page, pages ii to iv, pages 1 to 40 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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Foreword

ISO (the International Organization for Standardization) and IEC

(the International Electrotechnical Commission) form the specialized system for
worldwide standardization. National bodies that are members of ISO or IEC
participate in the development of International Standards through technical
committees established by the respective organization to deal with particular
fields of technical activity. ISO and IEC technical committees collaborate in fields
of mutual interest. Other international organizations, governmental and
non-governmental, in liaison with ISO and IEC, also take part in the work.

In the field of information technology, ISO and IEC have established a joint
technical committee, ISO/IEC JTC 1. Draft International Standards adopted by
the joint technical committee are circulated to national bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the
national bodies casting a vote.

International Standard was prepared by Joint Technical
Committee ISO/IEC JTC 1, Information technology, Subcommittee SC 18,
Document processing and related communication.

Annex A and Annex B of this International Standard are for information only.
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Introduction

Voice messaging systems allow telephone users to leave recorded messages for people who are unable to
answer their telephone, either because they are absent or busy, or because they are currently engaged on
another telephone call. This is commonly referred to as call answering. Voice messaging systems can also
allow users to send voice messages directly, without accessing call answering.

Voice messaging systems are increasingly available and accessed from homes and offices, as well as from
public and mobile telephones. With callers leaving messages on many different systems and subscribers
increasingly likely to have mailboxes on more than one system, there is a need for users to have a common
interface for the basic features of voice messaging systems.

Experience has shown that consistent and predictable human interfaces benefit users. Benefits can include
faster learning, greater productivity, and greater satisfaction. Consistent human interfaces can also
benefit an industry by promoting greater acceptance for products and services.

The DTMF interface provides a highly restricted user interface, as there are only 12 different keys
available for input, and output is via an audio channel, whose performance is constrained by speed and
users’ limited short-term memory capabilities. For these reasons, users are particularly likely to benefit
from common user interface features both within and across different voice messaging systems they
encounter, as they can learn a common set of input and output protocols, which will maximise the efficiency
and usability of these interfaces.

This International Standard includes only some of the features in DTMF-controlled systems used for voice
messaging (see clauses 5, 6, 7, 8, and 9, following) but, as described later in this International Standard
(see clause 1 and Figure 1) there exist large areas of commonality with important functions in other
telephone-based (i.e., interactive voice response) systems and services. Many of the user interface features
specified in this International Standard will be usable for and implemented in other interactive voice
response applications. Annex B of this standard summarises the subset of the telephone user interface
features described in the body of this standard that are generally applicable in DTMF-controlled
telephone-based interfaces beyond voice messaging.

1 Scope

This International Standard will provide users of voice messaging systems with a consistent mode of
interaction in a way that is independent of the underlying system implementations. The interface is based
on a set of design guidelines annexed to this International Standard.

The interface supports the ability of all users described in the user-system model (see Figure 2) to access
the features of voice messaging systems. In a call answering application, the interface allows callers to
leave messages from all types of telephones. It also allows callers to access additional features through the
use of DTMF devices. In the voice mail application, through the use of DTMF devices, the interface allows
subscribers to send and receive voice messages, and to manage stored data, and allows non-subscribers to
leave voice messages for subscribers.

This International Standard addresses the following six functional areas:
+ a caller leaving a voice message, when the call is answered by a voice messaging system call
answering facility;
+ a caller leaving a voice message, when a message is sent to a subscriber by a subscriber or
non-subscriber through direct messaging;
* a subscriber listening to and processing voice messages received;
* a subscriber creating and sending voice messages through the voice mail application;
* the sending and receiving of messages via voice message delivery applications; and
* the use of voice bulletin boards.

Within these functional areas, only certain features are defined in this International Standard. However,
standard-conforming systems are not limited to these functions and features, and this International
Standard does not preclude alternative methods of invoking features specified in this International
Standard, providing that these alternatives do not conflict with the standard interface specified for other
features covered in this International Standard.

In this International Standard, the direct messaging functional area is covered in the clause specifying the
call answering application.
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In addition, this International Standard specifies two requirements to be satisfied in all voice messaging
contexts, not just the application contexts specified earlier in this clause: the use of # as a delimiter
(see 5.6.1), and the access to and presence of the control menu (see 5.6.2) and its associated functionality.

This International Standard does not address the user/system interface for administrators, who have
responsibility for the management and maintenance of the voice messaging system.

This International Standard also does not address the proactive method, if any, employed by a voice
messaging system to notify a user that a voice mailbox contains a message. Notification is, at present,
typically achieved by a message waiting light, a distinctive dial-tone, or a pager device.

This International Standard does not specify a non-DTMF user interface for Integrated Services Digital
Network (ISDN) terminal access to voice messaging applications; however, if a user’s ISDN terminal or
switching equipment has the capability for full simulation of DTMF tones after call connection, the user
interface specified in this International Standard will operate a conforming voice messaging system.

Figure 1 shows a taxonomy of telephone-based services, with shaded boxes indicating the services within
the scope of this International Standard:

Telephone-Based Services
. . Database
Access Messaging Transaction Info Retrieval
Automatic altemate billing Bank by phone Account status
system (AABS) Benefits Benefits
Automated attendant Reservations Case status
Connection services Service registrations Crossword puzzie
Custom call services Stock trading clues
(CCs) Other Transcription services Financial
Custom local area H E| | Trouble reporting information
signaling services Messagin Health
(CLASS) Facsimile Movie info
Directory assistance with Paging Museum info
call completion Text News
Teleconference Telephone Person locator
device for Sports
Train schedules
Weather
Notes:

The scope of this standard is shown by the shaded areas.
Database Info Retrieval: Read-only access to stored/presented information.
Transaction: Read/write access to a database or a service.

Figure 1 — Taxonomy of telephone-based services
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Figure 2 shows a user/system model of the scope of this International Standard:

Subscriber to
<> VMa & VMB

Applications

Call Answering
Voice Mail
Voice Message Delivery

Voice Bulletin Board Subscriber to

0 g VMa

VMaA
G Subscriber to
(<> g VMs

X Non-Subscriber
VMs AL > (Without DTMF)

Legend B <D Non-Subscriber
= g. (With DTMF)

VM A: Voice Messaging Center A
M B: Voice Messaging Center B

DTMF: Dual Tone Multi-Frequency

Figure 2 — The user/system model of this International Standard

2 Conformance

The user interface to a conforming voice messaging system shall conform to clause 5. Additionally, the user
interface to a conforming call answering application shall conform to clause 6; the user interface to a
conforming voice mail application shall conform to clause 7; the user interface to a conforming voice
bulletin board application shall conform to clause 8; and the user interface to a conforming voice message
delivery application shall conform to clause 9. The only requirement for conformance with respect to callers
using non-DTMF telephones is as specified in 6.1.

A conforming system may also provide one or more additional, alternative user interfaces which are
inconsistent with any or all of clauses 5, 7, 8, and 9, but only to logged-in subscribers who have chosen that
alternative interface. The interface specified in this International Standard shall be the default
configuration of the system when supplied.

A voice messaging system in which the call answering application conforms to clauses 5 & 6, but in which
the other voice messaging applications covered by the scope of this International Standard do not conform
may be described as having a conforming call answering application.

Throughout clauses 5, 6, 7, 8, and 9, the following conventions are used to indicate levels of conformance
required of compliant systems:

Mandatory/reserved: Conforming systems shall have this function/feature and the function/feature
shall be accessible in (at least) the way specified.

Optional/reserved: Conforming systems may or may not have this function/feature. If the
function/feature is offered, it shall be accessible in (at least) the way specified. If
the function/feature is not offered the access mechanism specified shall not be
used to access any other function/feature.
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Optional/not reserved: Conforming systems may or may not have this function/feature. If the
function/feature is offered in the system state and menu level concerned, it shall
be accessible in (at least) the way specified at the menu concerned. If the
function/feature is not offered, the access mechanism may be used to access
another function/feature.

NOTE In describing the effect of key-presses in a conforming interface, this International Standard uses a simple declarative mode
(e.g. “the play command causes playback.....”). The normative content of the standard is carried by the specification of
“mandatory/reserved”, “optional/reserved” and “optional/not reserved” in the associated table. Where the effect of user input is not
specified, a conforming system may assign any effect to that user input, including an effect which is also available through a
standard-specified means. For example, the help function as specified in this document on the control menu could additionally be
presented as an option in other menus within that application.

3 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions of
this International Standard. At the time of publication, the editions indicated were valid. All standards are
subject to revision, and parties to agreements based on this International Standard are encouraged to
investigate the possibility of applying the most recent editions of the standards indicated below. Members
of IEC and ISO maintain registers of currently valid International Standards.

CCITT Volume VI: General recommendations on telephone switching and signaling, Recommendation
Q.23: Technical features of push-button telephone sets (1988).

ITU-T: The telephone network and ISDN operation, numbering, routing and mobile service,
Recommendation E.161: Arrangement of digits, letters and symbols on telephones and other devices that can
be used for gaining access to a telephone network (1993).

4 Definitions

For the purpose of this International Standard the following definitions apply:

4.1
administration

voice messaging system functions concerned with the establishment and management of voice mailboxes on
a system-wide basis, the configuration of the system, and the definition of system-wide and initial default
individual parameters

4.2
administrator

a person charged with the administration of a voice messaging system

4.3
call answering

that segment of a voice messaging system concerned with accepting incoming calls and allowing the caller
to leave a message in a voice mailbox

4.4
caller

a voice messaging system user who accesses the system and is provided with a capability to send, leave, or
record voice messages. A caller need not be a subscriber. Callers may enter the system either through the
call answering facility or by direct connection to the voice mail application

4.5
cancel

clear the current (i.e. not yet delimited) DTMF or voice input. Typically, the system will indicate the
cancellation and reprompt for continuing

4.6
control menu

a menu of control functions accessible from any state in the system. This menu is presented when the user
presses the * key in any context other than the control menu itself
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4.7
data entry

numeric DTMF input that the system does not interpret as commands
4.8

delimit

indicate or cause completion of an input

4.9
dial-ahead

the ability to enter DTMF input before the system has requested it. It is commonly used for rapid entry of
data or a series of menu choices. In dial-ahead, a user enters a key-press or key-presses in advance of the
associated prompt(s) and the output of these further prompt(s) associated with the input key-press(es) is
suppressed

NOTE this term may also be referred to as key-ahead, or type-ahead.

4.10

dial-through

the interruption of system output with DTMF input acted on just as if it had been entered at the end of
system output

NOTE this term may also be referred to as key-through or cut-through.

4.11

direct messaging

the capability for a voice messaging system to allow a user (either subscriber or non-subscriber) to leave a
message for a subscriber without using the call-answering facility or the send facility

4.12
DTMF

dual tone multi-frequency encoding of key press input. The definition of the encoding employed may be
found in CCITT Volume VI, Q.23

4.13
DTMF device

a device through which a user can generate (or, in the case of equipment such as digital telephones,
duplicate the effect of) the DTMF tones associated with the keys 0-9, * and #. This device is typically a
DTMF-telephone but may also be a tone generator, a digital telephone used to invoke DTMF signals from
a telephone switch, or a digital telephone

4.14
feedback

information supplied by the system to indicate that user actions have had their intended effects, or have
had unintended effects. Typically, feedback consists of a new prompt or message indicating that an action
has had its intended effect, but feedback also includes error indications and tones

4.15
forced disconnect

a user request to a voice messaging system for the system to disconnect from the call

4.16
header

system supplied information associated with an individual message. This may include date, time, source
and status information such as urgency and privacy

4.17
help

information provided, either automatically or upon request, to inform users of their available prompted and
unprompted choices, and of their current place in the system
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4.18
inter-key time-out

the interval within which two DTMF signals must be input to be considered part of a single string

4.19
interactive voice response

a telephone-based system or service where users enter information and make menu selections using DTMF
devices, and receive information via system prompts

4.20

interruptibility

susceptibility of system output to dial-through

4.21

key-press

the noun associated with the verb press

4.22
mailbox access

a procedure required to gain access to the facilities of a voice messaging system for subscribers. Mailbox
access typically involves use of a security code and of some form of user identification, but either or both of
these may be available to the voice messaging system through other means than user input

4.23
main menu

the menu typically presented after a subscriber has accessed a voice messaging system

4.24
mandatory [feature/function]

a feature/function required by this International Standard

4.25
menu

the presentation to the user of a list of possible actions. A menu typically consists of a set of prompts each
describing an available function and the user action necessary to invoke that function

4.26
message

auditory data placed in a voice mailbox. Messages may be left by callers, subscribers, systems, or system
administrators

4.27
message originator

a voice messaging system user who sends messages. A message originator need not be the speaker of the
original voice data

4.28
message recipient

a voice messaging system user who receives messages

4.29
non-reserved [feature/function]

the key assigned to this standard function in the given state may be used for other function(s) if the
standard function is not provided at the given state

4.30
non-subscriber

a user of a voice messaging system who is not acting as a subscriber
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4.31
not specified

used 1n user action/effect tables to indicate that the effect of that action in the associated context is not
addressed by this International Standard

4.32
optional [feature/function]

a conforming system 1is not required to have this feature/function

4.33
press

the verb used to describe the user action that generates DTMF tones
4.34
prompt

auditory system output providing instructions or guidance to the users. Prompts consist of recorded or
synthesised voice and/or tones

4.35
record tone

a tone output by a voice messaging system when it expects a user to record voice input. A record tone is a
type of prompt

4.36

reserved key

in the given context, available for use only for the purpose specified in this International Standard

4.37
security code

data that authorises access to a specific voice mailbox or user function. May also be known as password,
passcode, personal identification number, etc.

4.38
subscriber

a voice messaging system user who usually has the capability to originate and receive voice messages and
to manage the stored voice data

4.39
system

a voice messaging system. Note: In this International Standard, the word “system” used alone refers to a
voice messaging system.

4.40
time-out

(1) An interval of no user input that causes the system to change state. (2) The state change resulting from
such an interval. For example, a time-out during numeric input may be interpreted as end-of-string and
cause the system to change from numeric input state to command state or some appropriate action state

4.41
user-configurable

of an option, able to be set by an individual user, or by an administrator on his/her behalf

4.42
user identification (user ID)

data that identify a subscriber to a voice messaging system

4.43
voice input

auditory input by a user
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