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National foreword

This British Standard reproduces verbatim ISO/IEC 15054:1997 and 
implements it as the UK national standard.
The UK participation in its preparation was entrusted to Technical Committee 
IST/6, Data communications, which has the responsibility to:

— aid enquirers to understand the text;
— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the UK 
interests informed;
— monitor related international and European developments and 
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on 
request to its secretary.
From 1 January 1997, all IEC publications have the number 60000 added to 
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1. 
For a period of time during the change over from one numbering system to the 
other, publications may contain identifiers from both systems.
Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Standards 
Catalogue under the section entitled “International Standards Correspondence 
Index”, or by using the “Find” facility of the BSI Standards Electronic 
Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the ISO/IEC title page, pages ii to iv, pages 1 to 31 and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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Foreword

ISO (the International Organization for Standardization) and IEC (the 
International Electrotechnical Commission) form the specialized system for 
worldwide standardization. National bodies that are members of ISO or IEC 
participate in the development of International Standards through technical 
committees established by the respective organization to deal with particular 
fields of technical activity. ISO and IEC technical committees collaborate in fields 
of mutual interest. Other international organizations, governmental and 
non-governmental, in liaison with ISO and IEC, also take part in the work.
In the field of information technology, ISO and IEC have established a joint 
technical committee, ISO/IEC JTC 1. Draft International Standards adopted by 
the joint technical committee are circulated to national bodies for voting. 
Publication as an International Standard requires approval by at least 75 % of the 
national bodies casting a vote.
International Standard ISO/IEC 15054 was prepared by ECMA (as ECMA-221) 
and was adopted, under a special “fast-track procedure”, by Joint Technical 
Committee ISO/IEC JTC 1, Information technology, in parallel with its approval 
by national bodies of ISO and IEC.
Annex A forms an integral part of this International Standard. Annex B, Annex C 
and Annex D are for information only.
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Introduction
This International Standard is one of a series of 
standards defining services and signalling protocols 
applicable to Private Integrated Services Networks. 
The series uses the ISDN concepts as developed by 
ITU-T (formerly CCITT) and is also within the 
framework of standards for open systems 
interconnection as defined by ISO.
This International Standard specifies the signalling 
protocol for use at the Q reference point in support 
of the Call Interception additional network feature.
The International Standard is based upon the 
practical experience of ECMA member companies 
and the results of their active and continuous 
participation in the work of ISO/IEC JTC 1, ITU-T, 
ETSI and other international and national 
standardization bodies. It has been produced under 
ETSI work item DE/ECMA-00103. It represents a 
pragmatic and widely based consensus.

1 Scope
This International Standard specifies the signalling 
protocol for the support of the additional network 
feature Call Interception (ANF-CINT) at the Q 
reference point between Private Integrated Services 
Network Exchanges (PINX) connected together 
within a Private Integrated Services Network 
(PISN).
ANF-CINT is an additional network feature which 
enables calls that cannot be completed due to 
certain conditions to be redirected to a 
predetermined intercepted-to user.
The Q reference point is defined in 
ISO/IEC 11579-1.
Service specifications are produced in three stages 
and according to the method specified in CCITT 
Recommendation I.130. This International 
Standard contains the stage 3 specification for the Q 
reference point and satisfies the requirements 
identified by the stage 1 and stage 2 specifications 
in ISO/IEC 15053.
The signalling protocol for ANF-CINT operates on 
top of the signalling protocol for basic circuit 
switched call control, as specified in ISO/IEC 11572, 
and uses certain aspects of the generic procedures 
for the control of supplementary services specified 
in ISO/IEC 11582.
This International Standard also specifies 
additional signalling protocol requirements for the 
support of interactions at the Q reference point 
between ANF-CINT and other supplementary 
services and ANFs.
NOTE Additional interactions that have no impact on the 
signalling protocol at the Q reference point can be found in the 
relevant stage 1 specifications.

This International Standard is applicable to PINXs 
which can interconnect to form a PISN.

2 Conformance
In order to conform to this International Standard, 
a PINX shall satisfy the requirements identified in 
the Protocol Implementation Conformance 
Statement (PICS) proforma in Annex A.
Conformance to this International Standard 
includes conforming to those clauses that specify 
protocol interactions between ANF-CINT and other 
supplementary services and ANFs for which 
signalling protocols at the Q reference point are 
supported in accordance with the stage 3 standards 
concerned.

3 Normative references
The following standards contain provisions which, 
through reference in this text, constitute provisions 
of this International Standard. At the time of 
publication, the editions indicated were valid. All 
standards are subject to revision, and parties to 
agreements based on this International Standard 
are encouraged to investigate the possibility of 
applying the most recent editions of the standards 
indicated below. Members of IEC and ISO maintain 
registers of currently valid International Standards.
ISO/IEC 11572:1997, Information technology — 
Telecommunications and information exchange 
between systems — Private Integrated Services 
Network — Circuit mode bearer services — 
Inter-exchange signalling procedures and protocol. 
ISO/IEC 11574:1994, Information technology — 
Telecommunications and information exchange 
between systems — Private Integrated Services 
Network — Circuit-mode 64 kbit/s bearer services — 
Service description, functional capabilities and 
information flows. 
ISO/IEC 11579-1:1994, Information technology — 
Telecommunications and information exchange 
between systems — Private Integrated Services 
Network — Part 1: Reference configuration for PISN 
Exchanges (PINX). 
ISO/IEC 11582:1995, Information technology — 
Telecommunications and information exchange 
between systems — Private Integrated Services 
Network — Generic functional protocol for the 
support of supplementary services — Inter-exchange 
signalling procedures and protocol. 
ISO/IEC 13868:1995, Information technology — 
Telecommunications and information exchange 
between systems — Private Integrated Services 
Network — Inter-exchange signalling protocol — 
Name identification supplementary services. 
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ISO/IEC 13869:1995, Information technology — 
Telecommunications and information exchange 
between systems — Private Integrated Services 
Network — Inter-exchange signalling protocol — 
Call transfer supplementary service. 
ISO/IEC 13870:1995, Information technology — 
Telecommunications and information exchange 
between systems — Private Integrated Services 
Network — Inter-exchange signalling protocol — 
Call completion supplementary services. 
ISO/IEC 13873:1995, Information technology — 
Telecommunications and information exchange 
between systems — Private Integrated Services 
Network — Inter-exchange signalling protocol — 
Call diversion supplementary services.. 
ISO/IEC 15050:1997, Information technology — 
Telecommunications and information exchange 
between systems — Private Integrated Services 
Network — Inter-exchange signalling protocol — 
Advice of charge supplementary services. 
ISO/IEC 15052:1997, Information technology — 
Telecommunications and information exchange 
between systems — Private Integrated Services 
Network — Inter-exchange signalling protocol — 
Recall supplementary service. 
CCITT Rec. I.112:1988, Vocabulary of terms for 
ISDNs. 
CCITT Rec. I.130:1988, Method for the 
characterization of telecommunication services 
supported by an ISDN and network capabilities of 
an ISDN. 
CCITT Rec. I.210:1988, Principles of 
telecommunication services supported by an ISDN 
and the means to describe them. 
CCITT Rec. Z.100:1988, Specification and 
description language. 

4 Definitions
For the purposes of this International Standard, the 
following definitions apply.

4.1 External definitions

This International Standard uses the following 
terms defined in other documents:

4.2 Other definitions

forward switching

network routeing algorithm which performs the 
interception by joining together the first connection 
from the calling user to the Intercepting PINX and 
the new connection from the Intercepting PINX to 
the intercepted-to user

intercepting PINX

the PINX where the interception is invoked

intercepted-to PINX

the PINX serving the intercepted-to user

intercepted-to user

the user to whom the intercepted call is directed

— Application Protocol 
Data Unit (APDU)

(ISO/IEC 11582)

— Basic Service (CCITT Rec. I.210)

— Call, Basic Call (ISO/IEC 11582)

— End PINX (ISO/IEC 11582)

— Incoming Gateway PINX (ISO/IEC 11572)

— Outgoing Gateway PINX (ISO/IEC 11572)

— Originating PINX (ISO/IEC 11572)

— Preceding PINX (ISO/IEC 11572)

— Private Integrated 
Services Network (PISN) (ISO/IEC 11579-1)

— Private Integrated 
Services Network 
Exchange (PINX) (ISO/IEC 11579-1)

— Signalling (CCITT Rec. I.112)

— Subsequent PINX (ISO/IEC 11572)

— Supplementary Service (CCITT Rec. I.210)

— Supplementary Service 
Control Entity (ISO/IEC 11582)

— Terminating PINX (ISO/IEC 11572)

— Transit PINX (ISO/IEC 11572)

— User (ISO/IEC 11574)

Full document details: BS ISO/IEC 15054:1997

http://www.avadocuments.com/doc/bs-iso-iec-15054-1997
http://www.avadocuments.com/doc/bs-iso-iec-15054-1997


BS ISO/IEC 15054:1997

© BSI 05-1999 3

interception immediate

the redirection of a call to an alternative destination 
as a result of detecting a call failure condition that 
prevents the call reaching an alerting or waiting on 
busy state

interception delayed

the redirection of a call to an alternative destination 
as a result of remaining too long in an alerting or 
waiting on busy state

call failure

in the context of a particular PINX, the inability to 
route a call or, having routed a call, the receipt of a 
call clearing message from the Subsequent PINX 
without the call having reached an alerting or 
waiting on busy state

waiting on busy

a call state in which a call is awaiting answer at a 
user that is busy on another call
NOTE This can arise, for example, as a result of the use of 
supplementary service Call Offer (SS-CO) during call 
establishment. A call that is waiting on busy can be transferred.

5 List of acronyms

6 Signalling protocol for the support of 
ANF-CINT
6.1 ANF-CINT description

ANF-CINT is invoked for an unanswered or 
unsuccessful call, allowing the call to be routed to a 
special destination in the PISN. The special 
destination may be dependant of the interception 
cause.

The conditions leading to invocation of ANF-CINT 
are considered as implementation options. 
Examples of factors that can be taken in to account 
are:

— the source of the call (e.g. the geographic 
location of the calling user, the network from 
which the call has entered the PISN);
— the particular interception cause;
— the type of connection (e.g. the originating user 
is an attendant);
— the call destination;
— time of the day.

6.2 ANF-CINT operational requirements

6.2.1 Requirements on an Originating PINX

Call establishment procedures for the outgoing side 
of an inter-PINX link and call release procedures, as 
specified in ISO/IEC 11572, shall apply.
Generic procedures for the call-related control of 
supplementary services, as specified in 
ISO/IEC 11582 for an End PINX, shall apply.

6.2.2 Requirements on a Terminating PINX

Call establishment procedures for the incoming side 
of an inter-PINX link and call release procedures, as 
specified in ISO/IEC 11572, shall apply.
Generic procedures for the call-related control of 
supplementary services, as specified in 
ISO/IEC 11582 for an End PINX, shall apply.

6.2.3 Requirements on an Intercepted-to PINX

Call establishment procedures for the incoming side 
of an inter-PINX link and call release procedures, as 
specified in ISO/IEC 11572, shall apply.
Generic procedures for the call-related control of 
supplementary services, as specified in 
ISO/IEC 11582 for an End PINX, shall apply.

6.2.4 Requirements on a Transit PINX

Basic call procedures for call establishment and call 
clearing at a Transit PINX, as specified in 
ISO/IEC 11572, shall apply.
Generic procedures for the call-related control of 
supplementary services, as specified in 
ISO/IEC 11582 for a Transit PINX, shall apply.

6.2.5 Requirements on an Intercepting PINX

Call establishment procedures for the outgoing side 
of an inter-PINX link and call release procedures, as 
specified in ISO/IEC 11572, shall apply.
Generic procedures for the call-related control of 
supplementary services, as specified in 
ISO/IEC 11582 for an End PINX, shall apply.

ANF Additional Network Feature
APDU Application Protocol Data Unit
ASN.1 Abstract Syntax Notation no. 1
CINT Call Interception
ISDN Integrated Services Digital Network
NFE Network Facility Extension
PICS Protocol Implementation 

Conformance Statement
PINX Private Integrated Services Network 

Exchange
PISN Private Integrated Services Network
SDL Specification and Description 

Language
SS Supplementary Services
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Where, as a result of invocation of ANF-CINT, an 
Intercepting PINX can become a Transit PINX, 
generic procedures for the call-related control of 
supplementary services, as specified in 
ISO/IEC 11582 for a Transit PINX, shall apply.

6.3 ANF-CINT coding requirements

6.3.1 Operations

The operations defined in Abstract Syntax Notation 
number 1 (ASN.1) in Table 1 shall apply.
In addition the operation 
divertingLegInformation3, as defined in 
ISO/IEC 13873, shall apply.

Table 1 — Operations in Support of ANF-CINT

Call-Interception-Operations {iso (1) standard (0) pss1-cint (15054) cint-operations (0) }

DEFINITIONS EXPLICIT TAGS 4

BEGIN

IMPORTS OPERATION, ERROR FROM Remote-Operation-Notation
{joint-iso-ccitt (2) remote-operations (4) notation (0)}

Extension FROM Manufacturer-specific-service-extension-definition 
{iso (1) standard (0) pss1-generic-procedures (11582) msi-definition (0)}

PartyNumber, PresentedNumberUnscreened, PresentationAllowedIndicator
FROM Addressing-Data-Elements
{iso (1) standard (0) pss1-generic procedures (11582)
addressing-data-elements (9)}

Name FROM Name-Operations
{iso (1) standard (0) pss1-name (13868) name-operations (0)};

CintLegInformation14 OPERATION
-- Sent from the Intercepting PINX to the Originating PINX --

ARGUMENT CintInformation1Arg

CintLegInformation24 OPERATION
-- Sent from the Intercepting PINX to the Intercepted-to PINX --

ARGUMENT CintInformation2Arg

CintCondition4 OPERATION
-- Sent to a preceding PINX to indicate a condition for possible --
-- interception --

ARGUMENT CintCondArg
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