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National foreword

This British Standard reproduces verbatim ISO/IEC 2593:1993 and implements 
it as the UK national standard.
BS ISO/IEC 2593:1993 supersedes BS 6623-4:1986, which is withdrawn.
This British Standard is published under the direction of the Information 
Systems Technology Standards Policy Committee whose Technical Committee 
IST/6 has the responsibility to:

— aid enquirers to understand the text;
— present to the responsible international committee any enquiries on 
interpretation, or proposals for change, and keep UK interests informed;
— monitor related international and European developments and promulgate 
them in the UK.

NOTE International and European Standards, as well as overseas standards, are available from 
BSI Sales Department. BSI, Linford Wood, Milton Keynes, MK14 6LE.

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the ISO/IEC title page, pages ii to iv, pages 1 to 16 and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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Foreword

ISO (the International Organization for Standardization) and IEC 
(the International Electrotechnical Commission) form the specialized system for 
worldwide standardization. National bodies that are members of ISO or IEC 
participate in the development of International Standards through technical 
committees established by the respective organization to deal with particular 
fields of technical activity. ISO and IEC technical committees collaborate in 
fields of mutual interest. Other international organizations, governmental and 
non-governmental, in liaison with ISO and IEC, also take part in the work.
In the field of information technology, ISO and IEC have established a joint 
technical committee, ISO/IEC JTC 1. Draft International Standards adopted by 
the joint technical committee are circulated to national bodies for voting. 
Publication as an International Standard requires approval by at least 75 % of 
the national bodies casting a vote.
International Standard ISO/IEC 2593 was prepared by Joint Technical 
Committee ISO/IEC JTC 1, Information technology.
This third edition cancels and replaces the second edition (ISO 2593:1984), of 
which certain terms and definitions have been aligned with those used in IEC. 
In addition, an informative annex has been added which specifies passive 
adaptors for use by a DTE that has implemented the 34-pole connector for 
attachment to a DCE that has implemented the 37-pole rectangular ISO 4902 
connector or the 15-pole rectangular ISO 4903 connector instead.
Annex A forms an integral part of this International Standard. Annex B is for 
information only.
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