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National foreword

This British Standard reproduces verbatim ISO/TR 13989-2:2000 and
implements it as the UK national standard.

The UK participation in its preparation was entrusted to Technical Committee
MCE/5, Gears, which has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

The procedure described herein is widely used both during gear design to check
the possibility of scuffing, and for analysis of service failures where scuffing has
featured. The method is one of the most widely used and accepted for these
purposes. However, it is necessary to be aware that there are significant
instances of gear systems which have scuffed, and which have been
exhaustively investigated, where the method in this document has not yielded
either explanations or predictions of the events experienced. It is generally
accepted that scuffing remains a complex and not fully understood
phenomenon, and that the method described in this document can only
represent a contribution to scuffing analysis.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Standards Catalogue under the
section entitled “International Standards Correspondence Index”, or by using
the “Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the ISO/TR title
page, pages 11 to vi, pages 1 to 48, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

The main task of technical committees is to prepare International Standards, but in exceptional circumstances a
technical committee may propose the publication of a Technical Report of one of the following types:

— type 1, when the required support cannot be obtained for the publication of an International Standard, despite
repeated efforts;

— type 2, when the subject is still under technical development or where for any other reason there is the future
but not immediate possibility of an agreement on an International Standard;

— type 3, when a technical committee has collected data of a different kind from that which is normally published
as an International Standard ("state of the art", for example).

Technical Reports of types 1 and 2 are subject to review within three years of publication, to decide whether they
can be transformed into International Standards. Technical Reports of type 3 do not necessarily have to be
reviewed until the data they provide are considered to be no longer valid or useful.

Technical Reports are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Attention is drawn to the possibility that some of the elements of this part of ISO/TR 13989 may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO/TR 13989-2, which is a Technical Report of type 2, was prepared by Technical Committee ISO/TC 60, Gears,
Subcommittee SC 2, Gear capacity calculation.

This document is being issued in the Technical Report (type2) series of publications (according to
subclause G.3.2.2 of Part 1 of the ISO/IEC Directives, 1995) as a “prospective standard for provisional application”
in the field of scuffing load capacity of gears because there is an urgent need for guidance on how standards in this
field should be used to meet an identified need. In 1975, two methods to evaluate the risk of scuffing were
documented to be studied by ISO/TC 60. It was agreed that after a period of experience one method shall be selected.
Since the subject is still under technical development and there is a future possibility of an agreement on an
International Standard, the publication of a type 2 Technical Report was proposed.

This document is not to be regarded as an “International Standard”. It is proposed for provisional application so that
information and experience of its use in practice may be gathered. Comments on the content of this document
should be sent to the ISO Central Secretariat.

A review of this Technical Report (type 2) will be carried out not later than three years after its publication with the
options of: extension for another three years; conversion into an International Standard; or withdrawal.

ISO/TR 13989 consists of the following parts, under the general title Calculation of scuffing load capacity of
cylindrical, bevel and hypoid gears:

— Part 1: Flash temperature method

— Part 2: Integral temperature method

Annexes A and B of this part of ISO/TR 13989 are for information only.
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Introduction

This part of ISO/TR 13989 describes the surface damage "warm scuffing" for cylindrical (spur and helical), bevel
and hypoid gears for generally used gear materials and different heat treatments. "Warm scuffing" is characterized
by typical scuffing and scoring marks, which can lead to increasing power loss, dynamic load, noise and wear. For
"cold scuffing", in general associated with low temperature and low speed, under approximately 4 m/s, and
through-hardened, heavily loaded gears, the equations are not suitable.

There is a particularly severe form of gear tooth surface damage in which seizure or welding together of areas of
tooth surfaces occurs, due to absence or breakdown of a lubricant film between the contacting tooth flanks of
mating gears, caused by high temperature and high pressure. This form of damage is termed "scuffing" and most
relevant when surface velocities are high. Scuffing may also occur for relatively low sliding velocities when tooth
surface pressures are high enough, either generally or, because of uneven surface geometry and loading, in
discrete areas.

Risk of scuffing damage varies with the properties of gear materials, the lubricant used, the surface roughness of
tooth flanks, the sliding velocities and the load. Excessive aeration or the presence of contaminants in the lubricant
such as metal particles in suspension, also increase the risk of scuffing damage. Consequences of the scuffing of
high speed gears include a tendency to high levels of dynamic loading due to increase of vibration, which usually
leads to further damage by scuffing, pitting or tooth breakage.

High surface temperatures due to high surface pressures and sliding velocities can initiate the breakdown of
lubricant films. On the basis of this hypothesis two approaches to relate temperature to lubricant film breakdown
are presented:

— the flash temperature method (presented in JSO/TR 13989-1), based on contact temperatures which vary
along the path of contact;

— the integral temperature method (presented in this part of ISO/TR 13989), based on the weighted average of
the contact temperatures along the path of contact.

The integral temperature method is based on the assumption that scuffing is likely to occur when the mean value of
the contact temperature (integral temperature) is equal to or exceeds a corresponding critical value. The risk of
scuffing of an actual gear unit can be predicted by comparing the integral temperature with the critical value,
derived from a gear test for scuffing resistance of lubricants. The calculation method takes account of all significant
influence parameters, i.e. the lubricant (mineral oil with and without EP-additives, synthetic oils), the surface
roughness, the sliding velocities, the load, etc.

In order to ensure that all types of scuffing and comparable forms of surface damage due to the complex
relationships between hydrodynamical, thermodynamical and chemical phenomena are dealt with, further methods
of assessment may be necessary. The development of such methods is the objective of ongoing research.
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TECHNICAL REPORT ISO/TR 13989-2:2000(E)

Calculation of scuffing load capacity of cylindrical, bevel and
hypoid gears —

Part 2:
Integral temperature method

1 Scope

This part of ISO/TR 13989 specifies the integral temperature method for calculating the scuffing load capacity of
cylindrical, bevel and hypoid gears.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO/TR 13989. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this part of ISO/TR 13989 are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of ISO and IEC
maintain registers of currently valid International Standards.

SO 53:1998, Cylindrical gears for general and heavy engineering — Standard basic rack tooth profile.

ISO 1122-1:1998, Vocabulary of gear terms — Part 1: Definitions related to geometry.

ISO 1328-1:1995, Cylindrical gears — ISO system of accuracy — Part 1: Definitions and allowable values of
deviations relevant to corresponding flanks of gear teeth.

ISO 6336-1:1996, Calculation of load capacity of spur and helical gears — Part 1: Basic principles, introduction and
general influence factors.

SO 10300-1:—"), Calculation of load capacity of bevel gears — Part 1: Introduction and general influence factors.

3 Terms, definitions, symbols and units

3.1 Terms and definitions

For the purposes of this part of ISO/TR 13989, the terms and definitions given in |SO 1122-1| apply.

3.2 Symbols and units

The symbols used in this part of ISO/TR 13989 are given in Table 1.

1) To be published.
Documents

Document Sharing I-!|ub

Full document details: BS ISO/TR 13989-2:2000


http://dx.doi.org/10.3403/01494562
http://dx.doi.org/10.3403/01452597
http://dx.doi.org/10.3403/01146200
http://dx.doi.org/10.3403/01764632
http://dx.doi.org/10.3403/02375124U
http://dx.doi.org/10.3403/01452597U
http://www.avadocuments.com/doc/bs-iso-tr-13989-2-2000
http://www.avadocuments.com/doc/bs-iso-tr-13989-2-2000

ISO/TR 13989-2:2000(E)

Table 1 — Symbols and units

Symbol Description Unit Reference
a centre distance mm —
ay virtual centre distance of virtual cylindrical gear mm
b face width, smaller value of pinion or wheel mm —
beB effective facewidth for scuffing mm Eq. (46)
cy specific heat capacity per unit volume N/(mm?-K) —
¢ single stiffness N/(mm-um)
¢ mesh stiffness N/(mm-pm)
d reference circle diameter mm —
dNa effective tip diameter mm —
dg tip diameter mm Eqg. (69)
dp base diameter mm Eqg. (70)
dm diameter at mid-facewidth mm —
dg reference circle of virtual crossed axes helical gear mm Eq. (68)
dy reference diameter of virtual cylindrical gear mm
dya tip diameter of virtual cylindrical gear mm
dyo base diameter of virtual cylindrical gear mm
gani,2 |recess path of contact of pinion, wheel mm Egs. (90), (91)
8fn1,2 approach path of contact of pinion, wheel mm Egs. (90), (91)
g sliding factor — Eq. (62)
ham addendum at mid-facewidth of hypoid gear mm —
m module mm —
Mmn normal module of hypoid gear at mid-facewidth mm —
Mgn normal module of virtual crossed axes helical gear mm Eq. (73)
np number of meshing gears — —
Den normal base pitch mm Eq. (74)
u gear ratio — —
Uy gear ratio of virtual cylindrical gear —
v reference line velocity m/s —
Vt1.2 tangential velocity of pinion, wheel of hypoid gear m/s Egs. (77), (78)
Vg1 maximum sliding velocity at tip of pinion m/s Eq. (83)
Vgs sliding velocity at pitch point m/s Eqg. (82)
Vg1,2 sliding velocity m/s Eqgs. (84), (85)
Vgad sliding velocity m/s Eq. (87)
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Table 1 (continued)

ISO/TR 13989-2:2000(E)

Symbol Description Unit Reference
Vgp1 sliding velocity m/s Eq. (88)
Vmt tangential speed at reference cone at mid-facewidth of m/s —
bevel gear
VsC sums of tangential speeds at pitch point m/s Egs. (2), (47), (81)
Vss tangential speed m/s Eq. (79)
Vsh tangential speed m/s Eqg. (80)
WBt specific tooth load, scuffing N/mm Eq. (4)
z number of teeth — —
2y number of teeth of virtual cylindrical gear —
B thermal contact coefficient N/(mm-s"?-K) Eq. (12)
C1,C2,Coy | weighting factors — —
Cy nominal tip relief pm —
Coff effective tip relief pm Egs. (37), (38), (49)
E module of elasticity (Young's modulus) N/mm? —
Fmt nominal tangential load at reference cone at mid-facewidth N —
Fn normal tooth load N Eqg. (51)
Fy nominal tangential load at reference circle N —
Ka application factor —
Ky dynamic factor —
KBy = Kn,, transverse load factor (scuffing) — 6.2.4,1SO 6336-1|,
SO 10300-1
Ksp | =Ky face load factor (scuffing) —
ISO 10300-1, 6.2.4,
Egs. (52), (53)
Kpy helical load factor (scuffing) — Eq. (5), 6.2.4,6.3.5
Kpppe | bearing factor — 6.3.3
Kno  |transverse load factor —
SO 10300-1
Kngp face load factor — SO 6336-1
Kyppe | bearing factor —
L contact parameter — Eqg. (55)
Ra arithmetic mean roughness pum Eq. (6)
Sints scuffing safety factor — Eq. (14)
Ssmin minimum required scuffing safety factor — —
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Table 1 (continued)

Symbol Description Unit Reference
T4 torque of the pinion Nm —
TiT scuffing torque of test pinion Nm Eq. (96)
XBE geometry factor at pinion tooth tip — Eqg. (22)
XE run-in factor — Eqg. (8)
Xca tip relief factor — Eq. (32)
Xg geometry factor of hypoid gears — Eqg. (54)
XL lubricant factor — 5.1
XM thermal flash factor — Eq. (9)
Xq approach factor — Egs. (25), (26), (27)
XR roughness factor — Eq. (7)
Xs lubrication factor — 6.1.5.3
Xw welding factor of executed gear — Table 3
XwT welding factor of test gear — 6.4.2
XwrelT | relative welding factor — Eq. (102)
Xmp | contact factor — Eq. (21)
Xop  |pressure angle factor — Egs. (13), (48)
X contact ratio factor — Egs. (39) to (44)
o pressure angle ° —
Chnn normal pressure angle at mid-facewidth of hypoid gear ° —
o normal pressure angle ° —
Osn normal pressure angle of crossed axes helical gear ° Eq. (64)
Ot transverse pressure angle of crossed axes helical gear ° Eq. (66)
o transverse pressure angle ° —
o transverse working pressure angle ° —
ot transverse pressure angle of virtual cylindrical gear °
oy arbitrary angle ° Figure 2
B helix angle ° —
B helix angle at base circle ° Eas. (67), (71)
P helix angle at reference cone at mid-facewidth of hypoid ° —
gear
A helix angle of virtual crossed axes helical gear ° Eqg. (63)
y auxiliary angle ° Eq. (86)
reference cone angle ° —
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Table 1 (continued)

ISO/TR 13989-2:2000(E)

Full document details: BS ISO/TR 13989-2:2000

Symbol Description Unit Reference
& recess contact ratio — Egs. (28), (29)
& approach contact ratio — Egs. (28), (29)
& contact ratio in normal section of virtual crossed axes — Egs. (92), (93)
helical gear
& addendum contact ratio of the pinion — Eqg. (30)
& addendum contact ratio of the wheel — Eqg. (31)
& contact ratio — Eq. (45)
S transverse contact ratio of virtual cylindrical gear —
& tip contact ratio of virtual cylindrical pinion —
&2 tip contact ratio of virtual cylindrical wheel —
& Hertzian auxiliary coefficient — Figure 7, Egs. (57), (59)
HmG mean coefficient of friction — Egs. (1), (1a)
oil dynamic viscosity at oil temperature mPa-s —
M heat conductivity N/(s-K) —
v Poisson's ratio — —
Va0 kinematic viscosity of the oil at 40 °C mm?/s; cSt —
PE12 radius of curvature at tip of the pinion, wheel mm Egs. (23), (24)
oCn relative radius of curvature at pitch point in normal section mm Eq. (76)
Pni2 radius of curvature at pitch point in normal section mm Eq. (75)
PredC relative radius of curvature at pitch point mm Eqg. (3)
n Hertzian auxiliary coefficient — Figure 7, Egs. (58), (60)
9 Hertzian auxiliary angle ° Egs. (56) to (60)
HaE flash temperature at pinion tooth tip when load sharing is K Eqg. (19)
neglected
Haint mean flash temperature K Eqg. (18)
Snainth | mean flash temperature of hypoid gear K Eq. (50)
Gnt integral temperature K Eq. (17)
GintP permissible integral temperature K Eqg. (16)
Gnts scuffing integral temperature (allowable integral K Eq. (94)
temperature)
SnaintT | mean flash temperature of the test gear K Eags. (96), (99), (101)
Dol oil sump or spray temperature °C —
Im-c bulk temperature °C Eq. (20)
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Table 1 (concluded)

Symbol Description Unit Reference
IMT test bulk temperature °C Egs. (95), (98), (100)
) axle angle of virtual crossed axes helical gear ° Eq. (72)
z axle angle of virtual crossed axes helical gear ° Eq. (65)
D run-in grade — 5.2
r parameter on the line of action — Eqg. (10)
Subscripts:
1 pinion
2 wheel
a tip diameter of the virtual gear
b base circle of the virtual gear
m  mid-facewidth of bevel or hypoid gears
n normal section
s virtual crossed axes helical gear
t  tangential direction
T testgear

4 Field of application

The calculation methods are based on results of the rig testing of gears run at pitch line velocities less than 80 m/s.
The equations can be used for gears which run at higher speeds, but with increasing uncertainty as speed
increases. The uncertainty concerns the estimation of bulk temperature, coefficient of friction, allowable
temperatures, etc. as speeds exceed the range with experimental background.

4.1 Scuffing damage

When once initiated, scuffing damage can lead to gross degradation of tooth flank surfaces, with increase of: power
loss, dynamic loading, noise and wear. It can also lead to tooth breakage if the severity of the operating conditions
is not reduced. In the event of scuffing due to an instantaneous overload, followed immediately by a reduction of
load, e.g. by load redistribution, the tooth flanks may self-heal by smoothing themselves to some extent. Even so,
the residual damage will continue to be a cause of increased power loss, dynamic loading and noise.

In most cases, the resistance of gears to scuffing can be improved by using a lubricant with enhanced E.P.
(extreme pressure) properties. It is important however, to be aware that some disadvantages attend the use of E.P.
oils — corrosion of copper, embrittiement of elastomers, lack of world-wide availability, etc. These disadvantages
are to be taken into consideration if optimum lubricant choice is to be made, which means: as few additives as
possible, but as many as necessary.

Due to continuous variation of different parameters, the complexity of the chemical properties and the thermo-
hydro-elastic processes in the instantaneous contact area, some scatter in the calculated assessments of
probability of scuffing risk is to be expected.

In contrast to the relatively long time of development of fatigue damage, one single momentary overload can initiate
scuffing damage of such severity that affected gears may no longer be used. This should be carefully considered
when choosing an adequate safety factor for gears, especially for gears required to operate at high circumferential
velocities.
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4.2 Integral temperature criterion

This approach to the evaluation of the probability of scuffing is based on the assumption that scuffing is likely to
occur when the mean value of the contact temperatures along the path of contact is equal to or exceeds a
corresponding "critical value" . In the method presented herein, the sum of the bulk temperature and the weighted
mean of the integrated values of flash temperatures along the path of contact is the "integral temperature". The
bulk temperature is estimated as described under 6.1.5 and the mean value of the flash temperature is
approximated by substituting mean values of the coefficient of friction, the dynamic loading, etc., along the path of
contact. A weighting factor is introduced accounting for possible different influences of a real bulk temperature
value and a mathematically integrated mean flash temperature value on the scuffing phenomenon.

The probability of scuffing is assessed by comparing the integral temperature with a corresponding critical value
derived from the gear testing of lubricants for scuffing resistance (e.g. different FZG test procedures, the IAE and
the Ryder gear tests), or from gears which have scuffed in service.

5 Influence factors

5.1 Mean coefficient of friction ¢

The actual coefficient of friction between the tooth flanks is an instantaneous and local value which depends on
several properties of the oil, surface roughness, lay of the surface irregularities such as those left by machining,
properties of the tooth flank materials, tangential velocities, forces at the surfaces and the dimensions. Assessment
of the instantaneous coefficient of friction is difficult since there is no method currently available for its
measurement.

The mean value for the coefficient of friction ync along the path of contact was derived from measurements [1] and
approximated by Equation (1). Although the local coefficient of friction is near to zero in the pitch point C, the mean
value can be approximated with the parameters at the pitch point and the oil viscosity 75j at oil temperature 9y
when introduced into Equation (1).
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W KB 0,2

t .

Hme =0,045-[—7 ) o 0% Xg - X 2) (1)
VsG  PredC

The coefficient of friction of the integral temperature method takes account of the size of the gear in a different way
as the coefficient of friction of the flash temperature method. Equation (1) for calculating the coefficient of friction
should not be applied outside the field of the part where it is presented, e.g. coefficient of friction for thermal rating.

The equation for the calculation of unc was derived from experiments in the following range of operating
conditions. Extrapolation may lead to deviations between the calculated and the real coefficient of friction.

1m/s <v<50m/s

At reference line velocities v lower than 1 m/s, higher coefficients of friction are expected. At reference line
velocities v higher than 50 m/s, the limiting value of vs¢ at v = 50 m/s has to be used in equation (1).

wgt = 150 N/mm

For lower values of the specific normal tooth load wg;, the limiting value wgi =150 N/mm has to be used in
Equation (1).

vso =2 v - taneg - cose (@)
u sinay’
9 T (14w " cospy
5
WBt=KA'Kv'KBB'KBa'; (4)

2) This formula for the coefficient of friction is derived from testing of gears with centre distance a = 100 mm.

0,2
F./b ’ |
lme = 0,048 (—b‘/ j Ao % Ra®® - x| (1a)
VsC * PredC
where
5 0,2
X_ =075 ( ] for polyglycols;
Vs¥C

XL =10 for mineral oils;
X =08 for polyalfaolefins;
X =15 for traction fluids;
XL =13 for phosphate esters.

Equation (1a) represents results of tests within a range of @ = 91,5 mm to 200 mm. The application of this equation makes it
necessary to adjust Figures 9, 10 and 11 for the scuffing temperature Jintg accordingly.
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Kp, is the helical load factor, scuffing takes account of increasing friction for increasing total contact ratio (see

Figure 1).
N3
1,35
/

1,25 v

1.2 //

1,15 /

11 /

1,05

1

1 1,5 2 2,5 3 3,5 L
Total confact ratio gy
Figure 1 — Helical load factor Kp,

Kgy=1 for £ <2
Key =1+02- (2, -2)-(5-¢,) for2 < <35 (5)
Kg, =13 for&,>3,5
Ra = 0,5 - (Raq + Ray) (6)

Raq, Ray are the tooth flank roughness values of pinion and wheel measured on the new flanks as manufactured
(e.g. reference test gear Ra values are = 0,35 um).

Xg = 2,2 * (Ralpregc)®2® (7)
where

X = 1,0 for mineral oils;

X = 0,8 for polyalfaolefins;

X = 0,7 for non water-soluble polyglycols;

X = 0,6 for water-soluble polyglycols;

X, = 1,5 for traction fluids;

X = 1,3 for phosphate esters.
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5.2 Run-in factor Xg

The present calculation methods presume that the gears are well run-in. In practice scuffing failure occurs very
often during the first few hours in service, e.g. in a full load test run, the acceptance run of vessels or when a new
set of gears is built into a production machinery when the gears are run under full load conditions before a proper
run-in. Investigations [1] show a 1/4 to 1/3 load carrying capacity of a newly manufactured gear flank as compared
to a properly run-in flank. This should be taken into account by a run-in factor Xg:

30 Ra
PredC

XE=1+(1—¢E)~ (8)

where

&= 1, full run-in (for carburized and ground gears full run-in can be assumed if Rayyn-in = 0,6 Ranew);

@ = 0, newly manufactured.

5.3 Thermal flash factor X)

The thermal flash factor Xpy accounts for the influence of the properties of pinion and gear materials on the flash
temperature.

Calculation of the thermal flash factor for an arbitrary point (index y) on the line of action (see Figure 2):

0,25

) Ja+1)+ 1—]
XM= ] 5 ] 5 . — (9)
—vi 1=
472 Bui-J(1+7)+B 1——
E, £, M1 y(1+77) + Bz ( u

a  Tip circle 1
b Tip circle 2

Figure 2 — Parameter /” on the line of action
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