
Full document 
BRITISH STANDARD AEROSPACE SERIES
This Standard is obsolescent.
See the BSI Catalogue for details.
BS L 163:1978
(Superseding BS 3L 72) 
Incorporating 
Amendment No. 1
Specification for

Sheet and strip of 
aluminium-coated 
aluminium-copper-
magnesium-silicon-
manganese alloy —

(Solution treated, cold worked for 
flattening and aged at room 
temperature) 
(Cu 4.4, Mg 0.5, Si 0.8, Mn 0.8)
ICS 49.025.20
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

details: BS L 163:1978

http://www.avadocuments.com/doc/bs-l-163-1978
http://www.avadocuments.com/doc/bs-l-163-1978


BS L 163:1978

F

This British Standard, having 
been prepared under the 
direction of the Aerospace 
Standards Committee, was 
published under the authority 
of the Executive Board 
on 30 November 1978

© BSI 5 April 2002
The following BSI references 
relate to the work on this 
standard:
Committee reference ACE/24
Draft for comment 76/76492 DC
ISBN 0 580 10353 6
ull document details: BS L 163:1978
Summary of pages

This document comprises a front cover, an inside front cover, pages 1 to 3 and 
a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.

Sidelining in this document indicates the most recent changes by amendment.
Amendments issued since publication

Amd. No. Date of issue Comments

13569 5 April 2002 Indicated by a sideline

http://www.avadocuments.com/doc/bs-l-163-1978
http://www.avadocuments.com/doc/bs-l-163-1978

