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NoTE.~—The Institution desires to call attention lo the fact that (s standard
is indended to include the technical provisions necessary for the supply of the material
herein referred to, but does not purport to cornprise all the nocessary provisions of a contract.

Writish Standards FInstitution

Incorporated by Ropal dharcrer.
ForMED i 1901 &S THE ENCINEERRING STANDARDS COMMITTER,
INCORPORATED 1N 1915 AS THE BrITISH ENGINEERING STANDARDPS ASSOUIATION

BRITISH STANDARD SPECIFIGATION
FOR AIRCRAFT MATERIAL

ALUMINIUM-COPPER-MAGNESIUM ALLOY WIRES
FOR RIVETS

(Cu. 2.2, Mg. 0.3)

1. Inspection and testing procedure.

1.1. This British Standard shall be used in conjunction with Sections One
and Twelve of British Standard L.100.

2. Quality of material.

2.1. The material shall be made irom aluminium complying with the
requirements of British Standards 1.31, L.48, .49, or from aluminium
alloy ingots complying with the requirements of British Standard 1..50
and alloying constituents, with or without approved scrap, at the
discretion of the manufacturer.

3. Chemical composition.

3.1. The chemical composition of the material shall be :

Copper not less than 15 or more than 3-0 per cent.
Magnesium not less than 0-2 or more than -5 per cent.
Silicon not more than 0-7 per cent.
Iron not more than 0-7 per cent.
Manganese not more than 0-3 per cent.

*Nickel not more than 0-2 per cent.

*Zinc not more than 0-1 per cent.

*Lead not more than 0-05 per cent.

*Tin not more than 0-05 per cent.

*Titanium not more than -3 per cent.
Aluminium the remainder.

* Subject 1o the discretion of the Inmspecting Authority, determination of these elements necd B made on a small

proportion only of the samples analysed

Price 2/6 net.
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