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Foreword

This British Standard has been prepared, under the authority of the Aerospace Industry Standards
Committee, to implement International Standard ISO 1950, ‘Identification of aircraft servicing, maintenance,
ground handling and safety/hazard points’, prepared by Technical Committee ISO/TC 20, Aircraft and Space
Vehicles, of the International Organization for Standardization.

The requirements agree substantially with those in ISO 1950, the main differences being the omission of the
symbol for oxygen connection (as it is not considered necessary in addition to the symbols given for oxygen
charging points) and the stipulation of a particular colour for the red parts of some of the symbols for servicing,
maintenance and ground handling points.

Because of the variations in the size and distribution of servicing points, the requirements of this
specification should be interpreted liberally.

This standard makes reference to the following British Standard :

BS 381C Colours for specific purposes.
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1. Scope

This British Standard specifies the symbols, and their positions and sizes, to be used for the marking of
servicing, maintenance, ground handling and safety/hazard points on aircraft, to enable them to be quickly
identified during intermediate stops on scheduled flights and during scheduled maintenance checks.
Requirements for warning markings, to prevent damage to equipment or injury to personnel, and for the
marking of hatches are also included.

NOTE. Emergency markings and the materials to be used for markings are outside the scope of this British Standard.

2. Servicing, maintenance, ground handling and safety/hazard points
2.1 Markings

2.1.1 Servicing, maintenance and ground handling points. Servicing, maintenance and ground handling points
shall be marked with the symbols described in table 1 and shown diagrammatically in figures 1 and 2, and,
where applicable, with the additional information shown in table 1.

The symbols shown in figure 1 shall be black on a white background or white on a black background.

The colour of the basic symbols shown in figure 2 shall be yellow and shall be a reasonable match with No. 356
(Golden yellow) as given in BS381C. The colour of the red superimposed symbols shown in figure 2 (e.g. in
symbol No. 2.21) shall be a reasonable match with No. 538 (Post Office red) as givenin BS 381C.

2.1.2 Safety/hazurd points. Safety/hazard points shall be marked in accordance with table 2.
Except where otherwise indicated in table 2, the markings shall be fluorescent red.

2.2 Position of markings. The markings shall be situated on the part concerned, orimmediately adjacent toit,
and on the access panel. When they are concealed, they shall be either accompanied or replaced by arrows
bearing the same symbol which will assist in locating the markings.

2.3 Size of markings

2.3.1 Thesize of the markings shall be commensurate with the distance from which they must be visible.

2.3.2 Thewarning symbol for explosive-actuated devices (see figure 3, symbol No. 3.1) shall be of the largest
practicable size up to 230 mm sides. Other symbols shall be approximately 100 mm in the longest dimension.

2.3.3 Unless otherwise specified, letters shall be 38 mm high.

3. Hatches

3.1 Ahatchgiving access to a servicing point shall be outlined by an unbroken or broken line in the
appropriate basic colour.

3.2 Ahatch or panel covering several points shall be marked with all the appropriate basic colours. Other
written markings may be added, but they shall not replace the individual identifications nor interfere with their
interpretation.
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