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National foreword

This British Standard has been prepared under the direction  referring to this standard, they should be read as ‘British
of the Aerospace Standards Committee and is identical with  Standard’.

ISO 6773-1982 ‘Aerospace fluid systems — Thermal shock  Cross-reference

testing of piping and fittings’, published by the

. . . . . International standard Corresponding British Standard
International Organization for Standardization (1SO) and N
prepared by Subcommittee 10 of ISO/TC 20, Aircraft and ISO 6771-1981 British Standard M 51 : 1982
space vehicles. Classification for pressure and

temperature for fluid systems
and components
(ldentical)

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in NOTE. Textual error. When adopting the text of the international

British Standards: attention is drawn especially to the standard, the error given below was noticed. It has been reported to
foll . ! ISO in a proposal to amend the text of the international standard.
ollowing.

In clause 3, line 2, ‘clause 3’ should be read as ‘clause 4'.
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1 Scope and field of application

This International Standard provides an environmental test

method for thermal shock testing of fluid system piping and fit-
tings, excluding hose and hose assemblies.

2 Reference

1ISO 6771, Aerospace fluid systems and components —
Pressure and temperature classifications.

3 Required characteristics

The test assemblies shall not leak or burst during temperature

and pressure cycling procedures described in clause 3.

4 Method of test

4.1 Test apparatus

The test assemblies shall be mounted in a test fixture similar to
that in the figure capable of providing the required fluid and
ambient temperatures and system pressures for the specified
system classification.

4.2 Test fluid

The test fluid shall be system fluid or a hydraulic fluid which is
compatible with the item being tested and the specified system
pressure and temperature.

4.3 Hot test chamber testing

The test assemblies shall be mounted in a temperature
chamber, connected to a pressure source and filled with the
specified test fluid. The assemblies shall then be pressurized to
the nominal system operating pressure and the temperature in
the test chamber raised to the maximum required for the
system. The temperature shall be held for a minimum of 2 h. At
the end of this period, while still at temperature, the hot test
fluid shall be released and replaced within 20 s with test fluid at
the minimum specified temperature. Within an additional 20 s,
the fluid pressure shall be raised to proof pressure and this
pressure maintained for 1 min and then released for an ad-
ditional 1 min. The assemblies shall be under continuous
observation during the two one-minute pressurization periods
to determine any leakage.

4.4 Cold test chamber testing

Following a cooling period to room temperature, the nominal
system pressure is to be re-applied and the chamber
temperature lowered to the minimum specified. This
temperature is to be held for a minimum of 2 h. At the end of
this period while still at low temperature, the cold fluid shall be
released and replaced with test fluid at the maximum system
temperature within 20 s. Within an additional 20 s, the pressure
shall be raised to the proof pressure specified for the system,
and this pressure maintained for 1 min. The specimens shall be
closely observed to determine any leakage.

4.5 Test schedule

The procedures described in 4.3 and 4.4 above shall be
repeated in sequence three times to complete the requirements
of the thermal shock test.
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