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National foreword

This British Standard has been prepared under the direction
of the Aerospace Standards Committee and is identical with
ISO 7257-1983, ‘Aircraft — Hydraulic tubing joints and
fittings — Rotary flexure test’, published by the Inter-
national Organization for Standardization (1SO) and
prepared by Subcommittee 10 of ISO/TC 20, Aircraft and
space vehicles.

Terminology and conventions. The text of the international
standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in
British Standards; attention is drawn especially to the
following.

The comma has been used as a decimal marker. In British
Standards it is current practice to use a full point on the
baseline as the decimal marker.
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Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Cross-references. The Technical Committee has reviewed the
provisions of 1ISO 2964 to which reference is made in the
text, and has decided that they are acceptable for use in
conjunction with this standard. A related standard to

I1SO 2964 is British Standard M 46 : 1974 ‘Tubing outside
diameters and thicknesses’.

There is no corresponding British Standard for 1SO 7169
which is in course of preparation and to which reference
is made in clauses 0 and 2 for information only.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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0 Introduction

This International Standard describes a flexure fatigue test pro-
cedure which allows evaluation of various tube fitting designs
or material combinations. This evaluation is performed by
fatigue testing the tube joints over a spectrum of bending
stresses and then plotting the cycles to failure. This test pro-
cedure is intended for comparative evaluation of fatigue
characteristics only, the qualification test procedure for tube
fittings being specified in 1ISO 7169. Other test methods may be
used as long as they develop the same data as the rotary flexure
test.

1 Scope and field of application

This International Standard specifies flexure test procedures to
determine and classify the fatigue strengths of reconnectable
or permanent hydraulic tube joints.

The procedure is intended for conducting flexure tests of fit-
tings and joints with high strength hydraulic tubes of various
alloys such as corrosion resistant steel, Nimonic, titanium and
aluminum alloy hydraulic tube for use on commercial and
military aircraft.

A mean stress is applied by holding system pressure in the
specimens and then flexing in a rotary bending test machine.
2 References

ISO 2964, Aircraft — Tubing outside diameters and
thicknesses, metric dimensions.

ISO 7169, Separable tube fittings for fluid systems — General
specification.!

1) At present at the stage of draft.
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3 Requirements

3.1 Flexure test device

The test device should be capable of testing in-line or bulkhead
union test specimens and other configurations such as elbows
and tees.

The rotary flexure test device should be similar to that shown in
figure 1. Eachr rotary flexure test device should be capable of
testing one specimen, but several specimens may be mounted
on one plate.

The device should be capable of constantly maintaining the re-
quired operating pressure during the test. The test fluid shall be
water or system fluid (working fluid) unless otherwise specified
by the responsible authorities. A typical pressurization and
automatic shutdown system is shown in figure 2. The shut-
down should be automatic in the event of failure or pressure
drop. The device should be capable of testing at controlled
constant temperature, if specified by the procuring agency.
The tailstock of the test device should be designed to permit
alignment during initial installation and specimen mounting,
and to serve as a pressure manifold. The rotating headstock
should have a low-friction, self-aligning bearing and should be
designed to permit total deflections of up to 26 mm, and a con-
stant rotational frequency within the range of 1500 to
3 600 min-"1. The base should be of rigid construction.

3.2 Flexure test specimen

The test specimen should consist of an adapter fitting
(headstock end), a section of straight tubing, and a test fitting
at the tailstock end. Typical test specimens are shown in
figure 3. The tubing shall be of a size and wall thickness as
specified by the user or procuring agency.
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Figure 1 — Typical rotary flexure test schematic
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Figure 2 — Typical rotary flexure test hydraulic schematic
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