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National foreword

This British Standard has been published under the
direction of the Aerospace Standards Committee. It is
identical with 1ISO 7313-1984 ‘Aircraft — High temperature
convoluted hose assemblies in polytetrafluoroethylene
(PTFE)’, published by the International Organization for
Standardization (1SO).

ISO 7313 was produced as a result of international
discussion in which the UK took an active part.

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation.

Some terminology and certain conventions are not identical
with those used in British Standards; attention is drawn
especially to the following.

The comma has been used as a decimal marker. In British
Standards it is current practice to use a full point on the
baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,

referring to this standard, they should be read as ‘British
Standard’.
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Where the designation ‘1SO 7313’ (see 3.7.2) appears, it
should be read as ‘British Standard M 57°.

Cross-references

International standard

1ISO 3768-1976

Corresponding British Standard

BS 5466 Methods for corrosion
testing of metallic coatings
Part 1 : 1977 Neutral salt spray
test (NSS test)

(ldentical)

The Technical Committee has reviewed the provisions of
ISO 756 : Parts 1, 2 and 3, to which reference is made in
the text, and has decided that they are acceptable for use
in conjunction with this standard. A related British
Standard for ISO 756 : Parts 1, 2 and 3 is BS 1595 :
‘isoPropyl alcohol’.
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1 Scope and field of application

This International Standard specifies characteristics of hose
assemblies with corrosion-resistant metallic braid and con-
voluted polytetrafluoroethylene (PTFE) inner tube for use in air-
craft fluid systems at temperatures between —55 and +200 °C
and at nominal pressures, depending on bore size, up to
6,8 MPa. Special approval from the proper national authority
may be required if these hoses are to be part of a pressurized
gas storage system.

Two types of hose assembly are covered in this International
Standard:
Type 1: Non-conductive inner tube

Type 2: Conductive inner tube

2 References

ISO 756, Propan-2-ol for industrial use — Methods of test —
Part 1: General.
Part 2: Determination of acidity — Titrimetric method.
Part 3: Test for miscibility with water.

ISO 3768, Metallic coatings — Neutral salt spray test (NSS
test).

3 Requirements

3.1 Qualification

The hose assemblies furnished under this International Stan-
dard shall be a product identical to that which has been tested
and has passed the qualification tests herein and shall be
suitable for use in aircraft fluid systems under conditions
specified herein.

3.2 Materials

The hose assemblies shall be uniform in quality and free from
defects in material as is consistent with good manufacturing
practice. Materials shall conform to applicable specifications
and the requirements specified herein.

3.2.1 Metals

Metals shall be of corrosion-resistant type or be suitably treated
to resist corrosion due to fluid being conveyed and/or salt

spray and atmospheric conditions to which the hose assembly
may be subjected when in storage or during normal service use.

3.2.2 Non-metallic materials

All materials used in the hose assemblies shall be “non-ageing”
for storage and shall be compatible with system fluids and
other hose assembly materials and suitable for the service in-
tended.

3.3 Design

The hose assembly shall consist of a convoluted PTFE inner
tube which may be covered with convoluted woven glass cloth
and other suitable material and reinforced with stainless steel
wire braid and with end fittings suitable for the intended in-
stallation. This International Standard shall specifically cover
the hose assembly made up of the specified hose and the hose
attachment mechanism of the fitting.

3.3.1 Inner tube

The inner tube shall be of convoluted construction designed to
promote easy bending. It shall be free from pitting or pro-
jections on the inner surface which may interfere with fluid
flow.

3.3.2 Reinforcement
The reinforcement shall consist of a stainless steel wire braid or

braids of sufficient strength and corrosion resistance to meet
the requirements of this International Standard.

3.3.3 Interlayers

Interlayers, if used, shall be of suitable material.

3.3.4 Fittings

The fittings shall be specifically designed for this hose and
materials shall be selected for the specific operating conditions.
When the requirements for these fittings and this International
Standard conflict, this International Standard shall govern.
Threads shall conform to ISO metric screw threads.

3.3.56 Dimensions

The dimensions of the hose assemblies shall be in accordance
with table 1.
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Table 1 — Hose assembly dimensions

QA

lgg—— Length of assembly

/ Hose

A = diameter of the nipple

B = inside diameter of the inner tube

C = outside diameter of the reinforcement

D = outside diameter of the socket

Dimensions in millimetres
DN A B C D
Hose ]
size min. min. max. max.
06 3,0 4,8 11,3 14,0
10 6,0 8,6 14,3 19,1
12 8,7 12,7 20,0 2,3
16 10,9 14,9 219 241
20 16,1 19,0 27,8 32,5
25 21,2 23,8 334 38,1
32 27,5 30,1 39,7 43,2
40 33,3 36,5 47,7 50,8
50 46,3 49,2 60,4 65,0
63 57,8 61,9 73,1 76,2
80 70,4 74,6 87,3 94,0
105 94,0 100,0 112,7 19,4

3.4 Performance

Each hose assembly shall be free from defects of material,
workmanship and finish ; shall conform dimensionally with the
requirements of this specification; shall withstand the proof
pressure specified in table 2 without imperfection or leakage

occurring when tested as specified in 4.4.2; and shall be
capable of performance requirements specified as follows :

3.4.1 Examination of product

In accordance with 4.4.1.

3.4.2 Proof pressure

In accordance with 4.4.2.

3.4.3 Elongation and contraction

In accordance with 4.4.3.

3.4.4 Leakage

In accordance with 4.4.4,
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3.45 Room temperature burst pressure
In accordance with 4.4.5.

3.4.6 High temperature burst pressure
In accordance with 4.4.6.

3.4.7 Oil resistance

In accordance with 4.4.7.

3.4.8 Fuel resistance

In accordance with 4.4.8.

3.4.9 Flexibility and vacuum

In accordance with 4.4.9.

3.4.10 Pressure surge

In accordance with 4.4.10.

3.4.11 Conductivity (type 2 only)

In accordance with 4.4.11.
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