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National foreword

This British Standard has been prepared under the
direction of the Shipbuilding and Marine Standards
Committee and is identical with 1SO 5620-1978
‘Shipbuilding — Filling connection for drinking water
tanks on ships’.

Terminology and conventions. The text of the inter-
national standard has been approved as suitable for
publication, without deviation, as a British Standard.
Some terminology and certain conventions are not
identical with those used in British Standards;
attention is especially drawn to the following.
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Where the words ‘International Standard’ appear,
referring to this standard, they should be read
as ‘British Standard’.

Cross-references. The technical committee has reviewed
the provisions of 1SO 1461-1973 to which reference is
made in clauses 3 and 5 and has decided thay they are
acceptable for use in conjunction with this standard.

The related British Standard for ISO 1461-1973 is

BS 729 : 1971.

NOTE. Users of this British Standard Marine Series should note
that while observing the requirements of the standard they should
ensure that they comply with such statutory requirements, rules

and regulations as may be applicable to the individual vessel
concerned.
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BS MA 85 : 1979

0 INTRODUCTION

The general rules for drinking water distribution systems
£all within the competence of national port authorities and
are outside the scope of this International Standard.

1 SCOPE

This International Standard specifies the drinking water
connection for attachment of piping from another ship or
from a land distribution system.

2 FIELD OF APPLICATION

This connection safeguards drinking water tanks from being
filled with any other fluid and especially water unfit for
human consumption. Additionally it safeguards the
drinking water supply piping from contamination by any
other liquids.

NOTES

1 This International Standard may be applied to inland vessels if
agreed between the users.

2 Users of this International Standard should note that while
observing the requirements of the standard they should at the same
time ensure compliance with such statutary requirements, rules
and regulations as may be applicable to the individual ship
concerned.

3 REFERENCE

ISO 1461, Metallic coatings — Hot dip galvanized coating
on fabricated ferrous products — Requirements.

4 CONNECTION PRINCIPLE

The connection is carried out by means of flanges with
a special five-hole drilling (see figure 1). The dimensions
of these flanges are given in figures 2 and 3.

A flange shall be fitted to the ship’s piping and a second
one to the piping from the drinking water supply source.

The flange fitted to the ship’s piping, having five studs
secured by welding, shall be provided with a lockable
cover (see figures 3 and 4).

A corrosion-resistant padlock shall be fitted to the bottom
stud to prevent unauthorized access to the connection.

5 MATERIALS

The fitting shall be made of weldable steel with a tensile
strength of at least 360 N/mm2. Corrosion protection shall
be obtained by hot galvanizing in accordance with 1SO 1461
or by any other coating which would not constitute a
health hazard.

6 GASKET

A gasket of suitable material for drinking water systems
shall be fitted to the ship flange.
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