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BRITISH STANDARD SPEGIFICATION
—FOR—AIRGRAFT "MAVERIAL—

CHROMIUM-NICKEL STEEL
5 (CORROSION-RESISTING)
(13 tons 0.1 per cent proof stress) -
(Limiting ruling section 6 in.)
A. Bars and billc. * for forging. i
g B | ' B. Black and bright bars Sfor machining. |

C. TForgings.

. 1. Chemical composition.

? Carbon - - not more than 0-16 per cent.
g Silicon ‘ - not less than  (-20 per cent.
Manganese ‘ - not more than. 2-0 per cent. .
Nickel - not less than  7-0 nor more than 12-0 per cent.
Chromium - - not less than 16-0 nor more than 20-0 per cent.
'r]tm;?m' wPce!c-—-l}éﬁs—t-harln-—t-h(.;—-i)cmem}t—‘;;eqﬂiﬁfed-“to see. i .
Columbium (niobium) | sa-trlsLy_theFreq-mrements—c?P-Gla-use—?—. ‘ s f ,
Sulphur ' - not more than 0-043 per cent. ‘
Phospholus ' . - not nmore than 0-045 per cent.
~ " The Iollowmg additional e]emcnts may be present at the opticn of the Y
manufacturer :(—
Lo Tungsten molybdenum tantalum, copper or vanadium,
‘ Qi oments 1= At qudtb
Q.. _Process of manufacture,

o Electric.

‘ ‘-‘._"3.", Rough machinihg.
- Section Onc Clause 5.2, of Brltlsh Standard 2 5. 100.

4 'Condition.

41 ']_311sl';md Dbillets for forging shall be supplied as rolled or forged.

. 42 Black bars for machining up to and including 2} inch diameter shall be
' supplied in the softened condition. '

“4.3. Black bars for machining over 2} inch diameter shall be supplied as

rolled or forged, .and the parts made therefrom shall be soltened
alter machining.
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