BRITISH STANDARDS INSTITUTION S. 128, January, 1964

UDC 629.13: 669.15°26°24°293 : 669.14.018.44 (Replacing in part British Standard S.109)

This Standard is obsolescent.
See the BSI Catalogue for details.

INCORPORATED BY ROYAL CHARTER

BRITISH STANDARD SPECIFICATION
FOR AIRCRAFT MATERIAL

24/17 CHROMIUM-NICKEL HEAT-RESISTING STEEL
(Niobium stabilized)

(35 tonf/sq in: limiting ruling section 6 in)

NOTE 1. Where metric equivalents are stated the figures in British units are to be regarded as the standard. Where
Fahrenheit equivalents are stated, the temperatures in degrees Celsius are to be regarded as the standard. The conversions
are approximate. More accurate conversions should be based on the tables in B.S. 350, ‘Conversion factors and tables’.

NOTE 2. In place of the customary, but incorrect use of the pound, ton or kilogramme as units of force, the units called
pound-force (abbreviation 1bf), ton-force (abbreviation tonf) or kilogramme-force (abbreviation kgf) have been used in
this standard. These are the forces which, when acting on a body of mass one pound, one ton or one kilogramme respectively,
give it an acceleration equal to that of standard gravity.

1. Inspection and testing procedure.

1.1 This British Standard shall be used in conjunction with the relevant sections of British
Standard 3 S.100 as follows:

Bars for machining delivered in
other than the finally heat treated

condition. (See Clause 5.1) Sections One and Two.
Bars for machining delivered in the

finally heat treated condition Sections One and Three.
Billets and bars for forging Sections One and Five.
Forgings Sections One and Six.
Parts heat treated after machining Sections One and Seven.

1.2 Sulphur printing or deep etching tests. Samples shall be selected in accordance with British
Standard 3 S.100, Section One, Clause 7.2.1.

2. Process of manufacture.

The material shall be manufactured by an electric process, unless otherwise agreed between

the manufacturer and purchaser in accordance with British Standard 3 S.100, Section One,
Clause 3.1.

Standard 3 S.100, Section One, Clause 7.2.1.

2. Process of manufacture.

The material shall be manufactured by an electric process, unless otherwise agreed between
the manufacturer and purchaser in accordance with British Standard 3 S.100, Section One,
Clause 3.1.
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3. Chemical composition.
The steel shall contain:

Per cent
Element
min max.
Carbon —_ 0-15
Silicon 0-20 1-0
Manganese 0-5 20
Nickel 16-0 19-0
Chromium 230 26-0
Niobium 8 x carbon —_
content
Sulphur — 0-025
Phosphorus — 0-035

4. Surface dressing.
The material shall be overall dressed in accordance with the requirements of British Standard
3 S.100, Section One, Clause 5.1.

5. Condition.

5.1 The material shall be supplied in the appropriate condition stated below unless otherwise
agreed between the manufacturer and the purchaser in which case the condition in which
the material is to be supplied shall be stated on the order.

Designation Material Condition of supply
S.128B Black bars for machining Finally heat treated
S.128D Bright bars for machining Finally heat treated and subse-

quently cold drawn, or cold
rolled, or machined, or ground

S.128A Billets and bars for forging As rolled or forged

S.128C Forgings Finally heat treated

5.2 Parts shall be supplied finally heat treated.

6. Final heat treatment.
The final heat treatment shall be:

Soften by cooling freely in air or quenching in oil or water from a temperature between
950°C and 1100°C (1740°F and 2010°F).
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