
BRITISH STANDARD AEROSPACE SERIES BS S 157: 
1976
(Superseding 
BS 3S 107) 
Incorporating 
Amendment No. 1

Specification for

3 % nickel-chromium-
molybdenum 
case-hardening steel 
billets, bars, forgings 
and parts 
(1180–1380 MPa)

UDC 629.7:669.15½24½26½28:669.14.018.298.2

Confirmed 
December 2009

Full document details: BS S 157:1976

http://dx.doi.org/10.3403/00125154U
http://www.avadocuments.com/doc/bs-s-157-1976
http://www.avadocuments.com/doc/bs-s-157-1976


BS S 157:1976

This British Standard, having 
been prepared under the 
direction of the Aerospace 
Standards Committee, was 
published under the authority 
of the Executive Board on 
30 April 1976

© BSI 01-2000

The following BSI references 
relate to the work on this 
standard:
Committee reference ACE/15
Draft for comment 75/72488 DC

ISBN 0 580 09443 X

A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 and 2 and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.

Amendments issued since publication

Amd. No. Date of issue Comments

3521 August 1981 Indicated by a sideline in the margin
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