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Limiting ruling section 
16 mm) (Suitable for 
welding)
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The preparation of this British Standard was entrusted by the Sector Policy 
and Strategy Committee to Technical Committee ACE/15, Wrought and cast 
steels for Aerospace, upon which the following bodies were represented.

Confederation of British Metalforming
Institute of Spring Technology
Society of British Aerospace Companies Ltd.
Ministry of Defence — UK Defence Standardization
Cast Metals Federation (CMF)
Civil Aviation Authority — Airworthiness
UK Steel Association
Amendments issued since publication

Amd. No. Date Comments

4162
orrigendum No. 1

30 October 2002 Corrections to Table 1, Table 2 
and Table 3
2

http://www.avadocuments.com/doc/bs-s-164-2002
http://www.avadocuments.com/doc/bs-s-164-2002


BS S 164:2002

© BSI 30 October 2002

Full document details: BS S 164:2002
Contents
Page

Committees responsible Inside front cover
Foreword ii

1 Scope 1
2 Normative references 1
3 Technical requirements 1

Table 1 — Technical requirements for 1% chromium-molybdenum steel forging 
stock, billets and forgings 2
Table 2 — Technical requirements for 1% chromium-molybdenum steel black 
bars 3
Table 3 — Technical requirements for 1% chromium-molybdenum steel 
bright bars 4

Bibliography 5
i

http://www.avadocuments.com/doc/bs-s-164-2002
http://www.avadocuments.com/doc/bs-s-164-2002

