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{Replacing Specification D.T.D. 347}

. _NOTE.—The Institution desires to call attention fo the fact that this standard
is intended fo include the technical provisions necessary for the supply of the material
hercin referred lo, but does 1ot purport 1o conprise all the necessary provisions of & conlract.
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',‘/’:”‘u . d‘ BElTiSI‘ilj: S{AHD:AEI; SP;G!FIGARTK)N FOR
' 50 TON GHROME-MOLYBDENUM STEEL TUBES
o (SUITABLE FOR WELDING)

FOR AIRGR&FJ_E_U_RPDSESV‘——--*—"-“""‘ o

l o Straight circular tubes Bent circular tubes |
¥ (\ ,I o | | o ‘ ‘ Non-circular tubes
. Chemical composition.
Carbon - not more than 0-26 per cent.
. Qilicon - . not less than 0-10 nor more than 0-35 per cent.
: Manganese - 1ot less than 04 nor more than 0-8 per cent.
PR . Nickel (residual) - not more than Q-5 per cent.
S Chromium . - Rob less than 0-8 nor more than 1-2 per cent.
Lo ) " Molybdenum - not less than 0-15 nor more than 0+25 per cent.
S ‘ Sulphur - . - notmore than 0-045 per cent.
. e _ - Phosphorus . not more than 0-045 per cent.
- /) . ‘7 9. Process of mar:mfactum. ' -
N 2L Tlectric. . .
g AT 22 The tubes shall be straightened before heat-treatment. Any subsequent
- R  re-straightening which may be necessary on fubes subject to proof bend
. ( S ~ testing, shall not be earried out until the tubes have been proof bend tested.
. . 3. Inspdtipn. pf-ddédﬁr;a., : o '
3.1. Straight circular tubes % inch
- outside diameter and over. ‘
Bent ciroular tubes % inch outside , Sections 1 and 2 of
diameser and over for which fhe British Standard T. 100.
. manuracturer’s proof bend testing : ‘ :
‘ machine is suitable. =
39. Straight circular tubes less than
A . % inch outside diameter. -
P : ~ Bent circular tubes not suitable _
AT ‘ for proof bend testing. : Sections 1 and 3 of
L L o ~ British Standard T. 100.
Non-cireular. tubes. :
T - Tubes too shott or too heavy for
R ' . proof bend testing. )
% o o 4, Margi-n-: oflmqnu'i‘nintwfl-u;a. . .

41, Circular tubes in the drawn and ﬁemperéd condition shall comply with
. the limits specified in Table 1 of British Standard T. 100.

Price 3[— net.
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