BRITISH STANDARD AEROSPACE SERIES BS X 33 : 1991

Specification for

Two component epoxy
primer for aerospace
purposes

Primaire époxy & deux composants pour Luft- und Raumfahrt;
I’aéronautique et I’espace — Spécifications Zweikomponenten-Epoxidgrundieranstrichstoffe

o
‘
Lo Xy

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
e B 1i1iSH Standards

Full document details: BS X 33:1991


http://www.avadocuments.com/doc/bs-x-33-1991
http://www.avadocuments.com/doc/bs-x-33-1991

BS X 33 : 1991
L ——————

Foreword

This British Standard, prepared under the direction of the Aerospace Standards
Policy Committee, is one of a series for paints and varnishes suitable for
aerospace purposes. It supersedes the requirements for a cold curing epoxy paint
primer as described in Ministry of Defence specifications DTD 5555 and

DTD 5567.

It has been assumed in the drafting of this specification that the execution of its
provisions is entrusted to appropriately qualified and experienced people.

The quality assurance authority and approving authority referred to in this
specification are as stated in the contract or order, or the accredited
representative of the authority stated, as instructed by the prime contractor.

Warning. This British Standard calls for the use of substances and/or procedures
that may be injurious to health if adequate precautions are not taken. It refers
only to technical suitability and in no way absolves either the designer, the
producer, the supplier or user from statutory obligations relating to health and
safety at any stage of manufacture or use.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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‘ AMD 7164
]

— Amendment No. 1

[ ]

published and effective from 1 May 1992
to British Standard X 33 : 1991

(Aerospace Series)

Specification for two component epoxy primer
for aerospace purposes

Revised text

AMD 7164 Clause 3.1.1 Type I
May 1992
In the title and line 1 of 3.1.1, delecte '"Type I' and substitute '"Type A'.
AMD 7164 Clause 3.1.2 Type II
May 1992
In the title and line 1 of 3.1.2, delete '"Type II' and substitute 'Type B'.
AMD 7164 Table 1. Paint film performance
May 1992
Delete the existing table and substitute the following:
Table 1. Paint film performance
Test Test panel Preparation Test method Requirement
1. Specular gloss Hard Type A and type B Appendix C < 20 units
aluminium detergent degreased
2. Overcoatability Hard Type A and type B Appendix D Specular gloss within 5
aluminium detergent degreased units of the control
panel
3. Resistance to Hard Type A acid chromate Appendix E No blistering or other
water aluminium pickled. Type B film defects, no
detergent degreased penetration of the
needle to the substrate
4. Flexibility Hard Type A and type B acid Appendix F No cracking at an
(cupping) aluminium chromate pickled indentation depth of
4 mm
5. Adhesion Hard Type A acid chromate Appendix G Classification 0
(cross-cut test) aluminium pickled. Type B
detergent degreased
6. Resistance to Hard Type A and type B acid Appendix H No blistering or other
tri-n-butyl aluminium chromate pickled film defects, no
phosphate penetration of the
needle to the substrate
with a load of:
1000 g for type A
2000 g for type B
7. Corrosion Aluminium Type A acid chromate Appendix J No blistering or other
resistance alloy 1.2 mm | pickled. Type B film defect. Corrosion
thick detergent degreasced spread from cut not
complying more than 1.25 mm
with
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AMD 7164 Clause 6 Marking

May 1992
In item (b) delete the existing text and substitute the following.
'(b) the material designation!), BS X 33A (or BS X
33B), i.e. the number of this standard and the type
(see 3.1);'
In footnote 1) to clause 6, in line 1, delete the words 'Marking BS X 33' and substitute
'Marking BS X 33A or BS X 33B'.
AMD 7164 Appendix D. Method for determination of overcoatability
May 1992
InD.2.1, lines 4 and 5, delete 'DTD 5580 and applied to' and substitute 'type A of
BS X 34 and applied at'.
AMD 7154 Appendix H. Method for determination of resistance to tri-n-butyl
May 1992 phosphate
In H.2.4, item (a), delete 'type 1' and substitute 'type A'.
In H.2.4, item (b), delete 'type 2' and substitute 'type B'.
\MD 7154 Appendix J. Method for determination of resistance to corrosion
fay 1992 (immersion/emersion)
In J.2.2, line 3, delete 'DTD 5580 applied at' and substitute 'type A of BS X 34 and
applied at'.
\MD 7164 Publications referred to
Tay 1992

Delete the reference

'DTD 55801 Exterior and interior finishing schemes — Matt and glossy (cold curing
polyurethane type)'

and substitute the reference

'BS X 34 Specification for air drying, two component, polyurethane finish for
aerospace purposes'.

Delete footnote 1) at the foot of the page.
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