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CRANE/MATERIAL HANDLING EQUIPMENT PINCs
(Last Updated — April 2018)

Note: The following PINC’s which pertain to cranes and temporary cranes only fall within BSEE jurisdiction when they are
mounted on fixed OCS platforms. PINC’s which cover other types of lifting equipment may be enforceable either on
fixed OCS platforms or on MODUs if they are utilized exclusively for Well Operations.

Operating Procedures

WHENEVER THERE IS ANY DOUBT AS TO SAFETY, DOES THE CRANE OPERATOR STOP AND REFUSE TO
HANDLE LOADS OR CONTINUE OPERATIONS AS SAFETY DICTATES IN ACCORDANCE WITH API RP 2D,
PARAGRAPH 3.1.5a?

Authority: 30 CFR 250.108 Enforcement Actions: W/C

ARE PROPER CRANE OPERATING PRACTICES FOR ATTACHING AND MOVING THE LOAD BEING UTILIZED IN
ACCORDANCE WITH API RP 2D, PARAGRAPHS 3.2.1, 3.2.2 AND 3.2.3 AND API SPEC 2C, PARAGRAPH 7.5.4.3.?

Authority: 30 CFR 250.108 Enforcement Actions: C

ARE PROCEDURES FOR PERSONNEL TRANSFER PERFORMED IN ACCORDANCE WITH RECOMMENDED
PRACTICES SPECIFIED IN API RP 2D, PARAGRAPH 3.4 AND APPENDIX B, PARAGRAPH B.3.4?

Authority: 30 CFR 250.108 Enforcement Actions: C

ARE CRANES WHICH ARE POSITIONED IN THE PROXIMITY OF HELIDECKS OR APPROACH/TAKE-OFF ZONES
NOT OPERATED DURING HELICOPTER OPERATIONS IN ACCORDANCE WITH API RP 2D, PARAGRAPH 3.1.5M?

Authority: 30 CFR 250.108 Enforcement Actions: W

IF DEFICIENCIES THAT IMPAIR SAFE OPERATION ARE KNOWN, IS THE CRANE TAKEN OUT OF SERVICE OR ITS
OPERATION RESTRICTED TO ELIMINATE THE UNSAFE CONDITION IN ACCORDANCE WITH API RP 2D,
PARAGRAPH 3.1.5¢?

Authority: 30 CFR 250.108 Enforcement Actions: C
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Crane Safety Devices

IS AN OPERABLE SWING MECHANISM INSTALLED THAT IS CAPABLE OF SMOOTH STARTS AND STOPS WITH
CONTROLLABLE RATES OF ACCELERATION AND DECELERATION AS SPECIFIED IN API SPEC 2C PARAGRAPH 9.1
ON EACH CRANE MANUFACTURED AFTER MARCH 17, 2003, AND ON EACH CRANE ON A FIXED PLATFORM
INSTALLED AFTER MARCH 17, 2003?

Authority: 30 CFR 250.108 Enforcement Actions: W/C

IS AN OPERABLE BOOM HOIST ‘HIGH LIMITER’ OR ‘SHUT-OFF’ PROVIDED TO AUTOMATICALLY STOP THE
BOOM HOIST WHEN THE BOOM REACHES A PREDETERMINED HIGH ANGLE, AS SPECIFIED IN API SPEC 2C,
PARAGRAPH 13.1.1, ON EACH CRANE MANUFACTURED AFTER MARCH 17, 2003, AND ON EACH CRANE ON A
FIXED PLATFORM INSTALLED AFTER MARCH 17, 2003?

Authority: 30 CFR 250.108 Enforcement Actions: W/C

ARE BOOM STOPS PROVIDED TO RESIST THE BOOM FROM FALLING BACKWARDS IN A HIGH WIND OR
SUDDEN RELEASE OF THE LOAD, AS SPECIFIED IN API SPEC 2C, PARAGRAPH 13.1.2, ON EACH CRANE
MANUFACTURED AFTER MARCH 17, 2003, AND ON EACH CRANE ON A FIXED PLATFORM INSTALLED AFTER
MARCH 17, 2003?

Authority: 30 CFR 250.108 Enforcement Actions: C

IS A ‘BOOM ANGLE’ OR ‘LOAD RADIUS INDICATOR’ READABLE FROM THE OPERATOR’S STATION PROVIDED,
AS SPECIFIED IN API SPEC 2C, PARAGRAPH 13.1.4.1, ON EACH CRANE MANUFACTURED AFTER MARCH 17,
2003, AND ON EACH CRANE ON A FIXED PLATFORM INSTALLED AFTER MARCH 17, 2003?

Authority: 30 CFR 250.108 Enforcement Actions: W/C

HAVE SECURELY FASTENED GUARDS BEEN INSTALLED ON ALL EXPOSED MOVING PARTS WHICH MAY
CONSTITUTE A HAZARD, AS SPECIFIFED IN API SPEC 2C, PARAGRAPH 13.2, ON EACH CRANE MANUFACTURED
AFTER MARCH 17, 2003, AND ON EACH CRANE ON A FIXED PLATFORM INSTALLED AFTER MARCH 17, 2003?

Authority: 30 CFR 250.108 Enforcement Actions: C
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