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ARTICLE 1

1.1. - BUREAU VERITAS is a Society the purpose of whose Marine Division (the "Society") is the classi-
fication (" Classification ") of any ship or vessel or structure of any type or part of it or system therein col-
lectively hereinafter referred to as a "Unit" whether linked to shore, river bed or sea bed or not, whether
operated or located at sea or in inland waters or partly on land, including submarines, hovercrafts, drilling
rigs, offshore installations of any type and of any purpose, their related and ancillary equipment, subsea
or not, such as well head and pipelines, mooring legs and mooring points or otherwise as decided by the
Society.

The Society:
• prepares and publishes Rules for classification, Guidance Notes and other documents (“Rules”);
• issues Certificates, Attestations and Reports following its interventions (“Certificates”);
• publishes Registers.

1.2. - The Society also participates in the application of National and International Regulations or Stand-
ards, in particular by delegation from different Governments. Those activities are hereafter collectively re-
ferred to as " Certification ".
1.3. - The Society can also provide services related to Classification and Certification such as ship and
company safety management certification; ship and port security certification, training activities; all activi-
ties and duties incidental thereto such as documentation on any supporting means, software, instrumen-
tation, measurements, tests and trials on board.

1.4. - The interventions mentioned in 1.1., 1.2. and 1.3. are referred to as " Services ". The party and/or its
representative requesting the services is hereinafter referred to as the " Client ". The Services are pre-
pared and carried out on the assumption that the Clients are aware of the International Maritime
and/or Offshore Industry (the "Industry") practices.
1.5. - The Society is neither and may not be considered as an Underwriter, Broker in ship's sale or char-
tering, Expert in Unit's valuation, Consulting Engineer, Controller, Naval Architect, Manufacturer, Ship-
builder, Repair yard, Charterer or Shipowner who are not relieved of any of their expressed or implied
obligations  by  the interventions of the Society.

ARTICLE 2
2.1. - Classification is the appraisement given by the Society for its Client, at a certain date, following sur-
veys by its Surveyors along the lines specified in Articles 3 and 4 hereafter on the level of compliance of
a Unit to its Rules or part of them. This appraisement is represented by a class entered on the Certificates
and periodically transcribed in the Society's Register.

2.2. - Certification is carried out by the Society along the same lines as set out in Articles 3 and 4 hereafter
and with reference to the applicable National and International Regulations or Standards.

2.3. - It is incumbent upon the Client to maintain the condition of the Unit after surveys, to present
the Unit for surveys and to inform the Society without delay of circumstances which may affect the
given appraisement or cause to modify its scope.
2.4. - The Client is to give to the Society all access and information necessary for the safe and efficient
performance of the requested Services. The Client is the sole responsible for the conditions of presenta-
tion of the Unit for tests, trials and surveys and the conditions under which tests and trials are carried out.

ARTICLE 3
3.1. - The Rules, procedures and instructions of the Society take into account at the date of their
preparation the state of currently available and proven technical knowledge of the Industry. They
are not a standard or a code of construction neither a guide for maintenance,  a safety handbook
or a guide of professional practices, all of which are assumed to be known in detail and carefully
followed at all times by the Client.
Committees consisting of personalities from the Industry contribute to the development of those docu-
ments.
3.2. - The Society only is qualified to apply its Rules and to interpret them. Any reference to them
has no effect unless it involves the Society's intervention.
3.3. - The Services of the Society are carried out by professional Surveyors according to the applicable
Rules and to the Code of Ethics of the Society. Surveyors have authority to decide locally on matters re-
lated to classification and certification of the Units, unless the Rules provide otherwise. 

3.4. - The operations of the Society in providing its Services are exclusively conducted by way of
random inspections and do not in any circumstances involve monitoring or exhaustive verifica-
tion.

ARTICLE 4

4.1. - The Society, acting by reference to its Rules:
• reviews the construction arrangements of the Units as shown on the documents presented by the Cli-

ent;
• conducts surveys at the place of their construction;
• classes Units and enters their class in its Register;
• surveys periodically the Units in service to note that the requirements for the maintenance of class are

met.

The Client is to inform the Society without delay of circumstances which may cause the date or the
extent of the surveys to be changed.

ARTICLE 5
5.1. - The Society acts as a provider of services. This cannot be construed as an obligation bearing
on the Society to obtain a result or as a warranty.
5.2. - The certificates issued by the Society pursuant to 5.1. here above are a statement on the level
of compliance of the Unit to its Rules or to the documents of reference for the Services provided
for.
In particular, the Society does not engage in any work relating to the design, building, production
or repair checks, neither in the operation of the Units or in their trade, neither in any advisory serv-
ices, and cannot be held liable on those accounts. Its certificates cannot be construed as an im-
plied or express warranty of safety, fitness for the purpose, seaworthiness of the Unit or of its value
for sale, insurance or chartering.
5.3. - The Society does not declare the acceptance or commissioning of a Unit, nor of its construc-
tion in conformity with its design, that being the exclusive responsibility of its owner or builder,
respectively.

5.4. - The Services of the Society cannot create any obligation bearing on the Society or constitute any
warranty of proper operation, beyond any representation set forth in the Rules, of any Unit, equipment or
machinery, computer software of any sort or other comparable concepts that has been subject to any sur-
vey by the Society.

ARTICLE 6
6.1. - The Society accepts no responsibility for the use of information related to its Services which was not
provided for the purpose by the Society or with its assistance.

6.2. - If the Services of the Society cause to the Client a damage which is proved to be the direct
and reasonably foreseeable consequence of an error or omission of the Society, its liability to-
wards the Client is limited to ten times the amount of fee paid for the Service having caused the
damage, provided however that this limit shall be subject  to a minimum of eight thousand (8,000)
Euro, and to a maximum which is the greater of eight hundred thousand (800,000) Euro and one
and a half times the above mentioned fee.
The Society bears no liability for indirect or consequential loss such as e.g. loss of revenue, loss
of profit, loss of production, loss relative to other contracts and indemnities for termination of oth-
er agreements.
6.3. - All claims are to be presented to the Society in writing within three months of the date when the Serv-
ices were supplied or (if later) the date when the events which are relied on of were first known to the Client,
and any claim which is not so presented shall be deemed waived and absolutely barred. Time is to be in-
terrupted thereafter with the same periodicity. 

ARTICLE 7
7.1. - Requests for Services are to be in writing.

7.2. - Either the Client or the Society can terminate as of right the requested Services after giving
the other party thirty days' written notice, for convenience, and without prejudice to the provisions
in Article 8 hereunder. 
7.3. - The class granted to the concerned Units and the previously issued certificates remain valid until the
date of effect of the notice issued according to 7.2. here above subject to compliance with 2.3. here above
and Article 8 hereunder.

7.4. - The contract for classification and/or certification of a Unit cannot be transferred neither assigned.

ARTICLE 8
8.1. - The Services of the Society, whether completed or not, involve, for the part carried out, the payment
of fee upon receipt of the invoice and the reimbursement of the expenses incurred.

8.2. Overdue amounts are increased as of right by interest in accordance with the applicable leg-
islation.
8.3. - The class of a Unit may be suspended in the event of non-payment of fee after a first unfruitful
notification to pay.

ARTICLE 9

9.1. - The documents and data provided to or prepared by the Society for its Services, and the information
available to the Society, are treated as confidential. However:
• clients have access to the data they have provided to the Society and, during the period of classifica-

tion of the Unit for them, to the classification file consisting of survey reports and certificates which
have been prepared at any time by the Society for the classification of the Unit;

• copy of the documents made available for the classification of the Unit and of available survey reports
can be handed over to another Classification Society, where appropriate, in case of  the Unit's transfer
of class;

• the data relative to the evolution of the Register, to the class suspension and to the survey status of the
Units, as well as general technical information related to hull and equipment damages, are passed on
to IACS (International Association of Classification Societies) according to the association working
rules;

• the certificates, documents and information relative to the Units classed with the Society may be
reviewed during certificating bodies audits and are disclosed upon order of the concerned governmen-
tal or inter-governmental authorities or of a Court having jurisdiction.

The documents and data are subject to a file management plan.

ARTICLE 10
10.1. - Any delay or shortcoming in the performance of its Services by the Society arising from an event
not reasonably foreseeable by or beyond the control of the Society shall be deemed not to be a breach of
contract.

ARTICLE 11
11.1. - In case of diverging opinions during surveys between the Client and the Society's surveyor, the So-
ciety may designate another of its surveyors at the request of the Client. 

11.2. - Disagreements of a technical nature between the Client and the Society can be submitted by the
Society to the advice of its Marine Advisory Committee.

ARTICLE 12
12.1. - Disputes over the Services carried out by delegation of Governments are assessed within the
framework of the applicable agreements with the States, international Conventions and national rules.

12.2. - Disputes arising out of the payment of the Society's invoices by the Client are submitted to the Court
of Nanterre, France.

12.3. - Other disputes over the present General Conditions or over the Services of the Society are
exclusively submitted to arbitration, by three arbitrators, in London according to the Arbitration
Act 1996 or any statutory modification or re-enactment thereof. The contract between the Society
and the Client shall be governed by English law.

ARTICLE 13
13.1. - These General Conditions constitute the sole contractual obligations binding together the
Society and the Client, to the exclusion of all other representation, statements, terms, conditions
whether express or implied. They may be varied in writing by mutual agreement.
13.2. - The invalidity of one or more stipulations of the present General Conditions does not affect the va-
lidity of the remaining provisions. 

13.3. - The definitions herein take precedence over any definitions serving the same purpose which may
appear in other documents issued by the Society.
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1. General 

1.1 Application 

The present Guidance Note provides requirements for the calculation of design sloshing loads in a 
cargo membrane tank containing Liquefied Natural Gas (LNG). 

The present Guidance Note: 

• should apply to Liquefied Natural Gas Carriers (LNGC) and offshore liquefied natural gas 
floating units (offshore LNG floating units) using the membrane technology 

• focuses on the determination of the design sloshing loads to be applied on the Cargo 
Containment System (CCS) and the Inner Hull Structure (IHS)  

The strength assessment of the CCS and IHS is described in the separate Guidance Note NI564 
“Strength Assessment of LNG Membrane Tanks under Sloshing Loads”. 

This Guidance Note proposes only a method and gives the corresponding recommendations on the 
procedure to be applied. It is the designer’s responsibility to opt either to use the methodology 
proposed in this guidance note, or to propose any other procedure. In any case, this choice should be 
discussed with the Society. 

1.2 Notation 

Based on the present Guidance Note, the additional service feature SLOSHING may be assigned to 
offshore liquefied natural gas floating units covered by NR542 “Rules for the Classification of Offshore 
Floating Gas Units”, when the sloshing  loads in cargo tanks of the unit are assessed through direct 
calculations. 

1.3 Required data 

This sub-article details the data to be collected in order to determine the design sloshing loads to be 
applied on the CCS and the IHS. 

1.3.1 Required data for seakeeping analysis and CFD calculations 

The following data are required in order to perform the seakeeping analysis and Computational Fluid 
Dynamic (CFD) calculations: 

• body plan and offsets including length between aft and forward perpendiculars, width and 
drafts at given loading conditions, displacement and block coefficient 

• ship’s inertia described by the coordinates of the center of gravity and gyration radii at given 
loading conditions 

• hydrodynamic input: 
o water depth 
o ship’s hull speed 

• environmental conditions: 
o wave headings 
o wave spectrum forms (Pierson-Moskowitz, JONSWAP, Gauss or a given function of 

wave frequency) 
o wave scatter diagram 

• mooring stiffness (if necessary), presence of quay and/or other nearby floating bodies 

• tank arrangement and dimensions on primary barrier 

• density and viscosity of LNG 

• operability scenario for the LNGC or the offshore LNG floating unit:  
o tank fillings to be tested 
o filling probability 
o heading repartition 
o the area limitation where sloshing is considered not to occur 
o design return period 
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1.3.2 Required data for sloshing model tests review 

In addition to the above mentioned data, the following ones are required in order to perform the 
sloshing model tests review: 

• model test facility features: degrees of freedom and capacity of motion generator 

• model scale 

• tank model material and geometry 

• liquid and ullage gas characteristics 

• data acquisition system; sampling rate 

• specification, location and arrangements of pressure sensors 

• description of data analysis: 
o threshold 
o filtering 
o statistical fitting distribution used for the statistical post-processing 
o test of goodness of fits 

1.4 Expected results 

This sub-article details the expected results of the design sloshing loads assessment. 

1.4.1 Seakeeping analysis results 

The objective of the seakeeping analysis is to determine the sloshing excitation for the CFD 
calculations and the sloshing model tests. For each considered loading case, following results are 
expected after seakeeping analysis:  

• added mass matrix (in case of wave heading analysis) 

• first order motions Response Amplitude Operators (RAO) for each of the 6 degrees of 
freedom 

• Quadratic Transfer Functions (QTF) (in case of wave heading analysis) 

• short term spectral calculations for each navigation condition. 

1.4.2 CFD calculations results 

For each tested case, the expected results of the CFD calculations are: 

• the case description (loading condition, tank, filling level, sailing condition description) 

• maximum normal fluid impact velocities for an independent review of sloshing model tests 

• quasi-static pressures for the IHS strength assessment 

• fluid velocities and accelerations at the pump mast location for its strength assessment. 

1.4.3 Sloshing model tests results 

For each tested case, the expected results of the sloshing model tests review are: 

• the case description (loading condition, tank, filling level, sailing condition description) 

• peak files for all loaded areas of each tested case 

• statistical fitting distribution used for the statistical post-processing 

• short term Exceedance Probability Function (EPF) for all loaded areas of each tested case 

• the bounds of the confidence intervals for the desired confidence level (to be discussed with 
the Society) for all loaded areas of each tested case. 

Based on above data and the operability scenario, the expected results of the long term approach are: 

• the long term EPF for all loaded areas of each considered operating scenario 

• the bounds of the confidence intervals for the desired confidence level (to be agreed with the 
Society) associated with the long term EPF for all loaded areas of each operating scenario. 
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1.5 Symbols and abbreviations 

The main symbols used in this Guidance Note are as follows: 

H  Internal height of the tank between the primary membrane surfaces 

Hs  Significant wave height 

L  Internal length of the tank between the primary membrane surfaces 

P3hr   Probable 3-hour maximum statistical pressure 

Tp  Peak period 

Tz  Zero-up crossing period 

V  Ship’s hull speed 

Vmax   Ship’s hull design speed 

V1/2   Ship’s hull half speed 

The following abbreviations are used throughout this Guidance Note: 

CCS  Cargo Containment System 

CFD  Computational Fluid Dynamics 

EPF  Exceedance Probability Function 

FLNG LNG-FPSO 

FPSO Floating Production Storage and Offloading unit 

FSRU Floating Storage and Regasification Unit 

GTT  Gas Transport and Technigaz 

IACS International Association of Classification Societies 

IHS  Inner Hull Structure 

LNG  Liquefied Natural Gas 

LNGC Liquefied Natural Gas Carriers 

LNGRV Liquefied Natural Gas Regasification Vessel 

RAO Response Amplitude Operator 

QTF  Quadratic Transfer Functions 
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2. Overall methodology 

2.1 Context 

The importance of the sloshing loading was re-actualized in the last decade due to the increased 
activities in the LNG transport. Large numbers of LNGC were built or are under construction with the 
capacities which almost doubled as compared to the classical LNG Ships (from 138 000 m3 to  
266 000 m3). The most common LNG ships belong to the so called membrane type and typical 
example is shown in Fig 1. Within the membrane type concept, which is of main concern here, the 
LNG is kept liquid at very low temperature (-160°C) by complex insulation system which is attached to 
the ship structure. 

At the same time as the size of LNG vessels increased, the operational requirements became more 
severe. Indeed, in the past, LNG ships were allowed to operate either in full or empty tank conditions, 
while today there is sometimes necessity to allow operating at any filling level (see Annex 1, H 
“Zalar”). This requirement introduces serious difficulties in the design of both the CCS and the 
associated ship structure. Violent sloshing motions may occur (Fig 2) and the direct consequence is 
the occurrence of different impact conditions, which can induce large structural loadings possibly 
damaging both CCS and the associated inner-hull structure. 

 

 

 
Figure 1: Membrane type LNG tank and different containment systems (courtesy of GTT) 

 

 
Figure 2: Typical sloshing motions 
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2.2 Sloshing phenomenon 

Sloshing may be defined as a violent behavior of the liquid contents in tanks that are subjected to the 
external forced ship motions on the sea. Sloshing is a highly non-linear phenomena affected by many 
parameters. 

First, sloshing is a large scale phenomenon. Indeed, the global flow inside the tank is governed by the 
ship motions, tanks’ geometry, filling levels inside the tanks and LNG density. So accurate ship 
motions prediction is of fundamental importance in order to study sloshing. 

Second, sloshing is also a small scale phenomenon. Indeed, impact pressures are strongly influenced 
by local phenomena such as local geometry (raised edges of the CCS), gas/liquid mixture (density 
ratio between the gas and the liquid, gas and liquid compressibility) or surface tension.  

These local effects have a large influence on the local peak pressures which explains their high 
variability and non uniformity over the tanks’ boundaries. Thus, sloshing is a highly stochastic 
phenomenon. This highly stochastic behavior is clearly observed in the few sloshing events which 
occurred at sea (see Annex 1, B “Gervaise”) and during the sloshing model tests (pressures do not 
repeat themselves even under same drive motions). 

Moreover, sloshing phenomenon is also complex from a thermodynamic point of view. Indeed, partial 
condensation of the LNG vapor (depending on the speed of condensation and impact duration) may 
happen during the impacts.  

In addition to these pure fluid mechanics problems, another important issue due to the flexibility of the 
CCS is the effect of hydroelasticity (see Annex 1, I “Malenica”). Indeed, due to the violence of the 
impacts, the hydrodynamic pressure will often depend on the structural response so that fully coupled 
hydro-structure modeling is necessary. In Fig 1, two typical containment systems which are in use 
today are shown. The first one is the so called NO96 system, which is composed of plywood boxes 
filled with perlite, while the second system, called MARK III, is composed of different levels of foam 
combined with a plywood structure. On the side in contact with LNG, NO96 has its membrane made 
of special metal alloy called invar whereas membrane of MarkIII system is made of stainless steel. In 
the case of NO96 CCS, this membrane is flat, while it is corrugated for MARK III CCS. Correct 
structural modeling of such a complex structure is still challenging even for most sophisticated 
numerical tools based on the well mastered finite element method. 

Impacts on a ship tank are associated with violent liquid motion and many possible impact scenarios 
are to be considered. A summary flow chart is presented in Fig 3.  

 

 

Figure 3: Summary flow chart of different impact scenarios (see Annex 1, G “Faltinsen, 2009”) 
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Due to all the difficulties related to the correct evaluation of the hydro-structure interactions during the 
sloshing impacts in the tanks of LNGC or offshore LNG floating units the direct (absolute) approach 
seems still not to be feasible and the so called comparative approach is usually employed. The main 
idea of the comparative approach is to compare loading and/or structural responses of the new design 
with the reference case (see [2.5]). 

2.3 Sloshing assessment procedure 

When trying to reproduce the sloshing phenomenon, either experimentally or numerically, the 
complexity of the associated physics is emphasized: 

• its both global and local behavior 

• its stochastic nature 

• the cryogenic environment 

• the dynamics of the phenomenon 

• the hydro-elastic effects occurring between the hydrodynamic loading and the structural 
response of the CCS 

• the non-linear structural response of the CCS 

• … 

All these difficulties make it impossible to perform a direct evaluation of the sloshing loads and the 
strength of the insulation systems, at least with the current knowledge and the numerical and material 
resources. Therefore, this Guidance Note proposes simplified procedures that can be applied. 
Whenever a simplification is needed, it is clearly stated and its effects are discussed. 

The global sloshing assessment procedure is summarized in Fig 4. 

 

 

Figure 4: Sloshing assessment procedure 
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The sloshing loads assessment procedure corresponds to the present Guidance Note.  

The strength assessment procedure is detailed in the Guidance Note NI564 “Strength Assessment of 
LNG Membrane Tanks under Sloshing Loads”. In brief, strength assessment procedure relies on two 
assessment levels. 

• The first level of assessment, very simplified, uses a rule-based approach to derive extreme 
values of allowable sloshing pressures; it is currently available for NO96 containment system 
only. This method relies on analytical formulae, and thus, considers many simplifying 
hypotheses. It should therefore only be used in a screening phase; if some areas of the LNG 
tank present design sloshing loads (impact pressures) larger than, or the same order of 
magnitude as, the allowable values analytically calculated, then a more refined analysis 
should be performed. 

• Second, given the very large feedback available, a comparative approach may be considered. 
The philosophy of this approach is that, if a target ship is more resistant than a reference ship 
and if the latter has never sustained damages due to sloshing impact loads, then the target 
ship will not sustain damage either. This approach is characterized by the use of non-linear 
and dynamic finite element analyses, which allow us to take in consideration most of the 
physics involved in the structural response of CCS under sloshing loads. 

As already mentioned this Guidance Note proposes only a method and gives the corresponding 
recommendations on the procedure to be applied. It is the designer’s responsibility to opt either to use 
the methodology proposed in this Guidance Note, or to propose any other procedure. In any case, this 
choice should be discussed with the Society. 

2.4 Sloshing loads assessment procedure 

Methodology for sloshing loads determination (for both reference and target ships) is decomposed in 
the three following main steps: 

• First, seakeeping analysis (see [4]) is a key point in each particular sloshing study, with an 
objective to determine ship motions for CFD numerical simulations and sloshing small-scale 
model tests. 

• Second, CFD numerical simulations (see [5]) are required for an independent review of the 
model tests (submitted by the designer), for the quasi-static pressure calculations to be 
applied on IHS (behind the CCS) for its structural assessment and for the pump mast strength 
assessment. 

• Third, sloshing model tests (see [6]) and their statistical post-processing (see [7]) aim to 
determine the design sloshing loads (as a function of the loaded area) at model scale using a 
probability-based framework relying on the long term approach:  

o Design sloshing loads are to be determined as a function of loaded area since each 
structural capacity is a function of the loaded area 

o The long term approach used under the probability-based framework is justified as 
follows. Both observations of the few sloshing events which occurred at sea and sloshing 
model tests clearly indicate variability of sloshing pressures (see Annex 1, B “Gervaise”). 
This high variability of sloshing pressures result in a flat tail exceeding probability curve. 
As a consequence, a small change in the probability level (which means return period) 
can have strong influence on the statistical pressure. This is the reason why all navigation 
conditions associated with their expected return period (long term approach) are to be 
taken into account. 

o The long term approach associates to each one of the sailing condition the ship will face 
during its lifetime the two following characteristics. First, a short term exceeding 
probability function of sloshing impact pressure is associated to each sailing condition. 
Second, a probability of occurrence is associated to each sailing condition. Then the 
contribution of all the sailing conditions can be cumulated together which results in a long 
term exceeding probability function (see Annex 1, A “Diebold”) at model scale (see 7.3]). 

o Due to the size limit of the sample, parameters estimation is not exact, but remains 
random. From designer point of view, punctual estimation is meaningless. A safety margin 
corresponding to the risk acceptance of the underestimating load pressure is to be 
provided by the confidence intervals. 

The sloshing loads assessment procedure is summarized in Fig 5. 
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Finally, the reference vessel is used to determine the scaling factor λ from model scale to full scale 
(see [7.5] and NI564, Sec 3, [5]). To assess the target vessel, the small scale design loads of the 
target ship at the desired return period are scaled by this factor λ and by a safety factor (SF) taking 
into account the long term confidence intervals, and compared to the capacity of the target vessel 
(see [7.5] and NI564, Sec 3, [5]). 

 

Figure 5: Sloshing loads assessment procedure 

2.5 Design reference sloshing loads 

The reference case is a 4-tank LNGC with a capacity of 130,000 to 155,000 m3 with world wide 
service conditions. As a rule and at the beginning of 2011, the allowable filling levels for this reference 
case (ships with a capacity from 130,000 m3 up to 155,000 m3) are according to the membrane 
designer [0%H: 10%H] and [70%H: 98%H] for the three membrane CCS NO96, MarkIII and CS1. 
 
The reference design sloshing loads associated with these allowable filling levels are calculated using 
the long term approach (see [7.3]). 
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3. Basic considerations and test cases 

3.1 Basic considerations 

Basic considerations in general sloshing analysis are given to a selection of configurations to be 
studied, with respect to the following parameters: 

• type, size and capacity of the vessel 

• service speed 

• mooring type in the terminal operation 

• vessel loading plan and service definition 

• general tank arrangement 

• tank geometry and proportions 

• tank filling levels with reference to loading plan 

• environmental conditions with reference to service definition. 

3.2 Test cases 

The first stage of liquid motion analysis is the selection of an initial test cases list, aimed to benchmark 
the amount and type of studies to be performed. Initial selection is based on the first review of the 
design concept with respect to ship general arrangement, service specification and loading plan. 

Aimed to define governing cases, basic considerations are given to determine the following 
parameters: 

• number and location of representative tanks 

• relevant filling levels 

• type and nature of the fluid flow inside tanks. 

Initial test cases list is further developed into the test specification with respect to the subsequent 
analysis of ship and tank motion interaction. 

3.3 Selection of studied tank 

All the tanks which may experience sloshing are to be considered. The parameters to take into 
account for the studied tank are the following: 

• Shape of the tank: this parameter may be important since a smaller tank may give higher 
sloshing loads than a bigger tank even for a same location. 

• Position of the Tank. Longitudinal and transverse distances from the centre of gravity to the 
centre of the tanks are to be considered: 

o Hence for the tanks having the same dimensions, the sloshing study is governed by 
the criteria of the most solicited on-board the vessel ie located at the furthest distance 
from the vessel centre of gravity. 

o For a two-row tank arrangement, a dedicated hydrodynamic analysis is to be 
performed in order to select the portside or starboard tank by considering longitudinal 
and transverse motions and accelerations. 

The selection of the studied tank should be discussed and agreed with the Society. 
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3.4 Liquid flow types 

Fluid flows generated in membrane tank of LNGC or offshore LNG floating units may have different 
shapes and sloshing impacts may occur at different locations, depending on tank filling height, 
magnitude of ship motion and range of dominant motion periods. Based on numerous model tests and 
numerical computation, sloshing impacts can be classified in two basic groups (Fig.6 & Fig.7): 

• Low fillings:  

Hydraulic bores and progressive waves appear moving back and forth between tank walls. 
Generally, wave front may be inclined or with the entrapped gas pocket and impacted surface 
is very large. 

• High fillings: 

Standing wave appears moving upwards and downwards with one or two nodes depending on 
excitation period. Generally, waves are breaking in the tank corners and impacted surface is 
rather local. 

  

Figure 6: Progressive wave and  
gas pocket at low fillings 

Figure 7: Standing and braking wave  
at high fillings 

3.5 Tank fillings 

Generally, selection of filling levels to be studied is based on the return experience from the sloshing 
studies and LNG vessels in operation. The filling levels selection is to be discussed and agreed with 
the Society. 

3.5.1  Standard filling levels  

Standard filling levels are considered within conventional intervals: 

• from 70% of tank height to 98% of tank height 

• from 0% to 10% of tank height. 

This status is under continuous review, so consult the Society for the current situation. 

3.5.2  Partial filling levels  

Selection of relevant partial filling levels is particular for each project, related to the service 
specification, tank geometry, size and proportion of main tank dimensions. Specification of partial 
filling levels results from the investigation of liquid flow types that are likely to be induced during the 
vessel's operation. 

However because higher sloshing loads are likely to occur at low partial fillings, these low partial 
fillings need to be studied in details. Thus, here is an example of the fillings to be studied (15%H, 
20%H, 25%H, 30%H, 40%H, 50%H, 60%H). 

The fillings’ selection should be discussed and agreed with the Society. 
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