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Carbomer Interpolymer

DEFINITION

Carbomer Interpolymer is a carbomer homopolymer or copolymer that contains a block copolymer of polyethylene glycol and a long-chain alkyl

acid ester. Carbomer Interpolymer contains NLT 52.0% and NMT 62.0% of carboxylic acid (–COOH) groups, calculated on the dried basis.

IDENTIFICATION

• A. Spectroscopic Identification Tests 〈197〉, Infrared Spectroscopy: 197A or 197K. Exhibits bands at or near (±10) wavenumbers (cm−1). (See

Table 1.)

Table 1

Sampling Mode Peak Maxima

Transmission 1710a 1454 1414 1245 1172 801

ATR (germanium

crystal) 1702a 1452 1412 1260–1140b 797

ATR (diamond

crystal)c 1698a 1451 1412 1260–1140b 795

a Strongest absorption band.

b Represents a doublet peak with 2 maxima occurring between 1260 and 1140 cm–1.

c Zinc selenide (ZnSe) and thallium bromoiodide (KRs-5) have similar refractive indices as diamond so give similar peak maxima.

[Note—If peak shifting occurs during testing using the method found in 197A causing the test to fail, follow the method found in 197K.]

• B.

Sample: 2.5 g

OF
FI
CI
AL

2/14/25, 3:11 AM USP-NF Carbomer Interpolymer

Full document details: Carbomer Interpolymer

https://online.uspnf.com/uspnf/current-document/1_GUID-37232E7C-5275-4B7B-9007-9587E166E4C1_5_en-US
https://online.uspnf.com/uspnf/current-document/1_GUID-37232E7C-5275-4B7B-9007-9587E166E4C1_5_en-US
https://online.uspnf.com/uspnf/current-document/1_GUID-37232E7C-5275-4B7B-9007-9587E166E4C1_5_en-US
https://online.uspnf.com/uspnf/current-document/1_GUID-37232E7C-5275-4B7B-9007-9587E166E4C1_5_en-US
https://online.uspnf.com/uspnf/current-document/1_GUID-37232E7C-5275-4B7B-9007-9587E166E4C1_5_en-US
https://online.uspnf.com/uspnf/current-document/1_GUID-37232E7C-5275-4B7B-9007-9587E166E4C1_5_en-US
https://online.uspnf.com/uspnf/current-document/1_GUID-37232E7C-5275-4B7B-9007-9587E166E4C1_5_en-US
https://online.uspnf.com/uspnf/current-document/1_GUID-37232E7C-5275-4B7B-9007-9587E166E4C1_5_en-US
http://www.avadocuments.com/doc/carbomer-interpolymer
http://www.avadocuments.com/doc/carbomer-interpolymer


Analysis: Spread the Sample with a spatula over a 20-mesh stainless steel screen placed over the mouth of an 800-mL beaker. The beaker

should contain 500 mL of water at 25°, and the sample should be evenly dispersed on the surface of the water without agitation. The

Sample should be added within 1 min.

Acceptance criteria: The powders wet out in NMT 60 min.

• C.

Sample: 5 g

Analysis: Add the Sample to 500 mL of water, stir, and adjust with 1 N sodium hydroxide to a pH of 7.5, or use the method described in

Viscosity—Rotational Methods.

Acceptance criteria: A viscous gel is formed.

ASSAY

• Carboxylic Acid Content

Sample: 400 mg, previously dried under vacuum at 80° for 1 h

Titrimetric system

(See Titrimetry 〈541〉.)
Mode: Direct titration

Electrode: Calomel–glass or silver/silver chloride

Titrant: 0.25 N sodium hydroxide VS

Endpoint detection: Potentiometric

Analysis: Slowly add the Sample to 400 mL of water in an 800–1000-mL beaker, while stirring continually at 1000 ± 10 rpm. The stirrer shaft is

set at an angle of about 60° and to one side of the beaker, and the propeller is positioned near the bottom of the beaker. Continue stirring

for 15 min. Allow the polymer dispersion to stand for 30 min. Transfer the beaker to a magnetic stirring device. Place an approximately

7.62-cm stirring bar into the solution, and adjust the mixer speed to obtain moderate mixing. Add 1 g of potassium chloride, and titrate with

Titrant. After each addition of Titrant, allow 1 min for mixing before recording the pH.

Calculate the carboxylic acid content as a percentage of carboxylic acid groups in the portion of Carbomer Interpolymer taken:

Result = [(V × N /W) × F] × 100

V = Titrant volume consumed (mL)

N = actual normality of the Titrant (mEq/mL)

W = Sample weight (mg)

F = equivalency factor for the carboxylic acid (–COOH) group, 45.02 mg/mEq

Acceptance criteria: 52.0%–62.0%

IMPURITIES

• Limit of Ethyl Acetate and Cyclohexane [Note—This test is required only for those Carbomer Interpolymers where the labeling indicates that ethyl

acetate or a mixture of ethyl acetate and cyclohexane was used in the polymerization process.]

Diluent: 166 mL/L of dimethyl sulfoxide in water

Standard stock solution: 7 mg/g of cyclohexane and ethyl acetate in dimethyl sulfoxide

Standard solution A: Transfer 50 ± 1 mg of Carbomer Interpolymer to a 20-mL headspace vial, and add 6 mL of Diluent to the vial. Weigh the

vial. Using a syringe, add 10 μL of the Standard stock solution to the vial. Weigh the vial. Calculate the weight of the added Standard stock

solution. Seal the vial with a Teflon-lined butyl rubber septum and aluminum crimp cap. Shake the vial for 1 h.

Standard solution B: Transfer 50 ± 1 mg of Carbomer Interpolymer to a 20-mL headspace vial, and add 6 mL of Diluent to the vial. Weigh the

vial. Using a syringe, add 20 μL of the Standard stock solution to the vial. Weigh the vial. Calculate the weight of the added Standard stock

solution. Seal the vial with a Teflon-lined butyl rubber septum and aluminum crimp cap. Shake the vial for 1 h.

Standard solution C: Transfer 50 ± 1 mg of Carbomer Interpolymer to a 20-mL headspace vial, and add 6 mL of Diluent to the vial. Weigh the

vial. Using a syringe, add 50 μL of the Standard stock solution to the vial. Weigh the vial. Calculate the weight of the added Standard stock

solution. Seal the vial with a Teflon-lined butyl rubber septum and aluminum crimp cap. Shake the vial for 1 h.

Sample solution: Transfer 50 ± 1 mg of Carbomer Interpolymer to a 20-mL headspace vial, and add 6 mL of Diluent to the vial. Seal the vial

with a Teflon-lined septum and aluminum crimp cap. Shake for 1 h.

Chromatographic system

(See Chromatography 〈621〉, System Suitability.)

Mode: GC, equipped with a headspace injector

Detector: Flame ionization

Column: 0.53-mm × 30-m fused silica; coated with 3.0-μm stationary phase G43

Temperatures

Injection port: 140°

Detector: 250°

A
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Column: See Table 2.

Table 2

Initial Temperature

(°)

Temperature Ramp

(°/min)

Final Temperature

(°)

Hold Time at Final Temperature

(min)

40 — 40 10

40 30 240 5

Carrier gas: Helium

Flow rate: 5 mL/min (at a linear velocity of 35 cm/s programmed in constant pressure mode)

Injection volume: 1 mL (gaseous phase)

Injection type: Split, split ratio, 5:1

[Note—The following headspace conditions may be used: a vial pressure of 10 psi, a loop fill pressure (if equipped) of 7 psi, and a transfer

line temperature of 105°.]

Vial temperature: The vials are maintained at a temperature of 80° for 45 min before headspace injection.

System suitability

Sample: Standard solution B

Suitability requirements

Relative standard deviation: NMT 15% from 3 injections

Analysis

Samples: Standard solution A, Standard solution B, Standard solution C, and Sample solution

The detector response factor (RF) of each Standard solution is determined by:

RF = (W  × C )/(r  − r )

W = weight of the Standard stock solution in each Standard solution (g)

C = concentration of ethyl acetate or cyclohexane in the Standard stock solution (mg/g)

r = peak area of ethyl acetate or cyclohexane in each Standard solution

r = peak area of ethyl acetate or cyclohexane in the Sample solution

Average three RF to obtain RF . Calculate the percentage of ethyl acetate or cyclohexane in the portion of Carbomer Interpolymer taken:

Result = [(RF  × r )/W ] × 100

RF = average of three RF

r = peak area of ethyl acetate or cyclohexane in the Sample solution

W = weight of Carbomer Interpolymer in the Sample solution (mg)

Acceptance criteria

Ethyl acetate: NMT 0.35%

Cyclohexane: NMT 0.15%

Change to read:

• Limit of Benzene

Diluent: 166 mL/L of dimethyl sulfoxide in water

Standard stock solution: 1.2 μg/g of benzene in dimethyl sulfoxide

Standard solution A: Transfer 50 ± 1 mg of Carbomer Interpolymer to a 20-mL headspace vial, and add 6 mL of Diluent to the vial. Weigh the

vial. Using a syringe, add 10 μL of the Standard stock solution to the vial. Weigh the vial. Calculate the weight of the added Standard stock

solution. Seal the vial with a Teflon-lined butyl rubber septum and aluminum crimp cap. Shake the vial for 1 h.

Standard solution B: Transfer 50 ± 1 mg of Carbomer Interpolymer to a 20-mL headspace vial, and add 6 mL of Diluent to the vial. Weigh the

vial. Using a syringe, add 50 μL of the Standard stock solution to the vial. Weigh the vial. Calculate the weight of the added Standard stock

solution. Seal the vial with a Teflon-lined butyl rubber septum and aluminum crimp cap. Shake the vial for 1 h.

Standard solution C: Transfer 50 ± 1 mg of Carbomer Interpolymer to a 20-mL headspace vial, and add 6 mL of Diluent to the vial. Weigh the

vial. Using a syringe, add 100 μL of the Standard stock solution to the vial. Weigh the vial. Calculate the weight of the added Standard stock

solution. Seal the vial with a Teflon-lined butyl rubber septum and aluminum crimp cap. Shake the vial for 1 h.

Sample solution: Transfer 50 ± 1 mg of Carbomer Interpolymer to a 20-mL headspace vial, and add 6 mL of Diluent to the vial. Seal the vial

with a Teflon-lined septum and aluminum crimp cap. Shake for 1 h.

Chromatographic system
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