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@ BRITISH STANDARDS INSTITUTION 8S CECC 22 121-001 @
2 PAAK STRCLT, LONDON W1A 28S Issue 1
November 1982
Specification availuble trom: As shown in PD 9002 and a
CECC 00 200 AND from [
Belling & Lee Limited
@....._.__.. Great Cambridge Road & Pages
Enfield, Middlesex
EN1 3RY
ELECTRONIC COMPONENTS OF ASSESSED QUALITY MANUFACTURER'S TYPE NUMBER
DETAIL. SPECIFICATION IN ACCORDANCE WITH LO4 07-03
@ . BS CECC 22 000 Issue 1 See PD 9002 CECC_ 00 200 @
85 CECC 22 120 Issue 1 v

Qutline and dimensions  First angle projection Q_. _g} _| For ordering information

see See Page 8 *

Series BNC ‘connector,
unsealed, captive contact
50 ohms )

Fixed straight socket,
single hole rear mounting,
'—— cable outlet, M @
™
| S
- N
L
Far further dimensional information see Page 1 Assessment Level U 9
Mariing informaton. See Page 8 J

®_~_—.4-—---~. See pages 1-5

@ Not applicable

Refer 1o Qualified Products List PO 9002 and/or CECC QU 200 tor details of manufacturers approved 1o
this specification.

* NOTE: Orders far components‘’to this specificatian shall include the following
minimum information 1) Quantity 2) Manufacturers type number 3) BS

Specification and issue number,
t
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[1] BRITISH STANDARDS INSTITUTION page 1 | [2] P —
of ..9. | CECC22 121— 001" U

ELECTRONIC COMPONENT OF ASSESSED [3] | [4]

QUALITY IN ACCORDANCE WITH .. BC CECC 22 121-00% . ......

GENERIC SPECIFICATION .. .GEGC. 22,000 Issfe Issue ..... 1, ;Noverber,1962......

SECTIONAL SPECIFICATION CEEE. 22-421-1Issug 1

[5] DETAIL SPECIFICATION for
RADIO FREQUENCY COAXIAL CONNECTOR
OF ASSESSED QUALITY

SERIES BNC

. Fixed straight ket single hole resar . None
Style: ..’53...9.’3';1.‘3...:33“§iﬁ3 g. Bi‘e‘ ‘gutlet Special Features: .... W% . ovv0e
Function: ............. J ceesrescsancs
Mass .24 8... (max ) Ceeseseerescceraneranasesanas ..
(6]

Assessment level(s): .... U,

Climatic category: na,/va. /Ma. ROV Sy S
Characteristic Impedance 50Q
Assessment level variation(8) ........... ittt te s e ses s s as e

[7] Outline and maximum dimensions_.
32 o

@20.3

'\ _Q 975

9,63

5,61
5 54

' 5/8" A/F l

BS9210 NOOO4 Style 0U7-03

The maximum envelope dimensions are in accordance with «s-cerveercecccccns.
(8] variants

Variant Number Description of Variant Relevant cable(s)

01, . Silvexr plated finish ., .., ... URM 108, URMT2RG303/U

a2 : Si]:ve plateq finish URM 76 /URM43RGS58LC/

e Silver plated finish | ....RG 223/U.RG142B/U

04 ..., .. Nickel plated finish | e URM 108, URMT2RG3Q3/Y .,

05 Nickel plated finish URM 76/URM43R5595/U

06 Nickel plated finish RG 223/U.RG142B/U

See the relevant Qualified Products List for availability of components made to this

specification.
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