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Specification available from: As shaown in PD 9002 and ovember 13 c
CECC 0D 200 AND From | =
Belling & Lee Limited
@' Great Cambridge Road 6 Pages
Enfield, Middlesex
EN1 3RY
ELECTRONIC COMPONENTS OF ASSESSED QUALITY MANUFACTURER’'S TYPE NUMBER
DETAIL SPECIFICATION IN ACCORDANCE WITH LO4 00-03
@ ., BS CECC 22 000 Issue 1 - | @
BS CECC 22 120 Issue 1 See PD 9002 CECC 00 200
QOutline and dimensions  First anale orojection - "}__ For ordening information
o 1€
- ] see See Page B
. 14.59 2.41 Seri
————— —— ies BNC connector
Al s T Cia oraes ’

- unsealed, capt;ve contact
®@f{o M|~ @'7 S0 dhms

Fixed straight socket,

4-hole fixing, cable
outlet, ] @

L — -

B
For Further d1men§1nnal information see Page 1 Assbssment Level U ;
Murking informaton. See Page 8. J '

@--—»~—-~—---—- See Pages 1=5

@ Not applicable

™

Refer 10 Qualified Products List PD 9002 and/or CeCC 00 200 tor detaiis of rnanufacturers approved to
this specification.

* NOTE: Drders for components to this speczflpatlon shall’ 1nclude the fnllowlng

minimum information 1) Quantlty 2) manufacturers type number 3) BS
Specification and issue number.

| 1 BST Page 1 Documents

Cq-'ull document details: CECC 22121-002 ISSUE10


http://www.avadocuments.com/doc/cecc-22121-002-issue-1-0
http://www.avadocuments.com/doc/cecc-22121-002-issue-1-0

KCECCx22 12L-002%ISx1 82 EM 19?7u499 0000730 219 M

[1] BRITISH STANDARDS INSTITUTION page 1 | (2]

[ =
of 2.. | CECC22 121—.002

ELECTRONIC COMPONENT OF ASSESSED [3] | [4]
QUALITY IN ACCORDANCE WITH ...BS BECC 22 121, 002......... ees

SECTIONAL SPECIFICATION CECC. 22. 124. IsauI 1

[5] DETAIL SPECIFICATION for
RADIO FREQUENCY COAXIAL CONNECTOR
OF ASSESSED QUALITY

SERIES BNC
Style: f?".‘??.?ff???@f.??‘f‘f'ﬁ.f;g;l.".sfﬁi:g Special Features: ,fixing holes=,
mction: ".....7.‘......'.306..e‘C.u. a ......'..03‘”%.'c.l.e*r.é'lc.e‘..'.'..
Mass ..20 9., (max )
(6]
Assessment level (&): ... R U

Climatic category: ng./na/.ne R R S
Characteristic Impedance 509

Assessment level variation(s) ...... creesnannnos
[7] Outline and maximum dimensions Panel plercing and mounting details
8 =020 ®]c 32 , ‘
_ — 4 holes @B2.8 min
i. 2zl ¢ 2 $[00.1 ®[v®
. ; elo @

()=

12.7
17.8

holes ¢ 3,0 clewance

o = )

Boir @®iar Mfs C P-a

The maximum envelope dimensions are in accordance with

[8] variants
Yariant Number Description of Variant Relevant cable(s)
0y ... cerens Silvex plated finigh . .. ., «.... URM 108,URM72RG3D/Y,
a2 : Silver plated finish  __ . . URM 76/URMAIRGSEC/Y
03 ... Silver plated finish . . ... .. .. RG 223/U,RG142B/Y, .
04 . .. Nickel plated finish . .. . ..., . URM 108, URMT2R6303/1.
a5 Nickel plated finish URM 76/URM43RGS8C/U |
06 Nickel plated finish RG 2 U
See the relevant Qualified Products List for availability of components made to this
specification. —_—

- ceysurments
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