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Murking information,

See Page 8

For further dimensional information see Page 1

MANUFACTURER'S TYPE NUMBER
LO4 02-03

See PD 9002 CECC DO 200

For ordering information
see See Page B*

Series BNC connector,
unsealed, captive contact
50 ohms ’

Fixed straight socket, 4

hole fixing, solder bucket.
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Assassment Level U

®____ﬂ.__.._. See pages 1-5
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Not applicable

this specification.

Refer 10 Qualified Products List PD 9002 and/or CECC 00 200 tor details of manufacturers approved to

]

* NOTE: Orders for components to this specificatiﬁn shall: include the following
minimum information 1) Quantity 2) Manufacturers type number 3) BS

Specification and issue number.
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ELECTRONIC COMPONENT OF AssESSED [3] | [4]

QUALI'T'Y IN ACCORDANCE WITH 85 GECL .22.121 4043 ........... .
GENERIC SPECIFICATION GEGG .22 Q00 Issue Y Issue ......... 1 .:November, 19!32
ECTIONAL SPECIFICATION .GEGG .22 121
Issue 1

[5] DETAIL SPECIFICATION for
RADIO FREQUENCY COAXIAL CONNECTOR
OF ASSESSED QUALITY

. SERIES BNC
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Assessment level(s): ...........
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[8] variants
%f.mm_uumbﬂ Description of Variant Relevant cable(s)
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See the relevant Qualified Products List for availability of components made to this
specification.
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