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ELECTRONIC COMPONENTS OF ASSESSED QUALITY
DETAIL SPECIHICATION IN ACCORDANCE WITH

BS CECC 22 000 Issue 1

BS CECC 22 120 Issue 1

MANUFACTURER'S TYPE NUMBER

LO4 08-02
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See PD 9002 CECC 00 200
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Marking nfermation, Gee Page 8.

Sepies BNC connector,
ungealed, captive contact
50 ohms ‘

Right angle free plug,
cable outlet
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“For Further dimensional information see page 1
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See Pages 1-5

(E) Not applicsble

this specificaton.
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* NDTE: Orders for componanté to this specification shall included the followino

minimum information 1) Quantity 2) manufacturers type number 3) BS

Specification and issue number.
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(1] BRITISH STANDARDS INSTITUTION page 1 | [2] Y —
of .5.. | CECC22 121-.""" W

ELECTRONIC COMPONENT OF ASSESSED [3] | [4]

QUALITY IN ACCORDANCE WITH B5 CECC 22 121 =004 .. .....

GENERIC SPECIFICATION€CC 22 000 Issue 1| [gqe . )tNovember 1582.

SECTIONAL SPECIFICATIONGECC 22 121 .Issuel 1

[5] DETAIL SPECIFICATION for
RADIO FREQUENCY COAXIAL CONNECTOR
- OF ASSESSED QUALITY

SERIES BNC
Style: fight angle free plug cable outlet  gpecial Features: ..Nan%........
Function: .......ccc0ivveionsnencene cetseesniesas eietecsreanasianas
Mass ... 329, max) i iieeeiniae.. cereeaaan heieens
(€]
Assessment level(s): ....Y...... ... ... ...,

Climatic category: na /na / na RV S
Characteristic Impedance 50Q
Assessment level variation(8) ............ . 00000000000 ceecesacaas

----------------------------------------------------------

----------------------------------------------------

[7] Qutline and maximum dimensions Panel piercing and mounting details

-

W {_\J‘i

31,

! ‘
!
. @ 15 -
) L o BS9210 NODO4 Style 08-02
The maximum envelope aimensions are in accordance with «--vevveeevevecnoa,
(8] Variants
Variant Number Description of Variant Relevant ¢able(s)
S 3ilver plated finish , . .. ..... URM 108,URMT2RG303/Y,
02 Silver plated finish | URM 76/URM43RG3BC/U
03 ... Silver plated finish . . . ... ... RG 223/\,BG142B/Y, . ..
04 Nickel plated finish = URM 108, URRTZRE303/L
05" Nickel ‘plated finish URM 76/URMA3RGSEC /U
06 Nickel plated finish RG 223/U.RG142B/U
See the relevant Qualified Products List for availability of components made to this

specification,
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