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ELECTHONIC COMPONENTS OF ASSESSED QUALITY MANUFACTURER'S TYPE NUMBER
DETAIL SPECIFICATION IN ACCORDANCE WITH ;.04 01-03
. . BS GECC 22 000 Issue 1 . ' ._.._._____.@
BS CECC 22 120 Issue 1 See PD 9002 CECC 00 200

Outline and dimensions  First angle projection _Q__@, _]| For ordering information
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Series BNC conriector,

unsealed, captive contact
50 ohms

.I Free socket, cable outlet,
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For further dimensional information see Page 1 Assessment Levéi‘U

Morking .nformation, Sée Page B I@
( @ ........ -—-= 5See pages 1-5

@ Not applicable

Reter to Qualitied Products List PD 9002 and/ac CZCC 00 200 tar detans of manutacturers wproved 1o
thss specihication

£ NBTE: Orders for component's to this specification shall include the following
minimum information 1) Quantity 2) Manufactuers type number 3) BS
Specification and issue number.
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[1] BRITISH STANDARDS INSTITUTION page 1 | [2] P —
of ..3. | CECC22 121-005 W&

ELECTRONIC COMPONENT OF ASSESSED [3] | [4]

QUALITY IN ACCORDANCE WITH 89 CEGG.22.121.809 ... veeeenn..

GENERIC SPECIFICATION EELE, 22, 00D, Issuel} Issue ....... 1 :November 1982, .

SECTIONAL SPECIFICATION cfl:m: 221121 ) _
sgue

[5] DETAIL SPECIFICATION for
RADIO FREQUENCY COAXIAL CONNECTOR
OF ASSESSED QUALITY

SERIES BNC

Style: Free socket cable outlet Special Features: . None _ ......

mction: ..I....l....'..."... ....... ......."‘..I..'. ....... s & & ¢ » &

Mass . 18.9... (max) e eereeeeaarnanas e eerreneaaes
@ U

Assessment level(#): ........cc.  coeaiioieen

Climatic category: na /na/ne, R S S

Characteristic Impedance 500

Agsessment level variation(s) .............cc00s

----------------------------------------------------

-----------------------------------

[7] Outline and maximum dimensions Panel piercing and mounting details

32

)
2 v
Q a
BS9210 N0004 Style 01-03
The maximum envelope dimensions are in accordance with «-:cor-eeccccscees
[8] variants
Variant Number Dgsgr;%tion of Variant Relevant ca 8
o1 ... Silver plsted finish vv..... URMIOB,URMTZRG30I/L
d2 Silver plated finish URM 76/uamanssa|:/u
03 Silver plated finish . . . .. RG 223/U.RGT4ZB/Y
04 Nickel plated finish _ | Ceieeeee URM 108, URMT2RG303/)
gs Nickel plated Tinish URM 76/URM43RuSBC/u
06 Nickel plated finish RG 223/U.8G142B/U
See the relevant Qualified Products List for avallabmty of components made to this
specification.
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