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Outhpe and dimnensions First anyle projection .E.."_l,..._ /e _| For ordering information
. 30.5 - @ see Saee Page 8%

Series BNC conrector,
unsealed, captive contact
50 ohms

Fixed straight socket,

single hole mounting, @
solder bucket,

@178 -
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- —— ———

Solder bucket

16.6 for @1.5 max
jo———————e={ conductor - R—
For further dimensional information see Pags 1 Assessment Level U
Morbing information. §gg Page B8 _J

@._ ______ . See pages 1=5

@ Not applicable

fRefer to Qualitied Products List PO ‘9(}02 anct/o1r CECC 00 ”L)() for detans of manufacturers approved to
this specihicaton.

*NPTE: Orders for components ‘to this specification shall-include the following
minimum information 1) Quantity 2) Mahufacturers type number 3) BS
Specification and issue number
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ELECTRONIC COMPONENT OF ASSESSED [3] [4]3_ ]
QUALITY IN ACCORDANCE WITH B5 CECC 22 12} - 006 . ... ....
GENERIC SPECIFICATIONCECE, 22 000 Issus | yggue ..,.), :November 1382,
1 SECTIONAY. SPECIFICATION CECC 22 121 lssub i e P
[5] DETAIL SPECIFICATION for
RADIO FREQUENCY COAXIAL CONNECTOR
OF ASSESSED QUALITY
SERIES BNC
. Fixad straight sockst single hol .
Style: 13X9¢.2iisignt. 20 ﬁdﬂﬁtaiﬁg'gédldarabudatsmmal Features: ...Neng.......
MCtion: ..... ® 5 0 8 2 8 60 58 4 008 st s e e N EEEEEEENIE I I I I I EE BN R R N A IR
Mass .\.0.9... (max ) et aedesceeneeseeisosassoniras e
(6]
Assessment level6): ....Y...... .......
Climatic category: N2./na /7 R S S
Characteristic Impedance 509
Assessment level variation(s) ............ T F T TP
[7] Outline and maximum dimensions Panel piercing and mounting details
30.5 '
-
172" A/F
2.4 e el
O ¢ 975 I
P 9,63
~
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Solder bucket oo §p4
16.6 for @1.5 max 96
, - conductor BS9210 NOOO4 Style 05-03
. ) y
! The maximum envelope uimensions are in accordance with «+-cecoevevecctien..
]
; [8] variants
i
i _\{U%ggmm Description of Variant Relevant cable(s
N Silver plated finish = veee..  Equipment wire
02 i Nickel plated finish . . . Equipment wire
See the relevant Qualified Products List for availahility of components made to this |
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