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For further dimensional information see Page 1
Rareng nfeomation See Page 8

MANUFACTURER'S TYPE NUMBER
LD4 06-02
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See PD 9002 CECC 00 200

For ordering mformatmn
sea See Page 8*

Series BNC connector,
unsealed, captlve contact
50 ohms

Free plug, cable outlet.
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[1] srrTisw sTANDARDS INSTITUTION page 1 | [2] -
of .5. | CECC22 121-.007 @
ELECTRONIC COMPONENT OF ASSESSED [3] | [4]
QUALITY IN ACCORDANCE WITH L.B5 GEGG.22.121.0Q7............
GENERIC SPECIFICATION GECC, 22 000, Issuel}l Issue ........ 1. .1November, 1962.,
SECTIONAL SPECIFICATION CECC 22 121 , , , .
- s - issuR 1
(5] DETAIL SPECIFICATION for
RADIO FREQUENCY COAXIAL CONNECTOR
OF ASSESSED QUALITY
SERIES BNC
Style: free plug, cable cutlet Special Features: ...Nana ... ...,
Function: ....... P Y
- Mass ..\8.9.. (max) e e e s eeenanaacesreranra s aneaa
) (6]
Assessment level(s): ..... u,.... ceesnen cons
Climatic category: he;/mna/na, R S
Characteristic Impedance 500 \
Assessment level variation(s) .............. ..., sasann N
[7] Outline and maximum dimensions Panel piercing and mounting details
32
o h =
s VER s
The maximum envelope dimensions are in accordance with B59210 NOOO4 Style 06-02
[8] variants
Varjant N Description of Variant Relevant cable(s
LN .. Silver plated finish ..... URM 108,URHTZRGIUS Y
02, ... e Silver plated finish . . . ., URM T76/URM43RGSBC/U
o3 L. e Silver plated finish RG 223/U.RG142B/U
04 Nickel plated finish URM 108, URMT2RG303/U
gs T Nickel plated finish "~~~ ot URM “76/UIRMa3RESBL/U" *
06 Nickel plated finish RG 223/U.rG142B/U
See the relevant Qualified Products List for availability of components made to this
specification. ) , -
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