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ELECTRONIC COMPONENT OF ASSESSED (3] {4] Issue 1
QALITY IN ACCORDANCE, W ITH cessssesmcocntscssenares
GRIERIC SPECIFICATION 22 880..... cecssenassevesssssren cae July 1988
SECTIONAL SPECTFICATION 22 130
[5) DETAIL SPECIFICATION for
RADID FREQUERCY (DAXTAL CORNECT(R OF ASSESSED (JOALITT: _ SFXIES SMB
Straight socket male centre
Style: contact flexible cable outlet Special Features & Matkings:
Hethod of cable attachment: centre oconductor = salder ceesssssdncatcsssesrrertoe
s outer m - Clamp e EP 94+ 0 ERT 0000 ESLILS

MAEE: eenceee 3-OTaueesss (Max.)
[6] Assesszent level ..H... Charmacteristic Impedance 00 Qimtic category ...55/.155./21...
{7) Outlire and vaximm dmensiocns . Q@Pamlpicxdngmﬁmmﬂngdemﬂs

18mm max

i

J—GB,H

i og"s
L

émm flats or hexagonal
profile allowed( 635A/F
permissible).

For meting interface dimensions and positicn of reference plane see e 2 130

Maodmm penel thidkness: forfrmtmmdng-u!\]-[?‘- ----- e, for rear mounting ... N/A .. m
The outline dirensions reet the requirements of TEC 1€3
(8] Variants ,
Variamt No. Description of Varian: Cables

TECYS i Natiomal Cables
D PP PPPp LS50 L AL AT/ LA
....... e e etaverveamiieaeeeiranee seereseenseseeeees ADA/U L
................. feeieeneneseensesaanss messressemasvecsrs A7A4AV. . i B
..7Q..... ceeessennnnnaann e 502020 RV&IV L3090

Informtion about mmifacturers who have copocents qualiffed to this detail specificaticn is
available in the amrent CBOC 00 200: Qualified Products List
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[9) PERFORMANCE (including limiting conditicos of use)

O02*ISSUEx]l &8 EE 1974499 0021074 964 WM

RATDNGS AND CHARACTERISTICS

G 22 130
CLAUSE

VALIE

Variant No.
o ) Designation
Raflecr_ion Factor _
sdesnncasns

sdeesenaonse

sstasencssas

Centre contact resistance
Outer conchxetor coatimudty
Insulatioca resistance

+ Proof Voltage
at sea level

seccscscessse
-
XXX EXEXE R X
ssesnecncwe
sssesvssccas
sessssnesssn
ssesesccess
XYY RN N2

sesssssoese
y

sesovancerss

+ Proaf Voltage
at 20 ¥m altitwde AL DU

-
essacssvose

esecsssnosrve
eassseovence
saaassccseces
sscevsscers
cesssessssese
sscsssverese

/

4.4.1

e
e
e
.e
.
ve

.o

4£.,4,2

4,4.3

4.4.4

. 4.4.5

oa
.o
e

LX)
oo

ee
ae

. 4.6.5

< 0,1
[ ER R A AR Y RN EXNJ
.. <0,19
.....?.?" -
<8,17

ssevesscossnes
....... se0sccece
X EXEY T REEREE Y]

..............

.....-..%.....
sevessenscevse
6sssevescscansne
asassecsscscssac
seecesssseveees
esesasnscenssss
teescsncssvsoven

sseseoscscssne -

sssssesnacesce
cssessesve ss s
seeerssssvesee
sasseccevonssn

aevssvesecncace

Measurenent freéq.
Tange
‘up to 1 GH2

..‘...6.£E;.i.eﬁi£...

Seesssssstenscorunsocse

up to 1 GHz

sosescesnssssenvesens

up to 4 GHz2

eevncscvossesesIR LGS

teesecercscnssss st

sssevsssessesnaae seea
ssecssettessensrnavae
........ ascecvossenses
------ ssesassrssescns

Initdal
After conditioning

Initial
After conditioning

Initial
After corditioning

86 to 106 kPa

4,4 XPa

+ Voltage values are r.m.s. values

of a.c. at

e ———————

50 to 60 Hz unless otherwise stated.
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RATINGS AND CHARACTERISTICS

CECC 22 130
CLASE

VALLE

ELECTRICAL

+ Working Voltage
at sea level

+ Working Voltage
at 20 km altitde

Screening effectiveness

ADDITIONAL ELECIRICAL CHARACTERISTICS

Variant No./
Designation

-81

-------------
-------------

-------------

.............
.............
.............
.............

.............

L S 4.4.8
-82 i

avecsesocnrsns

seavscsersres

.............

LA A R NN KN NN N v

esoseesrsssece
Tavsessesesves

seo0ssoamcnsve

ceevesaracenne
...... ceveonns
RS

LT r P
csecsvrcsnene

easecssocrsrescse

86 to 106 kPa

4,4 kFPa

Providing >

3B

MECHANICAL

Contact captivation:
— axdal force

— torque

4.5.2

-3_

4+ Voltage values are r.m.s. values of a.c. at 50 to 60 Hz unless othervise stated.
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