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the publisher. microfilms, sans I'accord écrit de I'éditeur.
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einer Form oder nach irgendeinem Veriahren, elektronisch oder
mechanisch, einschlieBiich Folokopieren und Mikrofilm, ohne
schriftiiche Einwilligung des Herausgebers vervielfaltigt oder
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PREFACE

This detail specification (DS) was prepared by CECC Working Group 22:
'RF Connectors'.

It relates to Series SMB connectors covered by sectional specification
CECC 22 130 and by blank detail specification CECC 22 131. These in turn
are related to the generic specification CECC 22 000.

It is based, wherever possible, on the Publications of the International
Electrotechnical Commission, and in particular on IEC 169-10 (1983) Part 10:
RF coaxial connectors with inner diameter of outer conductor 3 mm (0,12 in)
with snap-on coupling - Characteristic impedance 50 ohms (Type SMB).

The text of this DS was circulated to the CECC for voting in the documents

detziled below and was ratified by the President of the CECC for printing as a
CECC specification.

Document Voting Date Report on the Voting

CECC(Secretariat)1700 July 1985 CECC(Secretariat)1802
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ELECTRONIC COMPONENT OF ASSESSED {3] [4] Issue 1
QUALTTY IN ACCORDANCE WITH  [....... ceseterennarssans
GENERIC SPECIFICATION 22 000 sesecncanans esessesesans
SECTIONAL SPECTFICATION 22 130
[5] DETATL. SPECIFICATION for

RADIO FREQUENCY ODAXTAL CONNECTOR OF ASSESSED QUALTITY: SERIES S M B
Style: Printed wiring board, right angle socket, male centre contact Spec:lal Features & Markings:
Method of : = X sieieseersceccarcncan
Mass: 5,5g (Max.) *Delete as appropriate
[6] Assessment level : H Characteristic Impedance 50  Climatic category 55/155/21

[7] Outline and meximm dimensions Panel plercing and mounting details
All dimensions in mm G @
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NOTES : 1 Contours optional within dimensional envelope
. 2 Orientation of square posts optional

For mating interface dimensions and position of reference plane see CECC 22 130

[8] Variants
Variant No. Description of t Cables
Body Shell Finish Variant IEC 96 RG » National Cables
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Information about manufacturers who have components qualified to this detail specification is
available in the aurrent CECC 00 200: Qualified Products List,
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[9] PERFORMANCE (including limiting conditions of use)

RATINGS AND CHARACTERISTICS

CECC 22 130
CLAUSE.

VALUE

ELECTRICAL

Reflection factor

Centre contact resistance

Outer conductor continuity

Insulation resistance

+ Proof voltage
at sea level

+ Proof voltage
at 20 km altitude

Variant No./
Designation
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Initial
After conditioning

Initial
After conditioning

Initial
After conditioning

86 to 106 kPa

4,4 kPa

+ Voltage values are r.m.s. values of a.c. at 50 to 60 Hz
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