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Information about the System may be obtained from:

FEN Secretariat

and

CECC General Secretariat
Stresemannallee 15

D-6000 Frankfurt/Main 70

Telefon: Int.+ (49) 696 3082 83

Telex 4-12871 vdetz d

Telefax Int.+ (49) 69 6 3082 83 (Gr. 2/3)
or from the National Authorized Institutions
of the participating countries listed

who can supply copies of:

1 The Internal Regulations of the FEN e.V.

2 CECC Specifications of the FEN and National
Specifications for the System

. 3 CECC 00 200: Qualified Products List (QPL)

4 CECC 00 300: CECC Publications and their
related national documents
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Osterreichischer Verband
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Eschenbachgasse 9
A-1010 Vienna

Belgium

Comité Electrotechnique Belge
Galerie Ravenstein 3

Boite 11

B-1000 Brussels

Denmark

Dansk Elektroteknisk Komite
Strandgade 36

DK-1401 Copenhagen K

Finland

Finnish Electrotechnical
Standards Association
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F-75783 Paris Cedex 16
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D-6000 Frankfurt/Main 70
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EQLAS- The Irish Science and
Technology Agency

Glasnevin

IRL-Dublin 9

Italy

Comitato Elettrotecnico Italiano
Viale Monza, 259

1-20126 Milan

Netherlands

Nederlands Elektrotechnisch Comité
Postbus 5059

NL-2600 GB Delft

Norway

Norsk Elektroteknisk Komite
P.O. Box 280

Skéyen

N-0212 Oslo 2

Portugal

Instituto Portugués da Qualidade
Rua José Estévao, 83A

P-1199 Lisbon Codex
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Asociacion Electrotécnica y Electronica Espafiola
Comité Espafiol del CECC

Avda. de Brasil, 7

E-28020 Madrid 20
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Svenska Elektriska Kommissionen
Box 1284

S-16428 Kista-Stockholm
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Schweizerischer Elektrotechnischer
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Postfach
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British Electrotechnical Committee
British Standards Institution

2, Park Street

GB-London W1A 2BS
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Copyright - all rights reserved Droits de reproduction réservés

No part for this publication may be reproduced or Aucurne partie de cette publication ne peut étre reproduite ni
utilized in any form or by any means, electronic or utilisée sous quelque forme que ce soit et par aucun procédé
mechanical, including photocopying and microfilm, électronique ou mécanique, y compris la photocopie et les
without permission in writing from the publisher. microfilms, sans l'accord écrit de 1'éditeur.

Alle Rechte vorbehalten

Insbesondere darf kein Teil dieser Versffentlichung in
irgendeiner Form oder nach irgendeinem Verfahren, elektronisch
oder mechanisch, einschlieBlich Fotokopieren und Mikrofilm,
ohne schriftliche Einwilligung des Herausgebers vervielfiltigt
oder verwertet werden.

PREFACE

This detail specification (DS) was prepared by CECC Working Group 22:
"RF Connectors".

It relates to Series SMC connectors covered by sectional specification CECC 22 140
and by blank detail specification CECC 22 141. These in turn are related to the
generic specification CECC 22 000.

1t is based, wherever possible, on the Publications of the International Electro-

technical Commission, and in particular on IEC 169-9 (1978) Part 9: R.F. coaxial

connectors with inner diameter of outer conductor 3 mm (0,12 in) with screw coupling -
. Characteristic impedance 50 ohms (Type SMC).

The text of this detail specification was circulated to the members of CECC WG 22
and was approved for publication under the accelerated procedure for the
acceptance of detail specifications in accordance with Decision 10 of the minutes
of the CECC CD in document(Secretariat)1838.

Document Approval Date
WG22(Secretariat)375 January 1986
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ELECTRONIC OOMPONENT OF ASSESSED [3] [4] Issue |

QUALITY IN ACOORDANCE WITH

GENERIC SPECIFICATION 22 000 = Jleeesessasessese

SECTIONAL SPECTIFICATION 22 140

[5] DETAIL SPECIFICATION for

RADIO FREQUENCY ODAXTAL CONNECIUR OF ASSESSED QUALITY:

Style: Right angle plug, female centre contact

Method of cable/wime* attachment: centre conductor — solder/erisp*
: outer conductor - selderielamp/crimp*

Mass: 3,5g (Max.) *elete as appropriate

Special Features & Markings:

---------------------------

[6] Assessment level : H

Characteristic Impedance 50 @ Climatic category 55/155/21

[7] Outline and maximm dimensions
All dimensions in ™m

8,13
. 1)
592 1]
!
| _ |
ks s
NOTES 1 Width across flats 6,35 (6 permissible)

2 Contours optional within dimensional envelope

For mating interface dimensions and position of reference plane see CGECC

BE sosvsrreneses M —for—resr—mumting

C-] @ Panel piercing and mounting details

Crimping Details: Crimp
dies ard cable stripping
dimensions to conform with
the instructions supplied
by the manufacturer

22 140

eseesvecocer TR

[8] Variants
Description Relevant Cables
Variant No. of Variant MI1-C-17 GB R
Body Shell Fimish  Max. dia. over IEC 96 RG URM NF
Nomr— dielectric

Au tamish

Plating
-0l =03 0,9 50-1-1,1-2,1-3 178B/U,404 /0 110 K21
=02 =04 1,60 50-2-1,2-2,2-3 174A/0,316/0 95,109 K3

2-4,2-5,2-6 116 K224

€sresessarsanese sssssscevevsee

s PSPIEEISIOOGILEOIEE  evsEsEEBPNEESIESE 4 sseassssseBecEEsE 2 sesevse

secessvse eranses

Information about mamufacturers who have components qualified to this detail specification is

available in the current CECC 00 200: Qualified Products List.
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