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ELECTRONIC COMPONENTS OF ASSESSED QUALITY MANUFACTURERS TYPE NUMBER

DETAIL SPECIFICATION IN ACCORDANCE WITH

BS E9070: 1975 CECC 30000
BS E9076: Part 1+ 1976 CECC 30 100

L1A Series

See PD 9002 and CECC 00200
For ordering information see
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1. DIMENSIONS
TABLE 1 : OUTLINE DIMENSIONS
Pattern Length Diameter Lead Diameter Typical Mass
Reference v D’ ‘d’ 9
max. max. min. nom, max.
1 135 6.3 055 |. 06 0.66 1.0
2 135 . 878 0.55 0.6 0.66 15
Note 1. The complste.range of capacitance/rated voltage/pattern is given in Table 2.

Refer to Qualified Products List PD 5002 and/or CECC 00 200 for detalls of manufacturers approved to this specification.
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2. SPECIFIED METHOD OF MOUNTING FOR VIBRATION AND SHOCK TESTING

The capacitors shall be pressed down firmly on a printed circuit board, and mounted by
soldering the leads, which shall be bent through 90° &t a point 6 mm to 6.5 mm from
the point of emergence of the termination.

3. RATINGS (INCLUDING LIMITING CONDITIONS OF USE) AND CHARACTERISTICS

Capacitance range

Insulation resistance

Tangent of the loss angle

100 pF to 10000 pF

Standard selection tolerances 5%, *10% and
Climatic category 40/085/56

Rated temperature 85°C

Rated voltage 400 V d.c.

30 G2 minimum

0.01 maximum

(See table 2)
+20%

981 m/s? {(100g) 6 ms Half sine pulse

500 Hz, 6 h. total

DKEC

OTHER CHARACTERISTICS
Not applicable

0¢Full document details: CECC 30101-002 0

Shock
Vibration 0.75mm or 10g, 10 —
Solderability Solder giobule method : 2 5.
Grade Not applicable
TABLE 2 CAPACITANCE AND RATED VOLTAGE
,,(:;f;l-'fated Capacitance - Rated Voltage Pattern Reference
- pF Vdc {see Table 1)
100 400 1
150 400 1
220 400 1
330 400 1
470 400 1
680 400 1
1000 400 1
1500 400 1
2200 400 1
3300 400 1
4700 400 1
6800 400 1
10000 400 2
TABLE 3
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RELATED DOCUMENTS.

B8S 2011 Méthods for the environmental testing of electronic components and electronic

(IEC 68) equipment.

BS 6001 Sampling procedures and tables for inspection by attributes.

‘8BS EY000 Harmonized system for general requirements for electronic components of assessed
quality.

BS E9070: Harmonized system of quality assessment for electronic components: Generic

CECC 30000 specification for fixed capacitors.

BS €9076: Harmonized system of quality assessment for electronic components: Sectional

CECC 30100 specification for. polycarbonate dielectric capacitors and polyethylene terephthalate
dielectric capacitors for d.c. use.

Part 1. Polyester film capacitors with metal foil electrodes.

CECC 00200 CECC Qualified Products List.

PD 9002 BS 9000 Component Selection Guide.

MARKING INFORMATION.

Each capacitor shall be marked with:-

{a) Rated capacitance

{b) Rated voltage and temperature

(c} Tolerance on rated capacitance lin percent)
(d) Manufacturer’s type number

{e) Week and year of manufacture

ORDERING INFORMATION.

Orders for components to this specification shall include the following minimum information

{a) Quantity

(b) Manufacturer’s type number

(c) Rated capacitance and tolerance

{d) Rated voltage

(e} This detail specification number, issue and date
Example:- 100 off Type L1A 330 pf £10% 400V

to BS CECC 30 101002 1ssue 1, October 1980.

QUALIFICATION APPROVAL AND QUALITY CONFORMANCE INSPECTION.

For qualification approval testing and quality conformance inspection, the test schedule, severities
and requirements, given in BS ES076 Part 1 (1976) apply.

Table 4 specifies the tests, severities and requirements.

Samples submitted to tests marked ‘(D)’ shall not be accepted for release under BS E9000.

CERTIFIED TEST RECORDS.

Shall be prepared in accordance with 3.2 of BS E9076 {1976) Part 1 (CECC 30100) and 3.6 of
8S E9070 (1975) (CECC 30 000).
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