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This Specification contains a small amount of data
which may not be legible. It has been acquired
directly from the manufacturer or standards
organization and Technical Indexes/IHS have not
been able to obtain a better copy.

If the quality of this Specification is not fit for your
intended purpose, please contact the relevant
manufacturer or standards organization to clarify the
details you require.
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Componanti Elettronici di Qualita Certificata

Comiato .- CEl
—‘« M .

Elettrciacnico

SPECIFICA DI DETTAGLIO PER CONDENSATORI AL Itn H

TANTALIO CON ELETTROLITA SOLIDO AD ANODO '

POROSO.

CEI-CECC 30201-.011
Electronic Components of Assessed Quality. Detail Specification

for Tantalum Capacitors with Solid Electrolyte, Porous Anode,
Rated voltage range: 6.3/63 V - Climatic category: 55/085/56

2" Edizione, Novembre - 1979
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COMITATO ELETTROTEC!\I!CC ITALIANO CECC 30 201 - 011
Eléctronié components of assessed quality in accordance with: CEI-CECC 30 201 - 011
CEI-CECC 30 000 and 30 200 2" Edition, November 1979

DETAIL SPECIFICATION FOR TANTALUM CAPACITORS WITH SOLID ELECTROLYTE,
POROUS ANODE.
Typical construction: Cylindrical - Polar - Metallic case - Insulated - Axial - Intended for printed circuits

W —6- L e P Rated cap. range: 0.1 + 330 uF
' ' Capacitance tol.:415%410%20%
Rated voltage range: 6.3/63 V

d B
(= /.— m Climatic category: 55/085/66
i | /2| S —— : @ | Assessment level: see
Z4 L 4 ‘ CEI-CECC 30 200 Table 2 and 3
i
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' § ' "% { * > CIRCUIT DIAGRAM
1. DIMENSIONS {mm)
Table 1
CASE SIZE | . ‘
+ + : + 5
REFERENCE D+04 |[L+10 L, max {H, max | Hmax | W5 d
E : 340 | 480 | 850 | 1.2 3.2 30 0.5
A 3.40 6.30 | 1050 |. 1.2 3.2 30 05
B 470 | 1100 | 1500 | 1.2 3.2 30 05
R 730 | 1650 | 2050 | 12 | 32 30 | 06
s 890 |19.00 | 2350 | 12 | 32 | 30 | o086

N.B. Dimensions including the sleeve.

Documents‘

0¢Full document details: CECC 30201-0110


http://www.avadocuments.com/doc/cecc-30201-011-0
http://www.avadocuments.com/doc/cecc-30201-011-0

