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Specification also available from: Issue 2
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NL-CECC 30302-002

Electronic component of assessed
quality in accordance with: 2nd edition, 1985

NEN-CECC 30 000, 4th edition, 1984 Page 1 of 10
NEN-CECC 30 300, 4th edition, 1984
NEN-CECC 30 302, 2nd edition, 1982

Alminium electrolytic capacitors
with solid electrolyte

Outline drawing and dimensional data Typical construction:
(see Notes 1, 2 and Table I)
T v Style 2 Style 3 | Polar,
Insulated,
Radial wire terminations,
+ Intended for printed wiring
+ applications
; = Quick reference data:
printes- wiring 1 Rated cap. range : 0,1 - 68 pF
Cap. tolerance s £10% or 320%

083t~/ s202 Rated volt. range : 6,3 V to 40 V

Climatic category : 55/125/56
Application grade : General
o' purpose

Style 1

Information about manufacturers who have components qualified to this detail
specification is available in the current CECC 00 200: Qualified Products List

Notes 1. =Other shapes are permitted within the dimensions given.

2. =All dimensions are in millimeters.
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1.

CECC CECCx30x302- 002xISSUExE

DIMENSIONS

Table 1 - Dimensions in mm

*xx Il 1974499 00248752 TO4 A

Termination length

Case size T W L Style 1 Style 2 Style 3
reference max. max. max. 1 1 1 min.

1 3,5 | 8,0 (12,5 | 4,5 12,5] 12,0

2 4,5 8,0 12,5 4.5 +0,3|12,5 12,0

3 -0’7 r to,s
3 5,0 8,0 12,5 4,5 12,5 12,0
4 €,0 8,0 12,5 4,5 12,5 12,0

SPECIFIED METHOD OF MOUNTING FOR VIB

Vibration and bump tests shall be ma
IEC Publication 68-2-6, Procedure B4
The components shall be mounted on a

RATING AND CHARACTERISTICS

Application grade

Rated capacitance range (E6-series)
Tolerance on rated capacitance
Rated voltage range UR(R5-series)
Category voltage Ue

Category temperature range

Rated temperature

Endurance test conditions

Climatic category

Leakage current (after 5 min.) in pA
Bump test severity

Vibration test severity

Low air pressure
Rated ripple current
Tangent of loss angle

RATION AND BUMP TESTING

de in accordance with

printed wiring board.

General purpose
See Table 2

20 %; 10 %
See Table 2

See Table 2

-55 to +125 °C
85 °C

See page 9
55/125/56

See Table 3

1 000 bumps,
acceleration 40 g

10 to 55 Hz, 0,75 mm
or 10 g

8,5 kPa (85 mbar)
See Table 3
See Table 3
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CECC CECC*30%302- 002*ISSUEx2 xx EM 1974499 0028753 940 mm
- Table 2 - Values of capacitance and voltage related to case sizes
ﬁ Capaci- Voltage (V)
tance Ug 6,3 10 16 25 4o
pF Uc 6,3 10 16 25 25
!

0,1 (1)
0,15 (1)
0,22 (1)
0,33 (1
0,47 (2)
0,68 (1) (2)
1,0 (1) (3)
1,5 (1) (»)
2,2 (1) (2)
3,3 (1 (2)
u,7 (1) (2) (3)
6,8 (1) (2) (4)

10 (1) (2) (3)

15 (1) (2) (L)

22 (2) (3)

33 (3) (4)

u7 (%)

68 (4)
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