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Osterreichischer Verband fir i
Elektrotechnik (QVE) OVE-CECC 30 302- 004 '
i 1. Eschenbachgasse 9
' A-1010  Vienna Issue 1 March 1988
é Specification also available from: OVE-CECC 30302-
P tst edition, 1987
gsterr. Philips Industrie Gmktd page 1 of 10
weigniederlassung Klagenfurt nd ;
Bauelementewerk 2 edition 1987 September

Ebentaler Strafe 140
A-9020 Klagenfurt

. Electronic component of assessed
quality in accordance with
ALUMINIUM ELECTROLYTIC CAPACITORS

OVE-CECC 30000 WITH SOLID ELECTROLYTE
OVE-CECC 30300

OVE-CECC 30302

Qutline and dimensional data (see Notes 1,2 Typical construction:

and Table 1) .
Cylindrical ’
Polar, Metallic case,
Insulated,

Axial wire terminations,
Suitable for printed wiring .

— Ynin L pax Lngi= applications
Jo —— c::L:é,, Quick reference data:
"‘ (%) o " . 1

Rated cap.range: . l - 68 uF

- Cap. tolerance: ~20%

Rated volt.range: 4 V to 35 ¥ _
Climatic category: 55/125/56

Application grade: general'purpose

————

information about manufacturers who have components qualified to this detail
specification is available in the current CECC 00 200: Qualified Products List

— RN et

- e—

Notes 1. - Other shapes are permitted within the dimensions given.

2. - All dimensions are in millimeters.
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DIMENSIONS

Table 1t - Dimensions in mm

Case size D L d l
reference max | max min
A2 5,1 10,2 22
+ 0,06
A3 6,3 10,2 | 0,6 ~ 0.05 22
B 5,1 18,3 22

T ~ ~
0Cqull document details: CECC 30302-004 ISSUE 10

SPECIFIED METHOD OF MOUNTING FOR VIBRATION AND BUMP TESTING

Vibration and bump tests shall be made in accordance with

IEC Publication 68-2-6, Procedure B4.

The components shall be mounted in accordance with Sub-clause 3.1.1a:

"Clamping both the body and the leads"

RATING AND CHARACTERISTICS

Application grade

Rated capacitance range (E6-series)
Tolerance on rated capacitance
Rated voltage range UR

Category temperature range

Rated temperature

Endurance test conditions

Climatic category

Leakage current (after 5 min) in pA

Bump test severity
Vibration test severity

Tangent of loss angle
Impedance

general purpose
see Table 2
-20 %

see Table 2

-55 to +125° C
125° €

1.000 h, Up, 125°
55/125/56

= 0,15-C-v

1.000 bumps,
acceleration 40 g

C

10 to 500 Hz, 0,75 mm

or 10 g

see Table 3
see Table 3
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Table 2 - Values of capacitance and voltage related to case size

Cap. Voltage Upg (V)

4 6,3 10 6 | 20 25 1 35
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