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ELECTRONIC COMPONENTS OF ASSESSED QUALITY MANUFACTURER'S TYPE NUMBER
DETAIL SPECIFICATION IN ACCORDANCE WITH MKT 1.60
BS E9070 - 1975 AND BS CECC 30 400 - 1978 _
CECC 30 000 — 1975 AND CECC 30 400 - 1976 SEE PD 9002 AND CECC 00 200

Outline and dimensions First angle projection ‘—6 - - | For ordering information
. see clause 6

. : . ! FIXED METALLIZED POLYETH-
YLENE~TEREPHTHALATE FIIM

DIELECTIRIC D,C. CAPACITORS

‘H TYPICAL CONSTRUCTION —
RECTANGULAR NON-METALLIC
CASE, RIGID RADIAL TERMIN-

4 | d' nom. ATIONS, CENTRALLY SPACED,
MIN. | INTEKDED FOR PRINTED
CIRCUITS.

Al dimensions in millimetres

FULL ASSESSMENT
Marking information see clause § 4 LONG LIFE GRADE

1. DIMENSIONS
See table 1, page 3.

2.  SPECIFIED METHOD OF MOUNTING FOR VIBRATION AND BUMP TESTING

The component termination face shall be held firmly against the mounting
surface by the soldered terminations which shall be of minimum practical
length, Case sizes 11 to 19 inclusive shall also have their bodies clamped,

3.  RATINGS, CHARACTERISTICS

Grade Long Life Grade Table Number
Voltage range 63 to 1 000 V.d.c. 2
Capacitance range 0,001 pF to 10,0 uF 2

Capacitance values are taken from
the E6 series of BS 2488 (IEC 63)

Capacitance tolerances +5% +10 %, +20 % (Codes J,K and M respectivel,y)
Rated voltage Up

Category voltage Ug

Rated température 85 %

Category temperatﬁre 100 °c

Reter to Qualitied Products List PD 9002 and/or CECC 00200 tor details of manufacturers
approved to this specification.

pocuments



http://www.avadocuments.com/doc/cecc-30401-008-issue-1-0
http://www.avadocuments.com/doc/cecc-30401-008-issue-1-0

e

=

LR R R -

A

0¢Fyll document detail

3.  RATINGS, CHARACTERISTICS (Centinued)

Tangent of the loss angle
Insulation resistance
Environmental classification
Bump severity

Vibration severity .

Low air pressure
4. RELATED DOCUMENTS
BS 1852 (IEC 62)

BS 2011 (IEC 68)

BS 2488 (IEC 63)

BS 6001 (IEC 410)
BS EQOOO

BS E9070 (CECC 30 000)
BS CECC 30 400 (CECC 30.400)

PD 9002 (CECC 00 200)

IBC 301

S5« MARKING INFORMATION

The following details selected from those listed in 1,4 of CECC 3O 400 are to be given on the capacitor -

6. ORDERING INFORMATION

Orders for components to this specification shall include the following minimum information -

to
Case 3.
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Table Number
B
A& 3
§5/100/21
390 m/s”
0,75 mm or 98 m/s? whichever is thc less severe,
8,5 kPa (85 mbar)
Specification for marking codes for resistors .

and capacitors,

Methods for the environmental testing of
electronic components and electronic equipment,

Schedule of preferred mumbers for the resistance
of resistors and the capacitance of capacitors
for telecommunication equipment,

Sampling plans and procedures for inspection by
attributes,

General requirements for electronic components of
assessed quality.

Harmonized system of quality assessment for
electronic components. Generic specification for
fixed capacitors,

Sectional specification for fixed metallized
polyethylene terephthalate film dielectric d.c.
capacitors.

Qualified Products List,

Preferred diameters of wire terminations of
capacitors and resistors,

Rated capacitance and tolerance
Rated voltage

Mamufacturer's trade mark (Case sizes 13 to 19 inclusive only)

(1) Quantity

(2) Manufacturer?'s type mmber

(3) BS CECC speci.fication mmber, issue number and date
(4) Capacitance value and tolerance

{5) Rated voltage

(6) Case size and number of modules if necessary

BS CBCC 30 401 - 008 Issue 1 October 1979,

Page Number 2
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TABLE 1 DIMENSIONS

M 1974459 0001219 T30 MW

Case T H L s a
(See + 0,2 [+ 0,2 |+ 0,2 [Number of non
table 2)| max max max rnodules #* mm
1 4 9 10,5 3 0,0
2 [1 10,5 3 0,8
3 6 12 10,5 3 0,8
4 4 9 13 4 0,8
1 5 n i3 4 0,8
6 6 12 13 4 0,8
7 s n 18 6 0,8
8 6 12 18 6 0,8
9 7,5 13,5 |18 6 0,8
10 |85 4,5 |18 6 0,8
n 6 15  [26,5 8 or9 0,8
12 7 16 26,5 8or9 0,8
13 8,5 |17 26,5 9 0,8
14 10 18,5 |[26,5 9 0,8
15 n 20 32 11 0,8
16 |13 22 32 1 0,8
17 15 30 32 1 0,8
18 a8 33 32 1 0,8
19 |22 37 |32 1 0,8
# 1 module = 2.5mm

Custels

‘Full document details: CECC 3040

1-008 ISSUE10

'BS CECC 30 401 - 008
ISSUE 1 OCT. 1979,

TABLE 2 CAPACITANCE AND RATED AND CATEGORY VOLTAGES
Rated Ug
Capacitance  9+Ce 63 100 | 160} 25 400 | 630 Pooo
»nF L)
d.c. 47 75 | 1l20] 187 300 472 750

0,001 . T34
0,0015 ' 1 4
0,0022 1 4
0,0033 1l 4
0,0047 lor4| s
0,0068 lordf 6
0,01 1 |20r4| 7
0,015 lor4g|30rS| 7
0,022 1 2 or 4 6 [}
0,033 Lor4 (3or5s 7 jn
0,047 Lor 4 [6or 7 8 11
0,068 1 20r 4 .7 9 or 11{12
0,1 1l or 4| 4 |20r5er7 8 11 14
0,15 lord4| 6 {30r 7 [9orll 12 15
0,22 lor4j2ors5| 7 7 11 13 16
0,33 20or4f3or 6] 8 [8oril| 12 15
0,47 2or§ 7 9| 11 [3erl5| 16
0,68 20r6or7 8 10 12 15
1,0 3eor8 9 13 {l30rl$ 15
1,5 8 12. {14 | 15
2,2 9 13 {15 | 15 )
3,3 12 14 |16 | 16
4,7 13 15 117 | 17
6,8 14 16 18 18

10,0 15 17 j19 | 19

Note 1 Numbers shown in columns 2 - 8 are case mumbers

Note 2

Note 3

(see table 1)

Capacitors may be used at lower voltages than their
markings indicate,

Values 0,33 pF 250 V, 0,15 uF 400 V and 0,068 pF 630 V in

casc 11 have 8 wodyle lead spacings only, (See Table L),

Values 0,033 wF, 0,047 pF and 0,008 pF in the 1 000 V range and 1.5 pl
at 100 V have 9 module lead spacings only. (Sce Table 1).
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