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As shown in CECC 00 200 JUNE 1988 4th gdition

ARCOTRONICS ITALIA S P. A.

Via S. Lorenzo,1/7 40037 SASS0O MARCONI
BOLOGNA

ELECTRONIC COMPONENT OF ASSESSED
QUALITY IN ACCORDANCE WITH

.CECC 30000 : 1983 Third Edition
CECC 30400 : 1984 2nd Edition

Outline and dimensions DETAIL SPECIFICATION FOR
First angle projection FIXED METALLIZED POLYETHYLENE
TEREPHTALATE FILM DIELECTRIC
. . . D.C. CAPACITORS

TYPICAL CONSTRUCTION
— Rectangular
| - No dipped, non metallic
! - e case
- Insulated
- Radial terminations
- Intended for printed
All dimensione are in millimeters circuits
see tables | and 2
Marking information see clause 1.4

(1> Other lenghts on request ASSESSMENT LEVEL : "E"

QUICK REFERENCE DATA:

Rated cap.range : 0.001 to 10 uF Cap.tolerance: #5/3;+10%;+20%
Rated voltage : S0 V to 1000 V Climatic category: S55/100/56
Grade : 1 Long Life

Information about manufacturers who have components qualified to this

detail specification, is available in the current CECC 00200: Qualified
Products List
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1. - GENERAL DATA
1.1 RECOMMENDED METHOD OF MOUNTING FOR VIBRATION AND SHOCK TESTING

The component terminations face shall be held firmly against the
mounting surface by the soldered terminations which shall be of the
minimum pratical lenght.

Case sizes 22 to 32 inclusive shall also have their bodies clamped.

1.2 IMENSIONS

TABLE 1

DIMENSIONS IN mm
CASE
SIZE B H L P d
REFERENCE max max max *0,5 max
1 2,5 6,5
2 3 6,5
3 3,5 7,5
4 4,5 9,5 7,2 S 0,6
S5 S 10
6 6 11
7 7,2 13 *
8 2,5 7
g 3,5 6,5
10 3,5 8,5 10,5 7.5 0,8
11 4 9
12 S 11
13 6 12
14 4 9
15 S 11 13 10 0,8
16 6 12 d
17 ) 11
18 6 12 _
19 7.5 13,5 18 15 0,8
20 7,5 14,5
21 8,5 14,5
22 6 15
23 7 16
24 8,5 17 26,5 22,5 0,8
25 10 18,5 -
26 11 20
27 S 17
28 11 20
29 13 22
30 15 30 32 27,5 0,8
31 18 33
32 22 37
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TABLE 2 GRADE 1
VALUE OF CRPACITANCE AND VOLTAGE RELATED TO CASE SIZE
RATED CASE SIZE
(AP, 50 v gV 100 v 160 v 250 ¢ oy 630 v 1000 v

1000 pF 1 8-3-10 i1

1500 pf 1 $ 8-9-10 u

2200 pF 1 [} 9-10 1%

3300 pf 1 8-9-10 1-%4 "

4100 pf 1 0 0-9-10 1-14 15

6000 pF 1 8-9-10 §-10 1"-14 16

6,010pF 1 - 8-9-10 -1 12-1%4 17 -

0,015yF 1-8 8-3-10 1-14 13-1§ 18

0,022yF 1-8-9-10 8§10 12-14 16 19

0,033yf 1 1-8-9-10 11-44 13-15 7 22

0,047yF 1-¢ 1-2-§-9-10 -1 | 13-16-17 10 22

0,068pF 1-4-9-10 | 2-3-1 12-%4 17 13-22 %

6,19 gf| 1 1-8-9-10  |3-4-11-14 [ 1z-is~17 18 2 25

0,15 gF| 12 2-3-8-9-10 14-5-11-14 15 13-16-17 | 19-22 23 28
510,22 gf|  2-3 3-11-14 | 5-6-12-15 15 17 0 24-2 29

033 pF} 3 3-4-11-1¢ | §-12-16-17|  16-9 19-22 V¥ 28

0,47 gF| & -5-12-15 | 7-16-17 16-18 18-22 %-2 29

0,68 gF} -5 2;@;;2-15- 18 13 210 1]

1,0 pF|  S-6 6-13-17 19 N 24-27 2

1,5 pf| 6 7-18 21 % 25-27

2,2 oF] 7 20 % 25 2

3,3 ¢f n %5 2 29

§,1 oF % 28 2 3

6.0 uf 25 2 T "

[ 2 28 30 n 3?
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..3. RATINGS AND CHARATERISTICS

Capacitance range.....ve:.... see table 2 0,001uF to 10uF
Capacitance tolerance ....... *54;+10/;+204
Rated voltage (VUr) .......... see table 2

Category voltage (100 oc),, 0,8 Vr

Rated temperature...csceecse... 85 ©OC

Tangent of loss aﬁglé x10~4

{0.1uF

{ i N i |
| KHz | | 20.1uF <IuF | >1uF C10uF |
! | | i !
|1 I <80 | < 80 | <100 !
I 10 1 <150 <150 | -— |
I 100 1| £3040 | - o - {
i 1 | | i

Insulation recistance ....... Between terminations

>15000 Mohm for C £0,33uF and Ur (100 V
>30000 Mohm for C £0,33uF and Vr >100 V
2 5000 s for C >0,33uF and VUr 100 V
210000 s for C >0,33uF and VUr 100 V
Be tween terminations and case: 30000 Mohm

Climatic category.sceeesseees 09/7100/56

1.4 RELATED DOCUMENTS

1EC é8 Method for environmental testing of electronic component
and elctronic equipment.

CeECC 20.000 Generic specification for fixed capacitors, Issue 3.

CECC 30.400 Sectional specification for fixed metallized polyethylene
terephtalate film dielectric d.c. capacitors, lssue 2.

CECC 30.401 Blank detail specification for fixed metallized
polyethylene terephtalate film dielectric d.c.capacitors.

CECC 00.200 CECC Qualified Product List.

1.5 MARKING

The markKing of the capacitor and the packing shall be in accordance
with the requirements of CECC 30.000, Sub-clause 1.6.

~ Rated capacitance
- Rated voltage
- Tolerance on rated capacitance
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