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ELECTRONIC COMPONENTS OF ASSESSED
© QUALITY IN ACCORDANCE WITH CECC 30400 Detail specification No.
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Detail s;;ecificatioh for fixed metallized po!yéthyicne terephtalate film
dielectric D.C. capacitor - . -

i
.Typical construction: rectangular _ , .
no dipped, no metallic case SR T
insulated . o
radial terminations
intended for printed circuits .
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. S e T " Quick reference data: )

;—1“'—;""—:"‘."‘ _,’""E.;“‘"" . | Ratedcep. range : 0.001 4 to 0.22puF

T’ RS T . _Tolerance : £20% *10%

H L : - . . onrequast 5% .
I R t I¥ - - | Rotedvoltege :63Vde ]

: /“ . ; “ 62:,'_: ‘Rd-plid—‘ Climatic category : 55/100/21,
oo Pl .1 : "_ e Grade : general use grade capacitor

T R R .‘ " : . Asscesnent level : According to CRCC 3044C0
.
‘ .
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1 - DIMENSIONS . s

" Table 1

Rated . . Rated voltage 63 Vdc
Capacitance. B H JTC P04 d x10%
' max.| max.| max. S
1000 ' 25| 6 7.5 5 0.5
1500 . 251 6 751 5 0.5
2200 25 |.6 7.5 5 05
3300 2616 |76} 5 05 °
4700 25 6 7.5 5 0.5
6800 25 6 7.5 5 0.5
0.010 2.5 6 7.5 5 0.5
0.015 - 25| 6 7.5 5 0.5 )
0.022 - 25 6 7.5 5 0.5
0.033 25 6 7.5 5 0.5
0.047 26 1 6 76| 6 0.5
0.068 2.5 6 7.5 5 0.5
0.1° ; 3 6.35{7.5 5 0.5 .
0.15 : 3.5 75 |75 5 0.5 ) °
0.22 | 45 | 85 |75 5 0.5

2 - SPECIFIE.D METHOD OF MOUNTING FOR VIBRATION AND BUMP TESTING
Vibration and bump tests are made according to 1EC 68.2.6 procedure B4. : _

The components shall be mounted gccording to parag. 3.1.1a “clamping both the
body and the leads”. : )
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