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BLECTRONIC COMPONENTS OF ASSESSED QUALITY
DETALIL SPECIFICATION IN ACCORDANCE WITH

CECC 30 000 1984
BS CECC 30 500 1978

putline and Dimensions
A1l dimensions in millimetres.
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Marking info ¢ see Clause 5.

MANUFACTURER'S TYPE NO.

MPC-MA, WA

See PD 9002 and CECC
00 200. For ordering
info see Clause 6,

FIXED METALIZED
POLYCARBONATE FIIM
DIELECTRIC

DC CAPACITOR

VERSTON 1
CYLINDRICAL INSULATING
MOULDED CASE. MPC-MA

VERSION 2

WRAPPED SLEEVE WITH
EPOXY RESIN FILLED
ENDS MPC~WA

AXTAL TERMINATION

CENERAL USE GRADE
COMPLYING WiTHE THE
REQUIREMENTS OF TABLES
2 & 3, CECC 30500 1978

REFER TO QUALIFIED PRODUCTS LIST PD 002 AND/OR CECC 00 200 FOR
DETAILS OF MANUFACTURERS APPROVED TO THIS SPECIFICATION
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24 SPECTFIED METHOD OF MOUNTING FOR VIBRATION BUMP TESTING

Each capacitor shall be mounted on a rigid surface, the body
being preessed firmly against the mounting surface and fixed
by soldering the leads, which shall be bent through 90°,

3 RATINGS 'AND CHARACTERISTICS
Applicable to Versions 1 & 2

Grade General Use

Capacitance Range 0,33uf to 0.47uf
Capacitance Tolerance + 5%, = 10%, + 20%,

Rated Voltage (Ur) 100V

Rated Temperature 85°C

Tangent of the loss angle; £ = 1kHz2 0.005 max

Insulation Resistance fox CR = 0,33uf, 3750M A min

for Cp 2 0.33uf,1250/cR MaT

Climatic Categoxy 55/100/56

. RELATED _DOQUMENTS

BS 2011 Method for the environmental testing of electronic

EC 68 components and electronie equipment.

BS 6001 Sampling procedures and tables for inspection by
attributes.

BS E900Q0 Genexal requirements for electronic components of

agsessed harmonized with GENELEC Electronic Components
Committee Syatem.

CECC 30 000 Harmonized system of quality assessment for electronic
components : Generic specification for fixed capacitors.

B8 ¢ecC Harmonized syatem of quality assessment for electronic

30500 components ¢ Sectional specification; Fixed metalized
polycarhonate £ilm dielectrio dec capacltors.

Documents

A Cestoly oke oke oke (Celnl; ola GGt
0¢Full document details: CECC 30501-021ISSUE 2 0



http://www.avadocuments.com/doc/cecc-30501-021-issue-2-0
http://www.avadocuments.com/doc/cecc-30501-021-issue-2-0

CECCx30 501-021%ISx2 44 MM 1974499 000l42L T332 N

B3 CECC 30501 - 021
Issue 2 ¢  Including Amendment 1 - August 1988

5. MARKING INFORMATION
' The following information will be maxked on the capacitor @

(a)  Rated Capacitance

(b)  Tolerance on rated capacitance Tolexance Code
x I

+10% K

200 M

L)

(¢)  Rated Voltage
(4)  Date Code ~ L digit : Year/Week

(e)  Type number
(£) Manufacturer Identification

6, ORDERING, INFORMATION

Orders for componenta to this specification shall contain the
following mindmum information,

(a)  Quentity

(v) Manufacturexr's type number

(¢)  Rated capacitance and tolerance

(4) Rated voltege

(¢)  This specification number, issue and date

(£)  Pattern xefexence (if not prefexwed pattern) -

(&) Case style is: Moulded case or wxap/end fill case.

EXAMPLE : 100 off MPC-MA, 0.33uf +%%, 100V, to BS CECC 30501021
Isgue 2 ¢ JANUARY 1987

7. QUALTFYCATION APPROVAL &  QUALITY CONFORMANCE INSPECTION

For qualification spproval testa and quality conformance inspection
of both versions 1 & 2, the teat schedule, severities and requirements
given in the sectional speoification shall apply.

In addition Table l specifies the tests, severities and requirements,
Samples submitted to tests marked 'D' shall not be accepted for
release under BS 900,

8. CERTIFIED TEST RECORDS

Not Required.
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Including Amentment 1 TABLE |

LOT BY IOT INSPECTION (GROUPS A & 3B)

BS CECC 30500 D CONFITIONS -« OF IL AQA PERFORMANCE
CLAUSE NO, & TEST ox TEST REQUIREMENTS
ND
3) 1) 11)
CROUE A " |To be applied on a samp-
ling basis lot by lot,

Subgroup Al ND B-l .9 The condition, workmar

4.2 Visual Examination ship, marking and fin:
ghall be satisfactory.

Marking As Clause 5, Legible.

Dimensions The dimensions shall
comply with those in
outline drawing..

Subgroup A2 ND 11 i.q%

4.3 Voltage Proof Tast Point 1a There shall be no sign

(between terminations) of breakdown or flash-
OVEeXL,

Test Voltage = 140V

for 60a,

L. Capacitance f = 1kHz, 0,5VIms The capacitance value
shall be within the
specified tolerance,

4.5 Tangent of the £ = 1kHz, 0.5Vrms 0,005 max

loss angle
L.6 Insulation Test point 1a CR = 0.33uf, 3750MAnmin
Resistance (vetwsen terminations)
Cp > 0.33uf, 1250/GMA -
GROUP B To be applied on a samp-
ling basis lot by lot.

Subgroup Bi N f S-3]2.5%

1.9.2 S.0lderability BS 2011 Test Ta Soldering time 2§ max.
Method 3 (Solder Globule
luethod @ 235°C),

Final Measurement

4.2 Visual Examination There shall be no vigid’
damage and the marking
shall be legible.
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